DGE-530T V.B1 Driver Release Note  

Driver: v7.00

Hardware: B2/B1/A1

Date: May 30th, 2007

Including following drivers into Driver v6.00: 
Windows Vista x86/x64: V9.15.2.3 (WHQL passed)

Windows XP/2K/2003:V8.64.1.3 (WHQL passed)

Windows XP 64bit/2003 64bit: V8.39.10.3 (WHQL passed)

Windows Me:V.7.42.1.3

Windows 98/98SE: V.7.42.1.3

WinNT 4.0: V.7.42.1.3
NetWare 4.20: V.8.11.2.3

NetWare 5.0/6.0/6.5: V.8.14.3.3

Linux: driver for kernel after 2.4.13/2.6.x:V.8.35.2.3

FreeBSD5.3: V6.12.1.3

FreeBSD 6.0: V.8.14.8.3
DOS ODI: V.8.22.2.3
NDIS2: V.8.22.2.3
MAC After v10.2: V.6.12.1.3
CPA WinXP: 5.60.4.3
CPA Win XP64 bit: 6.15.3.3
Client32: V.8.14.3.3

Problems Resolved:
1. Fix the incompatibility issue with ECS PT890T-A. When installing DGE-530T v.B1 on motherboard (ECS PT890T-A), the PC will automatically power on and off.

2. Fix the incompatibility issue with Dell E520. The DGE-530T v.B1 can’t be detected after plugging off power cord then power on PC at first time.
Enhancements:
Note: The driver v7.00 is backward compatible with H/W v.B1.

==========================================================================

Driver: v6.00

Hardware: B2/B1/A1

Date: May 30th, 2007

For US Bestbuy CD with driver version same as driver v5.00

==========================================================================

Driver: v5.00

Hardware: B1/A1

Date: Nov. 07, 2005

Including following drivers into Driver v5.00: 
NW: V8.11

ODI.DOS:V8.11.1.3

XP64:V8.31.1.3

2K: V7.42.1.3

Win9X:V7.42.1.3

WinNT: 7.42.1.3

NDIS2:8.11

MAC: V6.12.1.3

Linux: 6.23

FreeBSD: 6.12.1.3

Autorun: 4.8.01, Install: 9.50.98.0                                        ===========================================================================
Problems Resolved:
1. Fix the issue of warning message in WinXP/2000 while executing Network Control Utility
Enhancements:
No

Current driver supports:

Microsoft Windows 98SE/98

Microsoft Windows Me

Microsoft Windows NT4.0

Microsoft Windows 2000

Microsoft Windows 2003

Microsoft Windows XP

Microsoft Windows 64bits

Linux for Kernel 2.4.x, 2.6.x

Client32

DOS ODI

Netware 5.x, 6.x

MAC OS 10.2, 10.3

Marvell VCT package

NDIS2

FreeBSD5.3







