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D-ViewCam Release Notes
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	Software Version:
	3.6.2

	Device Pack Version:
	

	Published Date:
	2014/06/12


Content:

2Revision History and System Requirement:


2New Features:


Problems Fixed:
3
3Known Issues:


3Related Documentation:





Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	3.6.2
	2014/06/12
	DCS-100
	N/A


System Requirement (minimum HW requirement)
	System Minimum Requirements

	OS Supported
	32bits: MS Windows XP pro SP3 / Vista SP1 / Win 7 SP1 / Win 8 

64bits: Win 7 SP1/ Win Server 2008 R2 / Win 8 / Win Server 2012

	CPU
	Intel Core 2 Duo E5300

	RAM
	2 GB

	HDD
	250 GB or above

	Motherboard
	Intel P55, H55, X58, P45, P43 chip, MB vendor ASUS Gigabyte or MSI with Intel Chipset recommended

	Display
	ATI Radeon 4650 or above (ATI Driver V11-2 recommended,) 

	Note

	* Please note users need to disable the Metro function of Windows 8 completely when starting D-ViewCam


Note: For evaluating other minimum HW spec of D-ViewCam server which is not in above table, 

please refer to Desgn Tool of D-ViewCam to get more information and suggestion on PMD 

system. The URL is:

http://pmdap.dlink.com.tw/PMD/km_docAction.do?myaction=query&flownum=KMF2011110367&returnURI=km_doc_listAction.do?myaction=km_doc_listAction:TypeID=KMT2010010079
New Features:
	Firmware Version
	New Features

	3.6.2
	n/a


Problems Fixed:
	Firmware Version
	Problems Fixed

	3.6.2
	1. Fix D-track issue [HQ20140331000002] DCS-5020L stop patrol, but when lanuch Mainconsole, it starts patrol again while it shouldn’t.


Known Issues:
	Firmware Version
	Known Issues

	
	


Related Documentation:

N/A
Note:


	Software Version:
	V3.6

	Device Pack Version:
	

	Published Date:
	2014/02/17


Content:
2Revision History and System Requirement:


2New Features:


Problems Fixed:
3
3Known Issues:


3Related Documentation:





Revision History and System Requirement:

	Firmware Version
	Date
	Model
	Hardware Version

	DCS-100 V3.6
	2013/11/29
	DCS-100
	N/A


System Requirement (minimum HW requirement)
	System Minimum Requirements

	OS Supported
	32bits: MS Windows XP pro SP3 / Vista SP1 / Win 7 SP1 / Win 8 

64bits: Win 7 SP1/ Win Server 2008 R2 / Win 8 / Win Server 2012

	CPU
	Intel Core 2 Duo E5300

	RAM
	2 GB

	HDD
	250 GB or above

	Motherboard
	Intel P55, H55, X58, P45, P43 chip, MB vendor ASUS Gigabyte or MSI with Intel Chipset recommended

	Display
	ATI Radeon 4650 or above (ATI Driver V11-2 recommended,) 

	Note

	* Please note users need to disable the Metro function of Windows 8 completely when starting D-ViewCam


Note: For evaluating other minimum HW spec of D-ViewCam server which is not in above table, 
please refer to Desgn Tool of D-ViewCam to get more information and suggestion on PMD 
system. The URL is:
http://pmdap.dlink.com.tw/PMD/km_docAction.do?myaction=query&flownum=KMF2011110367&returnURI=km_doc_listAction.do?myaction=km_doc_listAction:TypeID=KMT2010010079
New Features:

	Firmware Version
	New Features

	DCS-100 V3.6
	1. Support Dlink camera repeater mode

	
	1. 


Problems Fixed:

	Firmware Version
	Problems Fixed

	DCS-100 V3.6
	1. Update Russian language pack
2. Fixed the enable/disable talk bug 
3. Add EULA (End User License Agreement) in express mode

4. Correct flow of expression mode installation
5. Fixed the bug that idle mode is not working with DCS-5010L/5020L/5211L
/5222L
6. Optimize stability mechanism to fix stability issue

	
	1. 


Known Issues:

	Firmware Version
	Known Issues

	
	


Related Documentation:

N/A
Note:
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