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DCS-3411/3430 Firmware Release Notes
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	Firmware Version:
	1.01.3512

	Prom Code Version:
	

	Published Date:
	2009/10/22
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Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	1.00.3203
	2009/7/8
	DCS-3411
	A1

	1.00.3203
	2009/7/8
	DCS-3430
	A1

	1.01.3512
	2009/10/22
	DCS-3411
	A1

	1.01.3512
	2009/10/22
	DCS-3430
	A1


Upgrading Instructions:

Upgrading by using CLI (serial port) (Optional Item)
Upgrading by using Web-UI

New Features:
	Fireware Version
	New Features

	1.00.3203
	First release

	1.01.3512
	None


Changes of MIB & D-View Module:

Changes of Command Line Interface: (Optional Item)
Problems Fixed:
	Firmware Version
	Problems Fixed

	1.00.3203
	First release

	1.01.3512
	1. Do not trigger reset IC in kernel when Linux reboot.

2. Improve PCI error handle ability.

3. Fix PCI delay.

4. Fine tune the power sequence of sensor.


Known Issues:
	Firmware Version
	Known Issues

	1.00.3203
	None

	1.01.3512
	1. REC indicator in Web page which won't to stop blanking after plug-out SD card while recording
2. After executed Restore to default function, the system time will keeping on the final setting.
3. Under Vista with IE7 environment, our camera can not support Local (manual) recording with "protected mode".
4. Firefox can't save the user name and password when the password is blank.
5. Before plug-out SD card, user needs to disable Recording function. If not, the video files has possible can't play normally.


Related Documentation:

· User Manual
· White Paper/Technical Brief (Optional Item)
· Configuration Guide (Optional Item)
· …etc
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