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	Firmware Version:
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	Prom Code Version:
	V1.01_b7
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Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version
	Remark

	V1.00_b7
	2013/03/08
	DCS-5020L
	A1
	Initial Release

	V1.01_b2
	2013/04/28
	DCS-5020L
	A1
	

	V1.02_b5
	2013/07/15
	DCS-5020L
	A1
	

	
	
	
	
	

	
	
	
	
	


Upgrading Instruction:

Follow the steps below to upgrade the firmware:
1. Download the latest firmware file from the D-Link website. The file is in .bin file format.

2. Log-in camera web UI and enter setup/Maintenance/Firmware upgrade.
3. Click Browse… and specify the firmware file.
4. Click Upgrade. The camera starts to upgrade and will reboot automatically when the upgrading process completes.
New Feature and Enhancement:
	Fireware Version
	New Feature and Enhancement

	V 1.00_b7
	Initial release

	V 1.01_b2
	1. E-mail notification can send snapshot and video clip at the same time.

2. New video player (MJPEG/H264) to support motion detection state for mydlink portal.
3. Update mydlink agent to v2.0.17-b06.

4. Update h.264 ActiveX to v1.0.0.12.

5. Change max video clip to 3072K bytes.

6. Only allow 0-9, a-z, A-Z, “.”, “-“, “_” as the user account name.

	V 1.02_b5
	1. Update mydlink agent to v2.0.17-b28.

2. Add user can configure interval setting for motion/sound detection of mail/ftp.

	
	


Problem Fixed:
	Firmware Version
	Problems Fixed

	V1.00_b7
	Initial Release

	V1.02_b2
	1. Fix the problem when the camera is connecting to DIR-850L using WPS Push button.

2. Fixed the bug that the live streaming would stop when set H.264 bit rate is 3M and watch it via Chrome/Firefox.

3. Fix the problem that mydlink event not work issue when change IP address.

4. Fix the bug that The OSD color wouldn't be the same as the expectation.

5. Fix the bug that Pan/Tilt would be opposite by web access when flip or mirror is enabled.

	V1.02_b5
	1. Fixed schedule time of motion detection/sound detection incorrect issue when start time > end time.

2. Fixed h.264 streaming issue tested on ios6.
3. Fixed IP task will be restarted issue on DHCP renew time.
4. Fixed OSD disappear issue. 
5. NTP source port change to port 123.
6. Fixed bad frame issue sometimes which cause false motion detection alarm.


	
	


Known Issue:
	Firmware Version
	Known Issues

	V 1.00_b7
	None

	V 1.02_b2
	The configuration file generated by v1.00 firmware can’t be properly restored into the device with v1.01 firmware, this is because the Video Clip size specs is changed.

	V 1.02_b5
	1. When use accesses the device by mobile APPs or mydlink portal, the Pan/Tilt function would operate in opposite direction if the flip or mirror function is enabled.
2. [Proxy View] The Non-IE browser would display [Load h264dec library failure] when using PPPoE address to view the camera H.264 live streaming on proxy test environment, because java cannot support proxy.

3. When the camera is operating under the dim environment, the frame rate will drop under 15fps automatically to increase the video quality. This will reduce the total number of snapshot sending to FTP server rather than at the high rate in the FTP snapshot setting.
4. Sometimes having “LAG” issue while viewing the 160x112 live video feed.
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