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DCS-5222L&DCS-5211L Firmware Release Notes  
Version: 1.00-1104_DI

Date: Jan. 04, 2012

Mydlink Agent: 2.0.12-B4
Note: Reset to factory default after the firmware upgrade

· What's Fixed
1. Fixed digital output will be trigger once at booting.
2. Fixed eth0/pppoe status issues of mdb.
3. Fixed once the image is Flip or Mirror, and then the Pan and Tilt should turn to the right direction automatically.
4. Fine tune NIPCA separation of image setting.
· What's Changed
1. Change 800P display system to 720P display system.

2. Change the default IP from auto-IP to 192.168.0.20.
· Limitations
1. DCS-5222L and DCS-5211L just can support 7 simultaneous Video Streaming.
2. DCS-5222L and DCS-5211L doesn’t support “SD Card Hot-Plug”.

3. The FTP function for Snapshot and Video Clip doesn’t provide the “Test button” mechanism. 
4. The preview window of Motion Detection just cam display the still image on Non-IE browser.

5. The “over-exposure” issue will be happening when subject is close to the camera.
Version: 1.00-1020_DI

Date: Dec. 20, 2011
Mydlink Agent: 2.0.12-B4
This is the first release of DCS-5222L&DCS-5211L firmware
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