DCS-5230 Firmware Release Note 
Version: 1.01-3521

Date: October 21, 2009

SVN Revision: 15418
Enhancements

1. Updates D-Link 1.5 ver1.50-200910201850
Version: 1.01-3519

Date: October 19, 2009

SVN Revision: 15360

Enhancements:

1. Update version to 1.01.
Version: 1.00-3515

Date: October 15, 2009

Enhancements:
1. Updates D-Link 1.5 ver 1.50-200910151425
2. Change default speed of Auto Patrol to 1.

Version: 1.00-3417

Date: September 17, 2009

Enhancements:
3. Updates D-Link 1.5 ver 1.5( 2009/09/11 2210 ).

Problems Resolved:
1. Resolved resume continuous snapshot to FTP when network cable replug issue.

2. Fixes using anonymous account to FTP to network storage fail issue.
3. Separate Java applet into 4 applets for improving video streaming performance.
4. Fixes NIPCA bug of same http port, rtsp port, http external port and rtsp external port issue.
5. Fixes NIPCA CGI, set_simple_wireless(), always return (-1) issue.
6. Fixes Bugs in Alpha TSV.
Version: 1.00-3319

Date: August 19, 2009

Enhancements:
1. Add SD card management function.

Version: 1.00-3311

Date: August 11, 2009

Problems Resolved:
1. Fixes Bugs in Alpha TSV.
Known Issue:

1. DCS-5230 will associate to AP/RG which is setting as WEP/ Shared in wireless when DCS-5230 setting as WEP/ Open.

Remark: In fact, DCS-5230 wireless driver is running on WEP/ Auto mode.

Version: 1.00-3222

Date: July 22, 2009

Enhancements:
1. When system year is early then 2009, set time as 2009.
2. Handle flip-flop and mirroed situation in PT functions.
3. Improve IR LED handling when moving to a preset position.
Problems Resolved:
1. Fixes Bugs in Alpha TSV.
2. Retry audio device 5 times.
3. Fix Java live view issue in image setting page.
