DCS-5300G Firmware Release Note
Firmware: DCS-5300G-0205c
Hardware: B2G
Date: 15th, Aug 2008

1. New features:

a) Add SMTP port to Mail and FTP setting page for DCA ISP request to meet certain ISP.
2. Changed features:

  a) Remove watch dog function to avoid the camera auto reboot everyday. (Auto reboot function is design for old wireless module; new wireless module (B2 and above) doesn’t need this function)
b) Change the function name on Live Video page: "Auto Patrol" to "Preset sequence" for easier understanding.

3. Bugs fixed:

a) Fix the bug that when FTP server port is incorrect, FTP server should not receive any file.
b) Popup message if SMTP server port 1 and 2 is not within 1-65535.
c) If the value of SMTP server port 1 and 2, and Ftp server port 1 and 2 is empty, it add value “0”(zero) automatically.

d) Solve the Microsoft Silverlight compatibility. If user get the Silverlight upgrade from Windows patch, the ActiveX video will not be able to display. This FW fixed the problem.
For detail about Silverlight, please visit: http://en.wikipedia.org/wiki/Microsoft_Silverlight
4. Bugs unfixed:

   None
Firmware: DCS-5300G-0204a

Hardware: B2G
Date: 11th, March, 2008

1. New features:

   None

2. Changed features:

  None

3. Bugs fixed:

   a) When router(D-Link/DIR-635) connect with the DCS5300G, the router will lose its connection to the internet 
4. Bugs unfixed:

   None
Firmware: DCS-5300G-0203a

Hardware: B2G
Date: 20 July 2007

1. New features:

   a) Add D-Link DDNS (dlinkddns.com;dlinkddns.com.cn)

   b) Change plug-in to support Vista.

2. Changed features:

   a) Use only D-Link NTP server (ntp1.dlink.com,ntp.dlink.com.tw)
   b) WPA-PSK space key issue

Firmware: PT31x7-DLNK-0202c
Hardware: B2G
Date: 2nd June 2006

Problems Resolved:
1. To verify if all Auto pan/patrol speeds with Auto pan button can work, sometimes it will show connection closed when press "Apply" or "cancel" button.
2. To verify if all Auto pan/patrol speeds with Auto patrol button can work, sometimes it will show connection closed when press "Apply" or "cancel" button. 

3. To verify if all pan speeds with left/right buttons can work, sometimes it will show connection closed when press "Apply" or "cancel" button.
4. To verify if all tilt speeds with up/down buttons can work, sometimes it will show connection closed when press "Apply" or "cancel" button.
5. To verify if it’s able to delete each preset position, sometimes it will show connection closed when we delete Preset position.
6. The behavior of IR control is incorrect.

7. To verify if it’s able to add 20 preset and work, sometimes it will show connection closed when we add Current position.

8. To verify if it works to set dwelling time (0~255) then click Patrol and Pan buttons in Home page, sometimes it will show connection closed when we change Dwelling time.

9. Change the Local FTP server port number: it can't set different number for the 1st FTP server port and 2nd FTP server port.
10. 2nd SMTP can't to work.

11. To verify if Enable/Disabled motion detection can work, sometimes it’s abnormal.

12. Can’t use space char " < >, showing invalid chars message.

Enhancements:
N/A
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