DCS-6620G Firmware Release Note

Firmware: DCS-6620G-DLNK-0105d
Hardware: A3
Date: 15th,Aug 2008
Features:

1. New features:

None
2. Changed features:
a) Change "Sweep" to "Preset sequence"

3. Bugs fixed:

None

4. Bugs unfixed:

None
Firmware: DCS-6620G-DLNK-0105c
Hardware: A3
Date: 4th,July 2008
Features:

1. New features:

a) Add SMTP port to Mail and FTP setting page

2. Changed features:

a) Change "Patrol" to "Sweep"

b) Add snapshot description” Click on this button to take and save a picture of the current image being displayed.” in Help page.

c) Add default IP 192.168.0.20  (fixed default IP is fine, every camera use this IP for default if it cannot get DHCP ip)

d) Remove DDNS provider: dlinkddns.com.cn(Free); TZO.com; dhs.org

e) Change the name of DDNS provider: Dyndns.org (Dynamic); Dyndns.org (Custom)

3. Bugs fixed:

a) Microsoft Silverlight compatibility

b) Fix "WPA-PSK need allow space key" issue

c) The valid characters can't type on user's name and password in PPPoE setup

4. Bugs unfixed:

None
Firmware: DCS-6620G-DLNK-0104a

Hardware: A3
Date: 4th Dec 2007

Features:

1. Improved features:

   None

2. Changed features:

   HW version upgrade to A3 from A2

3. Bugs fixed:

   None

4. Bugs unfixed:

   None
Firmware: DCS-6620G-DLNK-0104a

Hardware: A2
Date: 10 July 2007

Features:

1. Improved features:

   None

2. Changed features:

   a) change firmware version from 0103f to 0104a

3. Bugs fixed:

   None

4. Bugs unfixed:

   None
Firmware: PZ61x4-DLNK-0103f 
Hardware: A2
Date: 14th Jane 2007

1. Improved features:

   a) Add D-Link DDNS (dlinkddns.com;dlinkddns.com.cn)

   b) Change plug-in to support Vista.

2. Changed features:

   a) Use only D-Link NTP server (ntp1.dlink.com,ntp.dlink.com.tw)
Firmware: PZ61x2-DLNK-0102d 
Hardware: A2
Date: 30th May 2006

Problems Resolved:
1. The direct control button is invert when mirror and flip is enabled
2. A2版网线不插，电源插上后设备自检完毕后 power灯和Activity灯都灭掉（A1版是自检后power灯常亮 Activity灯灭掉），此时插上网线A2版Activity灯常亮，power灯也常亮，且网络上无法找到设备。（A1版状态是power灯常亮，Activity 闪烁，并能在网络上找到设备）

3. Can't upload F/W when "Local FTP server port" is changed.
4. Error page appeared when WEP key is switched from HEX mode to ASCII mode.                                                                                     
Enhancements:
   1. Adding Oray.net DDNS service.

2. Adding PPPoE

3. Red LED has to blink when using external MIC phone. 
4. Remove pop out window of user number message, overlay user number info on image. Or add ability to enable/disable this feature on system page.
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