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Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	1.20b02-0920
	2012/10/18
	DNR-326
	A2

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


MINIMUM SYSTEM REQUIREMENTS

OS Support

+ Windows XP SP2, Vista or 7 (32bit)

+ Web browser - Internet Explorer v7 to v9
+ Computer with:

-
Pentium 4 – 2.4 GHz

-
512MB RAM
New Features:
	Firmware Version
	New Features

	1.20b02-0920
	1. Support new cameras DCS-6010L/7010L/6210/7513/7413/2310L/2132L/
2332L
2. Security enhancement of server and client communication (S-box 
handshaking)

4. DCS-5211/5222L Patrol & preset name work around

5. Upgrade camera firmware of 8 models:

DCS-3710B1/6112x/6113x/932L/940L/942L/5222/2130

6.Change “Backup” SW name to “Backup system”

	
	


Problems Fixed:
	Firmware Version
	Problems Fixed

	1.20b02-0920
	1. DBG11120114
(1) [NVR Pro \ Backup, LiveView] Copyright shall be 
about D-Link product information.(2) Control panel should show D-Link 
logo.

2. DBG11120115
[AP_326_1.0.0.86_20111115\ AP\ setup.exe] There 
shall be a tab for Digital signature.

3. DBG11120116
[D-ViewCAM NVR Pro] Publisher shall be D-Link : Install 
and Uninstall.

4. DBG12050017
Copyright of setup.exe would be incorrect

5. DBG12050158
The information of copyright is incorrect.

6. DBG12060117
DUT could change DCS-2210/2230 frame rate to 30 with 
resolution 1920X1080 and show update successfully.

7. DBG12050213 I.E. 8 would stop working when export video/audio file.

8. DBG11110188 Live view for a long term would cause the IE crashed

9. DBG11100238 warning message would popup after live view for more than 
60 hours

	
	


Known Issues:
	Firmware Version
	Known Issues

	1.20b02-0920
	Issue Description: 

Open video live view with browser or NVR pro AP for a long time might popup C++ error

Root cause: 

The root cause is memory fragmentation issue – DNR-326 FW manages memory is not enough efficient and it cannot get enough memory to process decode tasks of live view. So it might popup C++ error message in MS-IE browser or NVR Pro AP. When NVR popup C++ error message, it won’t affect NVR recording and other tasks.
Improvement:

Base on the NVR recording performance 720P@270FPS to implement connected cameras. Don’t let NVR over loading to cause this problem happen.

Suggestion

1. Re-open MS-IE browser or NVR Pro AP and re-connect NVR to view live video 
again.

2. This issue will be fixed by re-design code base in the next FW version. We expect the new FW version will formal release in Q1, 2012.
Others:

1. Can’t switch current view of DCS-6010L because camera firmware is not 
ready.

2. Can’t fix bug DBG12030320 with firmware v2.00.03 (DUT modify DCS-3710B1 bit rate quality would become CBR.) because root cause is camera firmware issue.

	
	

	
	


Related Documentation:

· User Manual
· Datasheet

Note:

· Please refer to Camera Support List in PMD system.
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