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DCS-100 SW Release Notes
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Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	3.2-0415
	2011/04/15
	DCS-100
	N/A

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Minimum Hardware Requirement

	Total FPS at CIF
	D
	C
	B
	A

	S of All Cam.
	2200~1400
	1400~1050
	1050~550
	550~0

	CPU
	Intel Core I7
	Intel Core I5
	Intel Core 2 Quad Q9400
	Intel Core 2 Duo 
E5300

	RAM
	2 GB
	2 GB
	2GB
	1GB

	Motherboard
	Intel P55 or H57 chip or above, MB vendor Asus, Gigabyte or Intel with Intel Chipset recommended
	Intel P35 or P33 chip or above, MB vendor Asus, Gigabyte or Intel with Intel Chipset recommended

	Display card
	ATI Radeon 4650 , nVIDIA GeForce GF-9600 or above (ATI recommended)

	Ethernet
	100 baseT or above, Gigabit LAN recommended

	Hard Disk
	250 GB or above

	OS
	Microsoft Windows® XP Professional SP3 / 2003 / Vista®

/ Server 2008 R2 (64bits) /Win 7 (32bit/64bits)


Upgrading Instructions:

Upgrading by using CLI (serial port) (Optional Item)
Upgrading by using Web-UI

New Features:
	Firmware Version
	New Features

	3.2-0415
	1.
Compatible with MS-Windows 7 O.S. (32 bits and 64 bit)

2.
Compatible with MS-Windows Server 2008 R2 64bit

3.
Display MAC address of NIC on about dialog

4.
Packing with Device Pack v1.3

5.
Support new camera: DCS-940L(FW v1.0.22)

6.
Support new language: Norwegian, Polish, Slovak, Serbian, Dutch, 
Romanian.

	
	


Changes of MIB & D-View Module:

Changes of Command Line Interface: (Optional Item)
Problems Fixed:
	Firmware Version
	Problems Fixed

	3.2-0415
	1.
Fix license Key Invalid bug

2.
Modify copyright year to 2011

3.
Show “No preset point”, if camera not supports preset.

	
	

	
	


Known Issues:
	Firmware Version
	Known Issues

	3.2-0415
	1.
Doesn’t support Virtual Machine.

2.
The SW support up to 32CH, when adding the 33th CH, user can’t add the 
camera but won’t have warning message.

	
	

	
	


Related Documentation:

· User Manual
· Datasheet

Note:

1. Main Console does not support OS installed on RAID. This may result in license activation failure. 

2. It is recommended to separate OS and video recordings in different hard drives.

3. Please do not change OS display settings on font size. Recommended 96dpi + 100%. 

4. Please disable the “sleep” function under power management in MS-Windows O.S.

5. It is recommended to activate Windows Update to the latest version to ensure OS stability.

6. When running Main Console on Windows 2008 R2, please enable audio service to use audio functions.

7. NVidia G210 VGA card is tested and NOT RECOMMENDED to use in case of system error. 

8. Plug in microphones or other audio devices before using “enable audio” / “enable talk” functions under Main Console and Remote Live Viewer. 

9. Plug in headphones or speakers before starting Playback to use Audio functions.

10. The maximum time range for Playback and Backup applications are fixed to 7 days.

11. It is recommended to keep CPU loading under 90% to avoid performance issues.
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