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	Published Date:
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Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	DCS-100 3.3
	2012/3/20
	DCS-100
	N/A

	DP V1.4.1
	2012/3/20
	DCS-100
	N/A

	
	
	
	

	
	
	
	


System Requirement (minimum HW requirement)
	Total FPS at CIF
	D
	C
	B
	A

	S of All Cam.
	2200~1400
	1400~1050
	1050~550
	550~0

	CPU
	Intel Core I7
	Intel Core I5
	Intel Core 2 Quad Q9400
	Intel Core 2 Duo 
E5300

	RAM
	2 GB
	2 GB
	2GB
	1GB

	Motherboard
	Intel P55 or H57 chip or above, MB vendor Asus, Gigabyte or Intel with Intel Chipset recommended
	Intel P35 or P33 chip or above, MB vendor Asus, Gigabyte or Intel with Intel Chipset recommended

	Display card
	ATI Radeon 4650 , nVIDIA GeForce GF-9600 or above (ATI recommended)

	Ethernet
	100 baseT or above, Gigabit LAN recommended

	Hard Disk
	250 GB or above

	OS
	Microsoft Windows® XP Professional SP3 / 2003 / Vista®

/ Server 2008 R2 (64bits) /Win 7 (32bit/64bits)


Note: For evaluating other minimum HW spec of D-ViewCam server which is not in above table, 

please refer to Desgn Tool of D-ViewCam to get more information and suggestion on PMD 

system. The URL is:

http://pmdap.dlink.com.tw/PMD/km_docAction.do?myaction=query&flownum=KMF2011110367&returnURI=km_doc_listAction.do?myaction=km_doc_listAction:TypeID=KMT2010010079
New Features:
	Firmware Version
	New Features

	DCS-100 3.3
	1. MS-IE9 support for Remote client
2. The default User ID of camera changes to “admin“
3. Support Auto-Pan function

	DP 1.4.2
	1. Support DCS-2132L
2. Support DCS-7413


Problems Fixed:
	Firmware Version
	Problems Fixed

	DCS-100 3.3
	1. Fix remote client channel quantity bug
2. Fix DViewCam audio bug
3. Modify installation screen information

	DP 1.4.2
	1. Fixed DCS-3715 I/O unstable feature
2. Disable https feature  for each model
3. Fix bug that DCS-6112/6113 cannot add to D-ViewCam SW 

4. DCS-942L support bitrate 

5. Fix audio talk bug of DCS-942L

6. Fix DCS-7110 Video Parameter Default different with Web 

7. Two audio bug between D-ViewCam and DVS-310-1

8. Fix DCS-7110 For Stream2 resolution select 1280x800, then the field will become blank on the Web


Known Issues:
	Firmware Version
	Known Issues

	DCS-100 3.3
	1. DCS-100 won’t support audio talk and auto pan functions for model DCS-3715, 6112, 6113, 6112V, and 6113V.
2. DC3-100 WON’T support https feature for each model.

	DP 1.4.2
	1. DP V1.4.2 won’t support audio talk and auto pan functions for below cameras(DCS-3715, 6112, 6113, 6112V, 6113)
2. DP V1.4.2 won’t support HTTPs (Please refer to HW support list for the supported models)


Related Documentation:

N/A
Note:

HW Support List for Device Pack 1.4.2:
	Device Name
	DCS-910
	DCS-920
	DCS-930
	DCS-930L
	DCS-932

	Final FW
	1.04_build_5
	1.04_build_5
	1.00 build 2
	1.00 build 2
	1.00 

	Device Name
	DCS-932L
	DCS-940L
	DCS-942L
	DCS-1100
	DCS-1100L

	Final FW
	1.00 
	1
	1
	1.02_3522
	1.03_4130

	Device Name
	DCS-1130
	DCS-1130L
	DCS-2102
	DCS-2103
	DCS-2210

	Final FW
	1.02_3522
	1.03_4130
	1.04_3227
	X
	0.02

	Device Name
	DCS-2120
	DCS-2120(TW)
	DCS-2121
	DCS-2130
	DCS-2230

	Final FW
	1.04_3227
	2.01tw
	1.04_3227
	X
	　X

	Device Name
	DCS-3110
	DCS-3112
	DCS-3410
	DCS-3411
	DCS-3415

	Final FW
	1.02
	　
	1.01_2812
	1.02_4125
	1.00

	Device Name
	DCS-3420
	DCS-3430
	DCS-3710
	DCS-3710 B1
	DCS-3715

	Final FW
	1.03
	1.02_4125
	1.00
	0.02.00
	1.00

	Device Name
	DCS-3716
	DCS-5220Ax
	DCS-5220Bx
	DCS-5220(TW)
	DCS-5230

	Final FW
	　
	1.05
	2.00
	2.00tw
	1.02_4317

	Device Name
	DCS-5230L
	DCS-5300
	DCS-5300G
	DCS-5610
	DCS-5635

	Final FW
	1.02_4317
	1.06
	2.05
	1.01
	1.01_4126

	Device Name
	DCS-6110
	DCS-6111
	DCS-6112
	DCS-6113
	DCS-6410

	Final FW
	1.00
	1.00
	1.01
	X
	1.00_3014

	Device Name
	DCS-6510
	DCS-6511
	DCS-6615
	DCS-6616
	DCS-6620

	Final FW
	1.02
	0.08
	1.01
	0.01.00
	1.06

	Device Name
	DCS-6620G
	DCS-6815
	DCS-6815 B1
	DCS-6817
	DCS-6817 B1

	Final FW
	1.05
	1.01
	0.01.00
	1.01
	0.01.00

	Device Name
	DCS-6818
	DCS-6818 B1
	DCS-7110
	DCS-7410
	DCS-7510

	Final FW
	1.01
	0.01.00
	1.0
	1.00_3710 
	1.00_3909

	Device Name
	DCS-5211L
	DCS-5222L
	6112V
	6113V
	DCS-7413

	Final FW
	1.00
	1.00
	X
	1.0
	2.0

	Device Name
	DVS-210-1
	DVS-310-1
	DVS-V310-4
	　DCS-2132L
	　

	Final FW
	1.00.01
	1.02
	1.00
	　1.02
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