DNS-313 Firmware Release Note

Release History
Firmware:1.03b04
DCC:1.0.2.5
Bootloader:1.02b05

Easy search:3.8.1.9

Hardware: 1a1g
Date: Dec. 7, 2008

What New:
· upnp media server support XBOX360.

· update bootloader to prevent from installing with 64MB PCB version ‘s DCC.
· change Copyright information of easy search to Copyright© 2008 D-Link System,Inc.

Problems Resolved:
· It will show “Access denied” when use xcopy to copy file into DNS-313.
· sometimes,after system restart progress,it can not map device successfully when it show blank in device name and it also can not map successully though we fill the device name by manually.
· Fix these bugs from lab.
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Firmware:1.03b03
DCC:1.0.2.4
Hardware: 1a1g
Date: Nov. 22, 2008

What New:
· upnp media server support XBOX360.
· support 1.5TB HDD.
· https support.
Problems Resolved:
· It will show “Access denied” when use xcopy to copy file into DNS-313.
· access through samba will be slow if user set wrong DNS. 
· DCC utility have a error message during DCC process ( hang up on assign drive letter & device name).
· fix these bugs from test lab 
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Firmware:1.03b02
Hardware: 1a1g
Date: Oct. 14, 2008

What New:
· Update linux kernel driver to support A3 version CPU.

Plesas make sure that use the DCC that is included in this release 1.03b02. 

Because the kernel (file name: zImage) in the DCC is updated, Old DCC can not work with A3 version CPU.
Firmware:1.03b01
Bootloader:1.02b04
Hardware: 1a1g
Date: Sep. 4, 2008

What New:
· Update bootloader to fix the DAS function HDD LED issue when use the DNS-313 as a USB drive.

Firmware:1.02b05
DCC:1.0.2.3
Easy_search:3.8.1.8

Hardware: 1a1g
Date: August 11, 2008

Problems Resolved:
· It can not get exactly time from local PC, because it can not get second exactly.
· easy search can set some illegal IP such as 192.168.0.255/24 
· Easy search can accept IP address 255.255.255.255 and 127.0.0.1,but it should not.
· The share folder can not access by samba and can not map by easy search when we select Chinese folder as the share folder in network access
· The left-down corner come out some error message in browser.
· It can not set correctly time by manually such as 2008.02.29 14:20:30 it only can set 2008.02.29 14:20:00 . It ignore the second setting
· Upnp-X driver support for Vista 64bit

· Can not use backspace to delete character of the Device Name in DCC.

· User shared folder setting in network access disappear after move user account to a group 

Firmware:1.02b04
DCC:1.0.2.2

Bootloader:1.02b03

Hardware: 1a1g
Date: July 30, 2008

What New:
· Update bootloader to fix the DAS function issue when connect the DNS-313 to a MAC OSX 10.5.2 as a USB drive..

Problems Resolved:
· [uPnP AV + PS3] can not play over 4GB .ts file.
· It doesn't block and give message say not match when new password is empty and confirm password filled something in wizard. 
· DCC window tells you to wait, but you should actually click the NEXT button first, then wait.
· Extend the username's length to 30 characters and allow username format can accept just like email address.
· When we change IP from wizard and login in web page, try to click Advance, you will see some an error message about user/groups, but I did not do any operation about user/group.
.
Firmware:1.02b03
Hardware: 1a1g
Date: July 16, 2008

What New:
· Update Upnp AV Server to support PS3.

· Update kernel driver to improve network performance

Problems Resolved:
· No comparisation between new and confirm password if new password is empty.
Firmware:1.02b02

DCC:1.0.2.1
Hardware: 1a1g
Date: July 14, 2008

What New:
· Update Version of DCC to 1.0.2.1
· Add UNICODE support for ftp server
Firmware:1.02b01

DCC:1.0.1.15
Hardware: 1a1g
Date: July 6, 2008

What New:
· DCC “Repair Installation” function will check hard disk to avoid write it that was not pre-formatted by DNS-313 before.

· New FAN control flow
When the temperature is rising

    

< 46℃ - FAN off         

    

> 46℃ - Low Speed

    

> 49℃ - High Speed    

When the temperature is falling

    

> 46℃ - High Speed

    

< 46℃ - Low Speed 

    

< 43℃ - FAN off 
· Update Daylight Saving Time settings for Australia.
· Problems Resolved:
· FTP access list show error information when you assign folder named simplified Chinese or traditional Chinese and then click modify setting button.
· Network Access list Appear error message on Chinese folder.
· Power Management Issue.

· Time Zone / Daylight Saving Time issue.

· Download Schedule “Access is denied” issue.
· It will change client language, max user etc in ftp server settings except flow control when we only give accounts to access ftp permission, but it shouldn't change if we don't configure the ftp server settings.
Firmware:1.01b14
Hardware: 1a1g
Date: Apr. 22, 2008

What New:
· Show firmware version information on DCC first page.

· The firmware which is under DCC directory has a more clear name 
· Support Korea and Turkey with ftp function.
Problems Resolved:
· Some device which has old bootloader can not be upgraded successfully.
· Fix some bugs from DLINK.   
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· Some SMTP server refuse the alert email as junk mail.
Firmware:1.01b13
Hardware: 1a1g
Date: Apr. 3, 2008
Problems Resolved:
· Fixed these bugs from test lab
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· Update the picture of DCC when user select “Repair” installation
Firmware:1.01b12
Hardware: 1a1g
Date: Mar.. 14, 2008
Problems Resolved:
· Change the PnP-X Hardware ID from UMB\urn:www-dlink-com:device:NetworkAttachedStorage:1 to UMB\urn:www-dlink-com:device:NetworkAttachedStorage:DNS-313
· Update the PnP-X driver

Firmware:1.01b11
Hardware: 1a1g
Date: Mar.. 07, 2008
Problems Resolved:
· Fixed the bug from D-Link test lab and DEU
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Firmware:1.01b10
Hardware: 1a1g
Date: Jan. 18, 2008
Problems Resolved:
· Add the flow that update the latest bootloader automatically
· Fixed the bug about the timezone
Firmware:1.01b09
Hardware: 1a1g
Date: Jan. 10, 2008
Problems Resolved:
· Demo the flow that update the up-to-date bootloader 
Firmware:1.01b08
Hardware: 1a1g
Date: Jan. 04, 2008
Problems Resolved:
· Demo the flow that update the up-to-date bootloader 
Firmware:1.01b07
Hardware: 1a1g
Date: Dec. 24, 2007
Problems Resolved:
· Turn off the power led when the hard disk into the hibernation
· Implement Incremental Backup
· Fix can not send the emal(Space Status Interval)   exactly
· Add CGI support
Firmware:1.01b06
Hardware: 1a1g
Date: Dec. 07, 2007
Problems Resolved:
· Vista can not delete folders that are not empty
· Implement Power management
· DCC：Implement multi-language
· Fix：Download settings disappear when powerchord is unplugged and then replugged even if unit is off
· Implemnet the PNPX/LLTD driver for vista and change the icon for DNS-313
· Fix iTunes doesn't support multi-encode type characters at the same time (have tested with simplified Chinese/ Traditional Chinese/utf-8/scandinavian)
Firmware:1.01b05
Hardware: 1a1g
Date: Nov. 20, 2007
Problems Resolved:
· ftp server :add North European and Western European support
· fixed the timezone error issue
· DCC:Implement the new artwork file
· Enalbe fan high speed and modify the fan spedd switch mode to avoid system crash
High speed mode = Low speed run 3s first,then High speed 

Low speed mode = Low speed directly
· Add the function: refresh the database(iTune and Media server)automatically.
When you add/del/modify the file,the database(iTune and Media server) will be updated automatically
Firmware:1.01b04
Hardware: 1a1g
Date: Nov. 12, 2007
Problems Resolved:
· Memeo AutoBackup can backup to the device
· if it is the old board, we will prevent fan high speed
· dcc implement the new flow
Firmware:1.01b03
Hardware: 1a1g
Date: Oct. 29, 2007
Problems Resolved:
· add scan disk function
Firmware:1.01b02
Hardware: 1a1g
Date: Oct. 12, 2007
Problems Resolved:
· Add disk Recovery - Able to recovery the HDD for the system re-install. .(must update the bootloader)
   press the reset button when poweron the device until the hdd led is red
· Firmware upgrade - Able to upgrade F/W and loader together, users just upload the code once to upgrade the f/w and loader
· FTP server - Add codepage selection----add Russian support
· Easy Search - Downsize the code size
· DCC can work with Windows 2000
· specify/name the partitions
Firmware:1.01b01
Hardware: 1a1g
Date: Sep. 30, 2007
Problems Resolved:
· add repair the system automatically when have some error
· add format the harddisk function
· change the support uri to http://www.dlinktw.com.tw/support/
· dcc:change spain to Spanish
Firmware:1.00b18
Hardware: 1a1g
Date: Sep. 18, 2007
Problems Resolved:
· First release.
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Sheet1

				Flow Num		ID		Priority		Flow Desc		Subject		Originator		R&D		Created		Test Plan Number

		10		BTD2007105404		140		3:Message Error		Investigating		[wizard->select LAN connection Type]the IP address,gateway,DNS all can set number up to 255,the message said only can set up to 254		Angelo Chen		Fengyun Zhou		10/30/07 13:16

		11		BTD2007105405		141		3:Message Error		Investigating		[LAN setup]IP address,subnet mask, gateway,DNS IP all can set number uo to 255,but the message said only can set up to 254		Angelo Chen		Fengyun Zhou		10/30/07 13:19

		21		BTD2008070685		341		2:Function Fail		Sending to RD Leader vs Eng		it can accept float number in MTU text box,but it should not!		Angelo Chen				7/21/08 16:49

		61		BTD2008070198		321		2:Function Fail		Investigating		[LAN-->MTU]we can input letters in MTU text box,but it should not		Angelo Chen		Elton Ye		7/8/08 9:32

		7		BTD2007105310		125		2:Function Fail		Investigating		[Time and date]NTP server select time error		Angelo Chen		Nelson Zhang		10/26/07 16:01

		68		BTD2008080281		357		3:Message Error		Investigating		If Device Description include chinese characters,the Status Information show abnormity.		Connie Wu		Elton Ye		8/5/08 19:32

		14		BTD2008070589		333		2:Function Fail		Sending to RD Leader vs Eng		It can not save changed MTU successfully when you set device as DHCP client.		Angelo Chen				7/17/08 14:01

		30		BTD2008080162		353		2:Function Fail		Sending to RD Leader vs Eng		When MTU set 60 in LAN ,it will make network disconnect.		Angelo Chen				8/4/08 10:56

		64		BTD2008070227		325		3:Message Error		Investigating		it lack MTU help information in HELP->LAN		Angelo Chen		Nelson Zhang		7/8/08 16:45

		32		BTD2008080254		355		3:Message Error		Sending to RD Leader vs Eng		It lack Previous Starting IP Address and Previous Ending IP Address information in Help->DHCP server		Angelo Chen				8/5/08 15:44

		42		BTD2008101434		371		3:Message Error		Sending to RD Leader vs Eng		[Help]SETUP->Wizard,the "Reatart" should change to "Finish".		Connie Wu				10/24/08 16:19

		5		BTD2007090585		71		4:Suggestion		Investigating		[iTunes Server] It is better to give tip message that which characters can not as a password		Angelo Chen		Nelson Zhang		9/29/07 16:23

		21		BTD2008020683		209		2:Function Fail		Investigating		the DNS-313 device time do not change after using wizard change time zone		Carol Hu		Nelson Zhang		2/26/08 15:13

		28		BTD2008071110		351		2:Function Fail		Sending to RD Leader vs Eng		[Network Access list]When modify access list setting,if the share folder name is enough long,after click the Apply button,the web page show"The page cannot be displayed",but we can see it has been modified successfully after re-login web page.		Connie Wu				7/31/08 16:22

		71		BTD2008101072		360		2:Function Fail		Investigating		if there are created folder name which are include more than 1 space,it can not create its subfolder by browse button in web page		Angelo Chen		Elton Ye		10/20/08 9:53

		18		BTD2008070611		337		2:Function Fail		Sending to RD Leader vs Eng		The empty group information don't disappear in ftp access list after we delete the empty group in Groups/Users		Angelo Chen				7/17/08 19:38

		27		BTD2008071100		350		3:Message Error		Sending to RD Leader vs Eng		ftp access list will abnormity when we assign long folder as share path		Angelo Chen				7/31/08 14:16

		55		BTD2008041247		301		2:Function Fail		Investigating		give the group access permission,if you continual click add button,you will find it comes out more than 1 same group information in ftp access list		Angelo Chen		Fengyun Zhou		4/24/08 10:58

		59		BTD2008041736		313		2:Function Fail		Investigating		it can not back to last time's setting after we click don't save settings button in UPnP AV server		Angelo Chen		Fengyun Zhou		4/30/08 17:49

		1		BTD2008030287		234		2:Function Fail		Ready for New Version		some error about create folder to device		Angelo Chen		Stelly Su		3/12/08 16:33

		4		BTD2007090556		62		2:Function Fail		Investigating		[Time Zone]Daylight saving time is not correct. For example time zone +5:00.		Angelo Chen		Nelson Zhang		9/28/07 13:53

		38		BTD2008101260		367		2:Function Fail		Sending to RD Leader vs Eng		DHCP function error		Angelo Chen				10/22/08 10:05

		47		BTD2008110845		376		2:Function Fail		Sending to RD Leader vs Eng		Customer:Copy problems		Angelo Chen				11/17/08 9:41

		39		BTD2008040202		247		2:Function Fail		Investigating		if you continual click refresh button,the schedule list information will disappear in downloads		Angelo Chen		Fengyun Zhou		4/7/08 16:42

		57		BTD2008041313		306		2:Function Fail		Investigating		Dlink:config some settings and save the config file(CfgBackup),restore device to default settings,the load the Cfgbackup file,you will discover some settings disappeared.		Angelo Chen		Fengyun Zhou		4/24/08 16:22
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Sheet1

		No		Priority		Problem		LAB Member		Issue ver.		Date of Issue		current bug system status

		377		2:Function Fail		when use https to login in web page first time,it will say unavaliable certificate and said the certificate is avaliable only for 192.168.0.101		Angelo		v1.03b03		11/24/08		investigating

		381		2:Function Fail		it can not get correctly time include seconds by manually set time (https and http browse) and set time from my computer (https browse)		Angelo		v1.03b03		11/25/08		investigating

		382		2:Function Fail		when one user named aa,then create a group named aa,it can be create successfully,but when we create user name cc and group name cc,it will be blocked. what is reason??		Angelo		v1.03b03		11/25/08		Sending to RD Leader vs Eng

		383		3:Message Error		[Help->LAN] it should be "network adapter" not "network adaptor"		Angelo		v1.03b03		11/25/08		Sending to RD Leader vs Eng

		384		2:Function Fail		It can login web page only with 8 characters when change admin password characters more than 8 in Wizard		connie		v1.03b03		11/25/08		investigating

		385		2:Function Fail		[Network Access]One user belong to group(which has only one user) and has network access permission ,then delete the other user's or group's share folder in access list,you will found the modify webpage show incorrect massage		connie		v1.03b03		11/25/08		Sending to RD Leader vs Eng

		386		1.Fatal Error		when set MTU is small such as 70,we can not access device such as web page		Angelo		v1.03b03		11/26/08		Sending to RD Leader vs Eng

		388		2:Function Fail		[E-mail Alerts]If we change admin password more than 8 characters in Wizard,we can not receive the E-mail Alerts.		connie		v1.03b03		11/26/08		Sending to RD Leader vs Eng

		389		1.Fatal Error		it accept a named ramdisk_init which is in DCC files upload successfully and that can cause system fail and can not access if we restart		Angelo		v1.03b03		11/26/08		investigating

		390		2:Function Fail		when HDD full, it will always send email if you don't cancel the option for email alert		Angelo		v1.03b03		11/26/08		Sending to RD Leader vs Eng

		393		2:Function Fail		[E-mail Alerts]After change the admin password we continuously press the Save setting button,we will receive tow or more e-mail alerts(Send e-mail alerts in same time ).		connie		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		395		4:Suggestion		[DDNS] suggest remove timeout function . fixed on 576 hours		Carol Hu		v1.03b03		11/27/08		investigating

		398		2:Function Fail		Sometimes,Use DCC install system,after finish operation,we will find The MTU show (null) information		Angelo		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		400		2:Function Fail		[XBOX360] did not support XBOX360		Carol Hu		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		401		2:Function Fail		[Fireware]We can not upgrade the firmware by IE7,it will show web page error message.		connie		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		402		2:Function Fail		when download chinese folder from ftp server and click test button,it will test failed.		Angelo		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		403		2:Function Fail		[Download] when click edit button of tasks encountered error symptom in downloads		Angelo		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		404		2:Function Fail		some error when we create same folder name by clicking browse button		Angelo		v1.03b03		11/27/08		Sending to RD Leader vs Eng

		406		2:Function Fail		We can not Format Disk successfully by IE7,it will show web page error message		connie		v1.03b03		11/28/08		Sending to RD Leader vs Eng
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Bugs fixed from Dlink:


1. Transport folder with Russia name into NAS by samba, then you can see the folder name is abnormality visa flashfxp or using ftp command in DOS(only DOS, now Germany also encountered error in DOS).

2. Using flashfxp software or ftp command in DOS to transport file with Russia name into Volume_1 folder, you can see the file name will become Abnormality by samba.(only DOS, now Germany also encountered error in DOS).

3.FTP server allow group without any user can access ftp encountered some error.    


4. Filled correct username and password, email can not be sent successfully.       


5. Schedule download/Schedule list,When click the edit button, it always shows the status of selected incremental backup if you do not have selected the incremental backup.          

6.@ / Dot / Hyphen not accepted in E-Mail’s Username 

7.use DCC install system,when arrive the format data page. the message said that all data will be erased.but only at the first time install system ,the data will be erased. please change the information to avoid make user confused 

8. When you go through the Click'n Connect software the device is assigned a DHCP Address 10.1.1.2 which works fine, though when you detect the DNS-313 via the D-Link Easy Search Utility it will find the device though when you select it and change the "Receive DHCP" to Disable and change the last octet from 2 to 32 then click on the Apply button the device is no longer detectable via the D-Link Easy Search Utility. Tested on Windows Vista Business. Though access through 10.1.1.32 via Web Browser is successful. Close the application down and restart it has no change either, cause of the IP change. (NOTE: Need to delete drive, before changing IP Address then remap the drive again.)

9. While in the Web GUI (http://10.1.1.32/web/home/wizard3.asp?id=1088089) Internet Explorer 7 does not display the page correctly, it is cropped on the right hand side and the bottom. Although Firefox displays this correctly and Firefox allows you to alter the windows size as well where as IE7 locks the window size to a particular measurement.

10. When you apply a Static IP Address to the DNS-313 by the D-Link Easy Search application (10.1.1.32) then go to into the GUI and click on Run Wizard then change the setting to DHCP and change the Host Name from 313_nas to 313 and apply the settings the http://10.1.1.21/web/home/wizard_loading.asp page just stays on the page which "Loading...." on the page, it does not obtain an IP Address from the connected DSL-G604T, it tries to constantly refresh the page.


Bugs will be fixed in 1.01.b15 from Dlink:


1. FTP access list show error information when you assign folder named simplified Chinese or traditional Chinese and then click modify setting button.

2．NTP server / Daylight saving  time /timezone  issue 

3. Network Access,Appear error message on Chinese folder.
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4.If you add the user pelle to have read and write in folder "pelle".


 SHAPE  \* MERGEFORMAT 




The go and add the user pelle to group "tac"


 SHAPE  \* MERGEFORMAT 




Go back to "Network access" and all the settings for this user is gone!!


 SHAPE  \* MERGEFORMAT 




Bugs pending from Dlink:


1．Power management

2．Appear error information

Appear error information and can not map the drive.                     
[image: image5]

[Alpha]Since EZ-Search use device name to map the net drive , If user connect DNS-313 directly(DNS-313  don not connected in LAN) and use EZ-SEARCH change the device ip address, windows need try to find the device through NetBIOS Name Service.It will be a long period. Sometime windows cannot get the right result. EZ-Search will fail to map drive then it will use account and passward to try again.


3.LLTD:

1)LLTD driver do not support 64-bit vista.            
2)If there are 2 devices in the LAN at same time, it only can show one device            content.


4.Network access list ,Configure Chinese name's folder as the access path, there is something wrong with file name by using smaba to see it

5.Time And Date


[image: image6]

6. "Please wait a moment while the device is now restarted." should be: "Please wait a moment while the device is restarting." 


[image: image7]

[Alpha]This message is a part of picture. Need the new picture provided by Dlink.


Bugs fixed from Alpha:


1.change device IP address  manually when receive DHCP disable visa easy search,After changed IP,easy search can not find device.

2. if you configure static IP by easy seach,it will unvaliable after you restart device.
The IP will go back to orgin IP before configure whatever you in DHCP server  or none DHCP server environment. 

3. From v1.00b18/v1.01b06 can not directly  upgrade to v1.01b13,it can not be successful.
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Sheet1

				Flow Num		ID		Priority		Flow Desc		Subject		Originator		R&D		Created

		1		BTD2007080622		1		2:Function Fail		Investigating		Schedule downloads type "Folder" fail.		Angelo Chen		Howie_Lin		8/23/07 17:48

		7		BTD2007080671		7		2:Function Fail		Investigating		FTP access list error.		Angelo Chen		Howie_Lin		8/25/07 10:47

		75		BTD2007090590		75		3:Message Error		Investigating		[E-mail Alerts]Save the anonymous settings then you click the account in the login method, you can see the admin information but it should be blank.		Angelo Chen		Howie_Lin		9/29/07 16:41

		140		BTD2007105404		140		3:Message Error		Investigating		[wizard->select LAN connection Type]the IP address,gateway,DNS all can set number up to 255,the message said only can set up to 254		Angelo Chen		Fengyun Zhou		10/30/07 13:16

		141		BTD2007105405		141		3:Message Error		Investigating		[LAN setup]IP address,subnet mask, gateway,DNS IP all can set number uo to 255,but the message said only can set up to 254		Angelo Chen		Fengyun Zhou		10/30/07 13:19

		159		BTD2007120639		159		3:Message Error		Investigating		[network access]network access list show error information		Angelo Chen		Fengyun Zhou		12/12/07 19:45

		162		BTD2007120785		162		2:Function Fail		Investigating		[Don't save settings]click the button ,all setting can not be back to last time setting		Angelo Chen		Howie_Lin		12/14/07 15:13

		167		BTD2007120859		167		4:Suggestion		Investigating		suggestion about the UPnP AV server and Itunes server		Angelo Chen		Fengyun Zhou		12/17/07 14:45

		186		BTD2008011080		186		2:Function Fail		Investigating		[Downloads]shedule list error when long name'sfolder as the path		Angelo Chen		Fengyun Zhou		1/29/08 20:11

		190		BTD2008011242		190		2:Function Fail		Investigating		[easy search]easy search lack priciseness in setting.		Angelo Chen		Wind Zhou		1/31/08 16:17

		212		BTD2008020696		212		2:Function Fail		Investigating		Recurring backup mailfunction		Carol Hu		Fengyun Zhou		2/26/08 17:03

		213		BTD2008020697		213		2:Function Fail		Investigating		Schedule downloads type 'Folder' fail in HTTP download.		Carol Hu		Fengyun Zhou		2/26/08 17:24

		218		BTD2008030180		218		2:Function Fail		Investigating		it can not create root,nobody account in user/group		Angelo Chen		Space Deng		3/10/08 11:31

		219		BTD2008030181		219		3:Message Error		Sending to RD Leader vs Eng		it lack client language help information in HELP		Angelo Chen				3/10/08 11:44

		225		BTD2008030214		225		3:Message Error		Sending to RD Leader vs Eng		when we fill URL format just like http://172.18.209.123/aa/ and click test button in downloads,it will pop up anerror message		Angelo Chen				3/11/08 10:31

		228		BTD2008030248		228		2:Function Fail		Sending to RD Leader vs Eng		ftp with account can not be download successfull in Downloads		Angelo Chen				3/12/08 9:40

		229		BTD2008030254		229		3:Message Error		Sending to RD Leader vs Eng		when you select recurring backup and not select incremental backup,then save settings.click edit button,you will discover the incremental backup option is selected,click refresh button,you will find recurring backup time is changed		Angelo Chen				3/12/08 10:41

		231		BTD2008030267		231		2:Function Fail		Sending to RD Leader vs Eng		filled correct username and password,email can not be sent successfully.		Angelo Chen				3/12/08 14:02

		232		BTD2008030270		232		3:Message Error		Sending to RD Leader vs Eng		After format successful,we can see UPnP AV server's share path became blank,but other server is exists.		Angelo Chen				3/12/08 14:39

		233		BTD2008030278		233		2:Function Fail		Sending to RD Leader vs Eng		easy search can set IP address 0.0.0.0,but it should not.		Angelo Chen				3/12/08 16:20

		239		BTD2008030455		239		2:Function Fail		Sending to RD Leader vs Eng		UPnP driver do not support 64-bit vista.		Angelo Chen				3/17/08 16:04

		242		BTD2008030506		242		2:Function Fail		Sending to RD Leader vs Eng		FTP server allow group without any user can access ftp encountered some error.		Angelo Chen				3/19/08 13:49
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		id		Category		Test Items		D-Link Test Result		Status		Due Date		Remarks

		17		Advance		User and Group Creation/Group		FAIL		Fixed in 1.01b11		39,514		It can set begin with 0 and 9 as the username/groupname, but it must begin a letter.

		18		Advance		User and Group Creation/User		FAIL		Fixed in 1.01b11		39,514		1. We can create less than 15 characters as password when create user, but when we try to change the password, it only allow user set less than 8 characters as the password.

														2. It can set begin with 0 and 9 as the username/groupname, but it must begin a letter.

		50		Compatibility		Different Hard Disk test		FAIL		Need WD 80GB HDD sample for testing				DNS-313 Hard Disk Compatibility list

														Model		Interface		Drive Size in GB		Test Results

														Hitachi

														HDS721010KLA330		SATA 3.0 Gb/s		1 TB		Pass

														HDS721680PLA380		SATA 3.0 Gb/s		80GB		Pass

														HDT725050VLA360		SATA 3.0 Gb/s		500 GB		Pass

														HDT725032VLA360		SATA 3.0 Gb/s		320 GB		Pass

														HDT725040VLA360		SATA2		400G		Pass

														HDS722512VLSA80		SATA		120G		Pass

														Maxtor

														6V160E0		SATA 3.0 Gb/s		160 GB		Pass

														7H500F0		SATA 3.0 Gb/s		500 GB		Pass

														STM3320620AS		SATA 3.0 Gb/s		320 GB		Pass

														STM3250820AS		SATA 3.0 Gb/s		250 GB		Pass

														Seagate

														ST3400832AS		SATA 1.5 Gbits/s		400 GB		Pass

														ST3808110AS		SATA 3.0 Gb/s		80 GB		Pass

														ST3750640AS		SATA 3.0 Gb/s		750GB		Pass

														ST3160827AS		SATA 1.5 Gbits/s		160GB		Pass

														ST3160812AS		SATA 3.0 Gb/s		160GB		Pass

														ST3808117AS		SATA 1.5 Gbits/s		80GB		Pass

														ST3500630SV		SATA 3.0 Gb/s		500 GB		Pass

														ST3160815AS		SATA2		160G		Pass

														ST3810815AS		SATA2		80G		Pass

														ST3250820SCE		SATA2		250G		Pass

														ST3500630AS		SATA2		500G		Pass

														ST3250410AS		SATA2		250G		Pass

														ST3320620AS		SATA2		320G		Pass

														Western Digital

														WD2500JS		SATA 3.0 Gb/s		250 GB		Pass

														WD1600JS		SATA 3.0 Gb/s		160 GB		Pass

														WD1600AAJS-22PSA0		SATA 3.0 Gb/s		160GB		Pass

														WD5000AAKS		SATA 3.0 Gb/s		500 GB		Pass

														WD5000YS		SATA 3.0 Gb/s		500 GB		Pass

														WD3200AAJS		SATA 3.0 Gb/s		320 GB		Pass

														WD2500AAJS		SATA 3.0 Gb/s		250 GB		Pass

														WD2500AAKS		SATA 3.0 Gb/s		250 GB		Pass

														WD800BD-22LRA0		SATA 3.0 Gb/s		80GB		Fail

														WD2500YS		SATA 3.0 Gb/s		250 GB		Pass

														WD2500KS		SATA2		250GB		Pass

														WD800JD		SATA		80G		Pass

		19		DHCP Server		DHCP client list		FAIL		can not duplicate		39,514		DHCP client list error.

														After restore to default, DHCP client list will still list the DHCP client information.

		20		DHCP Server		DHCP Server		FAIL		Fixed in 1.01b11		39,514		DHCP Client Obtain IP conflict. Lack of smart error check.

														If DNS-313's IP is belong to DHCP IP pool, DNS-313 will also assign itself IP to the other client device.

		21		Dynamic DNS		DDNS setting		FAIL		Fixed in 1.01b11		39,514		1.DDNS IP update fail.

														2.Device can not updated correct IP to Dynamic DNS server.

		22		Dynamic DNS		Don't Save Settings		FAIL		Fixed in 1.01b11		39,514		Click the button, all setting can not be back to last time setting.

		23		E-mail Alerts		E-mail alert settings/Anonymous		FAIL		Fixed in 1.01b11		39,514		Save the anonymous settings then you click the account in the login method, you can see the admin information but it should be blank.

		24		Format Disk		Format Disk function		FAIL		Fixed in 1.01b11		39,514		After setup 'Network Access', 'FTP Access list' or 'UPnP AV server', if user format the disk by Web UI's format button, it will be fail.

														Only after reboot by first format operation, then do the format procedure again, the disk will be formated success.

		25		FTP Server		FTP access list		FAIL		will not fix it		39,514		1.FTP access list error.

														2.Can not set multiple folder to one user, it only allow one user access one folder in FTP.

		26		FTP Server		FTP Server Settings		FAIL		will not fix it		39,514		1.Transport folder with Russia name into NAS by samba, then you can see the folder name is abnormality visa flashfxp or using ftp command in DOS(only DOS,now Germany also encountered error in DOS).

														2.Using flashfxp software or ftp command in DOS to transport file with Russia name into Volume_1 folder, you can see the file name will become Abnormalit by samba.(only DOS, now Germany also encountered error in DOS).

		27		Help		Setup/LAN setup		FAIL		Fixed in 1.01b11		39,514		It lack LLTD information in help->LAN setup and wizard.

		29		iTunes Server		iTunes Server Settings		FAIL		Fixed in 1.01b11		39,514		Sometimes device can not auto refresh automatically and immediately

		28		LAN Setup		Static IP		FAIL		Fixed in 1.01b11		39,514		The web message error if you fill the B class IP address: 10.0.0.255(all fourth setting of IP can set 255 and 0 )

		49		Maintence		Power management		FAIL				39,514		No function.

		30		Network Access		Network access list		FAIL		Fixed in 1.01b11		39,514		1.Network access list show error information.

														2.Network access list error message about one group only has one user.

														3.Network access web abnormity after asign a long folder name as the path.

														4.Web will crash when delete the network access informaion in one device.

		31		Network Access		Save Settings		FAIL		Fixed in 1.01b11		39,514		Save settings button function error in network access.

														Continuely click the 'Save settings' button after setup a network access, it will appear many network access in the list.

		32		New finction		Change the support URL to http://www.dlinktw.com.tw/support/		FAIL		Fixed in 1.01b11		39,514		It should not linking to http://www.dlinktw.com.tw/support/ in all country, it must be linking to local support page.

		33		Other test		Format		FAIL		Fixed in 1.01b11		39,514		After format hard disk(without reboot), DNS-313 can not shut down by Web UI.

				Other test		Others		FAIL						1.Have a experience of press the power button, the system do not start only the FAN start.
   --> Need more time to dupliacte it

														2.Have a experience of load login web page fail after restore factory default.
   --> Need more time to duplicate it

														3.Function fail investigating can create folder named '<<>>' from the FTP client, but it should not be successful. --> Already fixed.

														5.Restore to default failed about FTP access list. 
   --> Need More information

														6.Save style is different between default path and set manually path (not root) in itunes and UPnP AV. 
   --> Please advise if we should fix it.

		34		Power Management		Don't Save Settings		FAIL		Fixed in 1.01b11		39,514		Click the button, all setting can not be back to last time setting.

		35		Power Management		Power Management settings		FAIL		Fixed in 1.01b11		39,514		Turn off hard drive option lack after 5 minutes option.

		36		Run Wizard		Choose Time Zone		FAIL		Fixed in 1.01b11		39,514		The time zone selection is not accord between 'Runwizard/choose time zone' and 'Time and date/Time Zone settings'.

		37		Scan disk		Scan disk		FAIL		Fixed in 1.01b11		39,514		Scan disk function error.

														Can not complete scan and repair the disk  when it has mistake.

		38		Schedule download		Schedule settings		FAIL		Fixed in 1.01b11		39,514		The path of URL does not support Chinese folder.

		39		Schedule downloads		Schedule list		FAIL		Fixed in 1.01b11		39,514		1.When click the edit button, it can not show the status of selected incremental backup if you have selected the incremental backup.

														2.It can set date at 2/31/08 and 04/31/08 in when option, but actually these date is not exists.

														3.Shedule list error when long name's folder as the path.

														4.When the device restore to default from web page, the created item in schedule list is not disappear.

														5.There is no relational information(speed and % except 100%) shown when file is downloading in status.

		40		Schedule downloads		Scheduling setting/Recurring Backup		FAIL		Fixed in 1.01b11		39,514		Recurring backup error about the Time.

		41		Schedule downloads		Scheduling setting/Type		FAIL		Fixed in 1.01b11		39,514		Schedule downloads type 'Folder' fail in HTTP download.

		42		Schedule downloads		Scheduling setting/URL		FAIL		Fixed in 1.01b11		39,514		The folder's length is at most 220 characters, but the save to only allow at most 120 characters, they do not match each other.

		43		Set LAN Connection Type		Set LAN Connection Type/Static IP		FAIL		Fixed in 1.01b11		39,514		The IP address, gateway, DNS all can set number up to 255, the message said only can set up to 254.

		44		Status		Device Info		FAIL		Fixed in 1.01b11		39,514		Lan information lack DNS1 and DNS2 information.

		45		Time And Date		NTP server		FAIL		Fixed in 1.01b11		39,514		1. NTP server select time error.

														2.Daylight saving time is not correct. For example time zone +5:00.

		46		Time And Date		Time and date information		FAIL		Fixed in 1.01b11		39,514		The message information is not match with the spec.

														Spec: Set the system time and date by synching with NTP, synching with your computer, or manually entering it.

														DNS-313: Set the system time by synching with NTP, synching with your computer, or manually entering it.

		47		Time And Date		Time Zone settings		FAIL		Fixed in 1.01b11		39,514		Daylight saving time is not correct. For example time zone +5:00.

		48		UPnP AV Server		UPnP AV Server settings		FAIL		Fixed in 1.01b11		39,514		1.Sometimes device can not auto refresh automatically and immediately.

														2.The progress bar do not show correct information.



It should not linking to http://www.dlinktw.com.tw/support/ in all country, it must be linking to local support page.
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		id		Category		Test Items		D-Link Test Result		Status		Due Date		Remarks

		52				FTP and Samba creat folder issue. (create/del/rename file issue)				Fixed in 1.01b11		39,514		1. When using FTP transfer files, sometimes can't creat folders or can't delete it after create a new folder.
2. The same situation when using Samba login.

		50		Compatibility		Samsung HD753LJ SATA2 did not spin up								Need Samsung HDD sample

		51		DCC		Installation process is buggy				can not duplicate		39,514		1. DCC hangs while trying to detect the unit
2. DCC hangs after formatting the drive and letter has been assigned to the unit and the DCC is supposed to restart the unit but it hangs 'crashes'

				PnP-X Driver		Vista requires driver when icon in network environment is double clicked				we can not get the DDK for build the driver				1.  The icon shows the DNS-313 icon correctly in the Network Map in Vista.  However, it shows the DNS-323's icon in the Network.    
2.  We have both DNS-313 and DNS-323 in the network with PnP-X driver installed.  When we right click and "Open" the DNS-323, it will go to DNS-313's folder.  
3. The manufacturer's link shows http://www.redsonic.com

		49		Maintence		Power Management does not work.				Fixed in 1.01b11		39,514

		53				Streaming over UPnP - sometimes the audio/video streams stops for 5-10 seconds.				can no duplicate(Play the video over 2 nights)		39,514

		52				Sometimes the user can not delete the files or folders on the DNS-313				Fixed in 1.01b11		39,514

		52				Creating folders don't work even if you have read/write to the root (some folders can be created but some not).				Fixed in 1.01b11		39,514

		52				Sometimes the user can not copy/move files or folders from the DNS-313 to his computer and sometimes the DNS-313 loses connection				Fixed in 1.01b11		39,514

						The device stores the kernel and the system image on the attached HDD - if the DNS-313 device fail, the customer can not access his files in the new/replacement DNS-313								H/W limitation

				Performance		The device is very slow (the IT magazine CHIP compared the DNS-313, Freecom network drive and WD Myworld - the slowest is the DNS-313....)								See Performance test sheet

		50		Compatibility		Bad HDD Compatibility (for example WD 250GB that is on our list of compatible HDD's  but doesn’t work, several complaints)								Please provide the HDD models that have compatibility issue

						E-Mail Alerts does not work correct								Need more information

				DCC		Installation process (without windows you can not install the device)								H/W limitation

				GPL		GPL package (lots of Linux gurus live in Hungary, and they want to develop lots of things for the DNS-313)								Some code (ex. uPnP) was developed by Alpha, not based on GPL. So we don't need to provide the code.

				BT		All our competitors support Bit Torrent – Need to know WHEN this is on the DNS-313								Need D-Link to provide BT Licensed code

				Performance		• Slow over USB port (3 mbps)
• Slow over fast Ethernet (3 mbps) and slow over gigabit Ethernet (3 mbps)
• slow over ftp (2 mbps)
• Low Performance GB LAN								See Performance test sheet

				GPL		Its old (3 year old packages)								Need more information

				GPL		Some package contains scripts from freecom..... ???								Need more information

				GPL		It’s not full - lots of packages missing (example upnp)								UPnP code was developed by Alpha, not based on GPL. So we don't need to provide the code.

				General Problem		The firmware upgrade process is terrible: upgrading from factory 1.00 to firmware 1.01b5 or 1.01b6 - kills the device.								Did customer upgrade F/W with system.tgz file?

				General Problem		All the maths algorithms are software emulated (instead of using the match proc. inside the device) - this info is from the GPL								Need more information





Performance Test

		Test Environment

		NAS Test

		Samba Test

						Objective		To check the DUT'S samba throughput via tool "intersil PRISM Benchmark Pro (v1.7)"

						Duration

						100M

						Result:

						File Size				Action		Through(Mbps)

						10MB		10MB		Push

										Pull

						10MB				Push		51.43

										Pull		71.51

						30MB				Push		49.5

										Pull		65.48

						50MB				Push		48.54

										Pull		68.23

						100MB				Push		48.73

										Pull		68.89

						500MB				Push		48.14

										Pull		69.56

						1024MB				Push		47.77

										Pull		69.63

						2048MB				Push		47.9

										Pull		66.27

						1000M

						Result:

						File Size				Action		Through(Mbps)

						10MB		10MB		Push

										Pull

						10MB				Push		67.22

										Pull		202.14

						30MB				Push		65.86

										Pull		118.65

						50MB				Push		65.11

										Pull		133.62

						100MB				Push		60.15

										Pull		140.82

						500MB				Push		66.19

										Pull		141.61

						1024MB				Push		64.27

										Pull		144.67

						2048MB				Push		64.25

										Pull		142.53

		Iometer Test

						100M/1000M

						Objective		To check the DUT Via tool Iometer (2004.7.30)

						Duration		(transfer request size 6 M 500K) Read  100 %  /  Write 100 %

						100M

						Result:

						Item		Read 100%		Write 100%

						MBs per second		8.61		9.58

						1000M

						Result:

						Item		Read 100%		Write 100%

						MBs per second		21.06		12.5

		DAS Test

		Samba Test

						Objective		To check the DUT'S samba throughput via tool "intersil PRISM Benchmark Pro (v1.7)"

						Duration

						Result:

						File Size				Action		Through(Mbps)

						10MB		10MB		Push

										Pull

						10MB				Push		783.98

										Pull		3994.58

						30MB				Push		236.08

										Pull		1118.48

						50MB				Push		173.32

										Pull		753.02

						100MB				Push		170.22

										Pull		684.23

						500MB				Push		160.88

										Pull		577.11

						1024MB				Push		165.92

										Pull		178.63

						2048MB				Push		165.42

										Pull		182.15

		Iometer Test

						Objective		To check the DUT Via tool Iometer (2004.7.30)

						Duration		(transfer request size 6 M 500K) Read  100 %  /  Write 100 %

						Result:

						Item		Read 100%		Write 100%

						MBs per second		21.2		20.11
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