DP-G321 Firmware Release Note  

Firmware: v2.10 Build 6

Hardware: A1/A2/B1/C1
Date: 14th Apr, 2006

Enhancements:
1. This version adds E-mail Printing Feature.
Firmware: v2.10 Build 5

Hardware: A1/A2/B1/C1
Date: 29th Mar, 2006

Enhancements:
   1. Supports HP Business 1000 Printer

Firmware: v2.10 Build 4
Hardware: A1/A2/B1/C1
Date: 10th Mar, 2006

Problems Resolved:

1. Fixed didn’t district user key in more than 13 characters for print server port
 name , since it would fail when add printer under Windows OS. 
   
2. Fixed didn’t district user key in special character “%” on port name, since it 

would fail when add printer, under Windows OS. 

   
3. Fixed didn’t district user key in more 12 characters for MAC 12 HEX 
   
4. Fixed didn’t district user key in invalid MAC HEX characters.

   
5. Fixed didn’t use printer for a while, print server show printer offline, unless

reboot print server or printer.

   
6. Fixed put print server on Public IP, it crashes sometimes. 

   
7. Remove Web GUI 'Printing Access' item.

   

Enhancements:
   1. Supports HP Business 1000 Printer

Firmware: v2.10 Build 2
Hardware: A1/A2/B1/C1
Date: 25th Nov, 2005
Enhancements:

1. Support GDI printers -- HP LaserJet 1010, 1022, 1160
                                          Color LaserJet 2600n, 3500, 3550
                                         Samsung ML-1520
                                          Fuji Xerox Phaser 3121
                                          Epson TM-T88III
2. Fixed GDI Printer Printing Bug under DHCP IP Mode3. Support WCN FAT12 and Fixed WCN No Configuration File Saved problem
Firmware: v2.10 Build 1
Hardware: A1/A2/B1

Date: 1st Nov, 2005
Enhancements:
This F/W supports the following GDI printer --
1. HP Laserjet 1000, 1010, 1020, 1022 and 1160
   HP Color Laserjet 2600n, 3500 and 3550
2. Samsung ML-1520
3. Fuji Xerox Phaser 3121

Firmware: v2.00 Build 2

Hardware: A1/A2/B1/C1
Date: 27 June, 2005
Problems Resolved:

1. Fixed using UPnP IP Add Printer Problem
2. Fixed WCN device configure file name problem
3. Server Name characters :  
'0' - '9'
'A' - 'Z'
'a' - 'z'
'-'
other special characters are not allowed.
Firmware: v2.00

Hardware: A1/A2/B1/C1
Date: May 31, 2005

Enhancements:
1. Add Internal Version HTML file -- http//ip_address/version.htm  --> Version Display : v2.00 Build 1 - 2005-05-26 

2. Support WCN 

3. Support WPA-PSK 64 HEX mode
4. Support MAC OS 10.3 IPP Printing
Firmware: v1.30

Hardware: A1/A2/B1
Date: Mar 22, 2005

Enhancements:

1. Support WPA PSK (Pre Share Key). Note: this feature can only work for HW B1  (w/ Ralink wireless card).

Firmware: v1.20

Hardware: A1/A2/B1
Date: Jan 31, 2005

Problems Resolved:

Fixed the second port (for IPP and Web Server) can not work under DHCP mode.
Firmware: v1.12
Hardware: A1/ A2/B1

Date: Dec 29, 2004
Problems Resolved:
Fix these items and follow the G321 with Ralink solution test report.

1. Wireless link Fail.

2. Ad-Hoc Mode Ping Test

3. UPnP icon will disappear

4. WEP Key not auto refresh when length change

5. WEP disable, Shared Key mode still can be select

6. IPP Printing

7. SSID can type in more 32 chars

8. HP DeskJet 3740 cannot print out Black Ink.

9. HP DeskJet 3740 is a very low price printer, it is full support on personal (local) using, not support on network printing, HP use printer driver to limit using on network printing. Attached DJ-3740.JPG is a setup on printer driver, if disable bi-directional option, then printer also cannot print out black ink (printer is connected at local PC).

10. Edit field need to limit input length and check value.

11. E-mail notification Fixed.

12. Default Gateway Restore
13.         Fixed the Link problem with DWL-2000AP+ (TI Solution).
Please refer to the appendix 1 for detail.

Firmware: v1.11

Hardware: B1
Date: Nov 16, 2004
Problems Resolved:

1. If LAN port is enabled and linked, detecting wireless link to an AP that is in the same LAN segment, the device will auto disable wireless, and wireless link status will be displayed as “Disable”. The version fixes the bug.

2. Fixed wireless link problem with AP of TI chip solution.
3. Fixed TCP/IP Subnet Mask Problem. If UPnP function is ON (Enable), DP-G321 may use an incorrect subnet mask and cause the           packet cannot across the router.
Enhancements:

1. Support RALINK chip solution wireless module (Mini PCI).
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