
DPH120 Release Note

· Version 01.00.13
Release Date: 2006/10/31

Firmware Filename: P160S-DLINK-010013-2006-10-31-1.azf
Description: Testing Version
New Features Added or Bugs Fixed:
1. Modified to fit IE 7.

2. Disabled default login “admin/admin”.

3. Improved the “only a short "tut" and then nothing anymore” voice issue.
· Version 01.00.12
Release Date: 2006/10/19

Firmware Filename: P160S-DLINK-010012-2006-10-18.azf
Description: Testing Version
New Features Added or Bugs Fixed:
[Case No.DEUR20061013000004]:Solve the incomplete first word , but need customer to verify

· Version 01.00.11
Release Date: 2006/09/26

Firmware Filename: P160S-DLINK-010011-2006-09-26.azf
Description: Testing Version
New Features Added or Bugs Fixed:
Don’t ask the password when pressing the 255*000
· Version 01.00.10
Release Date: 2006/08/10

Firmware Filename: P160S-DLINK-010010-2006-08-10.azf
Description: Testing Version
New Features Added or Bugs Fixed:
· HTML error
1)Non-stanrd font
2) Bad model name
3) Extra > at end of HTML files
· Version 01.00.09
Release Date: 2006/07/28

Firmware Filename: P160S-DLINK-010009-2006-07-28.azf

Description: Testing Version
New Features Added or Bugs Fixed:
· Modified to use the special symbol ( | ) in Authentication Name
· Version 01.00.07
Release Date: 2006/04/12

Firmware Filename: P160S-DLINK-010007-2006-04-12.azf

Description: Testing Version
New Features Added or Bugs Fixed:
· Added Notify (200OK) when a call is transferred successfully
· Version 01.00.06
Release Date: 2005/12/02

Firmware Filename: P160S-DLINK-010006-2005-12-02.azf

Description: Released Version

New Features Added or Bugs Fixed:
1. Missed call checking feature is added using 4-way arrow keys.

A. When a phone is in idle mode and missed call(s) occurs, press the left/right arrow key to see the first missed call.

B. Press the down/up arrow key to go to the next record if any.

2. SIP Settings are able to be set directly on phone.

Giving the ability to configure SIP information from the keypad on the phone

· SIP Server

· SIP Server Port

· Outbound Proxy

· Outbound Proxy Port

· Phone Number

· Authentication Username

· Authentication Password

This can be done by using the dial-pad to enter letters and numbers.

Example: Pressing 7 nine times gives: 7 P Q R S p qr s

---------------------------------------------------------------------------------------------------

· Version 01.00.05
Release Date: 2005/10/12

Firmware Filename: DPH120-010005-2005-10-12.azf
Description: DPH120 test version.

In order to verify "瞬短時間斷音" problem

New Feature and Bug Fixed:
1. ignore the CNG packet from the other side”

2. Add the level page to adjust gain level.
Login page is http://ip_address:9999/level.htm
· Version 01.00.05
Release Date: 2005/09/16

Firmware Filename: P160S-DLINK-010005-cisco.azf

Description: DPH120 test version. To check Cisco NAT problem

New Feature and Bug Fixed:
Ignore the Content-Length when receiving the SIP packet.

Description:

Because Cisco router uses incorrect Content-Length in SIP packet, but 

according to RFC3261,we must ignore this packet.

· Version 01.00.04
Release Date: 2005/09/13

Firmware Filename: P160S-DLINK-010004-2005-09-13-1.azf

New Feature and Bug Fixed:
User can disable the "pound key dial" function (under Phone Settings
page)to dial service code.
· Version 01.00.03
Release Date: 2005/09/02

Firmware Filename: P160S-DLINK-010003-2005-09-02.azf

New Feature and Bug Fixed:
1. encrypt the login ID and Password 

2. Add  MWI server port set and MWI Message Server Expire Time 
3. Close port 7 (echo).

Request description is 
“Need to close Port 25 (smtp), port 7 (echo), port 110 (pop3)”.

   But we only detect port 7

4.Enable MWI function to allow auto trigger voice mail when press <Message>button
5.Add “Register with Proxy” function in SIP Setting page. Default is Enable 
Request description is
"During the tests we clarify that our IP phones can't work
without registration. So, is it possible to do registration
as optional feature, and customer can set manual
enable/disable functions like at Cisco 7960. 
Because some of soft switches support only static work (without registration)." 

