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DAP-1350 Firmware Release Note

Firmware: v1.00 (build b09) WW
Hardware: A1
Date: 18, January , 2010
Firmware Version: ver1.00WWb09 

Firmware Date: Tue, 05 Jan 2010

KERNEL: 2.6.21, Build: 0028, Date: Thu, 31, Dec, 2009

Application: 2.0, Build: 0779, Date: Tue, 05, Jan, 2010

WLAN Version: 2.3.0.0, Build: 0014, Date: Mon, 28 Dec, 2009

CheckSum: 0x071F7FB5

Problems Resolved:

1. Fixed DUT doesn't support "user " account. The string below is incorrect in router mode.

2. fixed after doing WPS successfully, GUI still shows “Session Time-Out” message and there is no “Wireless Statue” button on the WPS Wizard page in Router mode.

3. fixed unable to cancel the WPS process in Router mode

4. fixed display incorrect upload message in the Firmware upgrade section when uploading a language pack on Firmware pages.
5. Fixed DUT doesn't support "user " account. The string below is incorrect in router mode.

6. Fixed the Wireless LED would be turned off when changing the wireless setting in Router and AP mode.

7. Fixed wrong string issue in WPS connection/Router mode.

8. Fixed fail to update the DHCP reservations list in Router mode.

9. Fixed before restarting DUT by hand, change network settings would not take effect.

10. Fixed The hyper link address below is incorrect at Firmware page in maintenance
11. fixed incorrect description on Firmware page in three modes
Enhancements:

1. 1st release
Firmware: v1.00 (build b06) WW
Hardware: A1
Date: 01, December, 2009

Firmware Version: ver1.00WWb06 

Firmware Date: Mon, 30 Nov 2009

KERNEL: 2.6.21, Build:  170, Date: Mon Nov 30 15:10:46 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.3.0.0, Build: 0009, Date: Wed, 25 Nov, 2009

CheckSum: 0x071FD654

Problems Resolved:

NA
Enhancements:

2. 1st release






D-Link Corporation confidential


