Project Name: DAP-1350

HW version: A1

Region/OEM code: WW
WLAN Domain: 0x13/ETSI
Channel List: 


2.4GHz: 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13

Firmware Query URL: 
http://wrpd.dlink.com.tw/router/firmware/query.asp?model=DAP-1350_Ax_WW
Flash size: 8MB

DRAM size: 32MB
=======================================================================

Firmware: v1.12WW Build: 04

Date: Aug, 19, 2011

Firmware Version: ver1.12WWb04 

Firmware Date: Fri, 19 Aug 2011

KERNEL: 2.6.21, Build: 0080, Date: Fri, 19, Aug, 2011

Application: 2.0, Build: 0995, Date: Tue, 9, Aug, 2011

WLAN Version: 2.3.0.0, Build: 0043, Date: Wed, 29 Jun, 2011

checksum: 0x07F1CCB9

Problems Resolved:
1. Fixed displaying incorrect network key on the Summary page by using Wireless Setup Wizard
2. Fixed when DUT set the cipher type to TKIP and AES, the 802.11n rate would be limited in 54Mbps
3. Fixed D-Link Consumer AP WPS-PBC didn't work
4. Fixed unable to save the schedule name which contained special characters on Wireless page
5. Fixed unable to display the schedule name which contained special characters on the schedule list
6. Fixed unable to add bookmark on IE9

7. Fixed GUI couldn't display PPTP, L2TP, usb3g information in time on Device Info page when users push the connect button
8. Fixed unable to save mac address without colon on Mac Address Filter page in AP and RT mode
9. Fixed WPS didn’t work in AP, STA and RT mode

10. Fixed Warning Messages do not translate to Tranditional Chinese when click on cancel button under Setup -> IPV6 -> IPV6 Internet Connection Setup Wizard.
11. Fixed Lack of description of Dynamic IP and Maximum Idle Time on Router mode under Help -> Setup Help -> Internet Settings -> PPPoE.
Enhancements:

Firmware: v1.12WW Build: 03

Date: May, 30, 2011

Firmware Version: ver1.12WWb03 

Firmware Date: Mon, 13 Jun 2011

KERNEL: 2.6.21, Build: 0076, Date: Tue, 17, May, 2011

Application: 2.0, Build: 0989, Date: Mon, 13, Jun, 2011

WLAN Version: 2.3.0.0, Build: 0042, Date: Fri, 1 Apr, 2011

checksum: 0x07F3B310

Problems Resolved:
1. fixed PPPoE/PPTP/L2TP didn't work when the Reconnect Mode was set to Manual
2. fixed Share Port didn’t work

3. fixed DWM-156A1 didn’t show the signal strength after it connected to ISP

Enhancements:

Firmware: v1.12WW Build: 02

Date: May, 30, 2011

Firmware Version: ver1.12WWb02 

Firmware Date: Mon, 30 May 2011

KERNEL: 2.6.21, Build: 0076, Date: Tue, 17, May, 2011

Application: 2.0, Build: 0988, Date: Fri, 27, May, 2011

WLAN Version: 2.3.0.0, Build: 0042, Date: Fri, 1 Apr, 2011

checksum: 0x07F4C5BC

Problems Resolved:
1. Support IPv6 spec 1.14R,without Auto detection.

2. Support manual disconnect in router mode

3. Fixed DWM-152/156 A1 and A3 reboot and reconnect issue

4. Fixed after doing WPS PBC in unconfigured mode, the Pre-Shared Key will be set to 64 Hex characters
Enhancements:

Firmware: v1.12WW Build: 01

Date: Feb, 15, 2011

Firmware Version: ver1.12WWb01 

Firmware Date: Tue, 15 Feb 2011

KERNEL: 2.6.21, Build: 0067, Date: Fri, 28, Jan, 2011

Application: 2.0, Build: 0956, Date: Wed, 9, Feb, 2011

WLAN Version: 2.3.0.0, Build: 0040, Date: Fri, 5 Nov, 2010

checksum: 0x0845F5DC

Problems Resolved:
1. Fixed DWM-156 A3 won’t reconnect to the Internet after DUT lost its connection in a few days and users set the Reconnect mode to “Always on”
2. Supported D-Link Consumer AP WPS-PBC Implementation Specification v1.00
3. Supported D-Link Router Firmware Version Query and Download Spec v1.09
4. Supported D-Link Consumer AP Setup Wizard Specification v1.02
5. Supported D-Link Consumer AP Web UI Specification V1.03
6. Fixed WCN in window 7 could not work

7. Modified the product description of WCN to “Wireless N Packet Router/AP”
8. fixed unable to save the clone mac address on Setup->Wireless page in AP client mode

9. fixed unable to save the reserved mac address on Setup->Network Settings and the wan mac address on Setup->Internet Settings

10. changed the year of copyright from 2009 to 2011
Enhancements:

Firmware: v1.11WW Build: 12

Date: Nov, 24, 2010

Firmware Version: ver1.11WWb12 

Firmware Date: Wed, 24 Nov 2010

KERNEL: 2.6.21, Build: 0065, Date: Thu, 23, Sep, 2010

Application: 2.0, Build: 0942, Date: Wed, 24, Nov, 2010

WLAN Version: 2.3.0.0, Build: 0040, Date: Fri, 5 Nov, 2010

checksum: 0x084476FF

Problems Resolved:
1. fixed when DUT's lan connection is dynamic ip and it didn't get any IP address from a dhcp server, it displayed the incorrect connection and IP address information on Status->Device Info page in AP mode

2. fixed unable to display Month(Oct, Nov, Dec) on Maintance -> Time page

3. fixed displayed incorrect SSID on Status -> Device Info page in RT mode

4. fixed NDS and NDSL were hard to connect to DUT

Enhancements:

Firmware: v1.11WW Build: 11

Date: Nov, 09, 2010

Firmware Version: ver1.11WWb11 

Firmware Date: Tue, 9 Nov 2010

KERNEL: 2.6.21, Build: 0065, Date: Thu, 23, Sep, 2010

Application: 2.0, Build: 0941, Date: Tue, 9, Nov, 2010

WLAN Version: 2.3.0.0, Build: 0040, Date: Fri, 5 Nov, 2010

checksum: 0x08450A91

Problems Resolved:

1. Support new Mac Address Filter GUI in AP and Router mode
2. removed the “Save Log” button on the Logs page in Router mode
3. removed the “Add Wireless Device With WPS” button on the Wireless Setting page in Router mode
4. support D-Link IPv6 Router spec 1.11, without IPv6 PPPoE and firewall
5. support D-Link IPv6 AP spec 1.01R
6. Supported 24-system and overnight setting on the Schedule page in AP and RT mode

Enhancements:

Firmware: v1.11WW Build: 10

Date: Aug, 24, 2010

Firmware Version: ver1.11WWb10 

Firmware Date: Tue, 24 Aug 2010

KERNEL: 2.6.21, Build: 0063, Date: Fri, 20, Aug, 2010

Application: 2.0, Build: 0914, Date: Mon, 22, Aug, 2010

WLAN Version: 2.3.0.0, Build: 0038, Date: Fri, 20 Aug, 2010
CheckSum: 0x0733ECD2
Problems Resolved:

1. Fixed unable to save WEP Key and WPA2 AES in AP client mode
2. Fixed when setting the wireless client to Auto (WPA or WPA2) AES in AP client mode, DUT was unable to connect a router

3. Fixed firmware upgrade failed in Router mode

4. Fixed when users set the reconnect mode to manual for WAN 3g, DWM-152 and DWM-156 could not connect to ISP successfully
5. Fixed missing Auto description on the Add Wireless Device with WPS wizard page -> 
Step 1: Select Configuration Method for Your Wireless Network page in Router mode
6. Fixed missing some description on the Wireless Network Setup Wizard -> Step 1: Welcome to the D-Link Wireless Security Setup Wizard page in Router mode
7. Fixed incorrect description of Wireless Security Password on the Wireless Network Setup Wizard -> Wireless Security Password page in Router mode
8. Fixed the maximum length of APN didn’t change to 32 characters on the Internet Connection Setup Wizard -> Usb3g page in Router mode

9. Fixed allowed users to enter an empty Dial Number on the Internet Connection Setup Wizard -> Usb3g page in Router mode

10. Fixed two extra minus symbols in the description of Pre-Shared Key on the Wireless Settings page in all modes
11. Fixed llmnr didn’t return the appropriate DUT’s IP address when users entered the device name on the browser

12. Fixed alerted incorrect message when End Time was early than Start Time on the Schedule page

13. Fixed unable to save the WEP key on the Wizard Setup page in AP client mode
14. Fixed missing summary title on the Wizard Summary page in AP mode
15. Fixed X-Box 360 was unable to connect DUT in WPA2-PSK/AES
16. Fixed NDS and NDSL were unable to connect DUT
17. Fixed the Administrator’s password could be entered non-ASCII characters
18. Fixed after changing the Administrator’s password, DUT did not reboot
19. Fixed unable to disable wireless in AP and Router mode
20. Fixed two words(the and local) were combined to one word(thelocal) on the System page in AP and AP client mode 

21. Fixed missing the description of Restore To Factory Default Settings on the Help -> Maintenance -> System page in AP and AP client mode 

22. Removed to add default IP address to DUT when DUT was static ip 

23. Removed Syslog function in AP and AP client mode 

24. Support DWM-152 and DWM-156 A3 

25. Support DWM-156 A2 

26. Support D-Link Router Firmware Version Query and Download Spec v1.071

Enhancements:

Firmware: v1.11WW Build: 09

Date: Aug, 3, 2010

Firmware Version: ver1.11WWb09 

Firmware Date: Tue, 3 Aug 2010

KERNEL: 2.6.21, Build: 0061, Date: Fri, 30, Jul, 2010

Application: 2.0, Build: 0899, Date: Tue, 3, Aug, 2010

WLAN Version: 2.3.0.0, Build: 0036, Date: Fri, 30 Jul, 2010
CheckSum: 0x072816F1
Problems Resolved:

1. fixed didn't change 'Current Router Time' to 'Current Time' on the Time and help pages in AP mode

2. fixed the default lease time of dhcp server did not match the D-Link SOHO AP UI modification v1.02 in Router mode

3. fixed missing wizard description on the Wizard Summary page in AP mode

4. fixed users could add a schedule rule when the End time was early than the Start time in router mode
5. changed the maximum length of pre shared key to 63 characters 
6. changed the Wireless Security mode string on the Wizard page to “Auto (WPA or WPA2) TKIP/AES)” in AP mode

Enhancements:

Firmware: v1.11WW Build: 08

Date: Aug, 3, 2010

Firmware Version: ver1.11WWb08 

Firmware Date: Tue, 3 Aug 2010

KERNEL: 2.6.21, Build: 0061, Date: Fri, 30, Jul, 2010

Application: 2.0, Build: 0899, Date: Tue, 3, Aug, 2010

WLAN Version: 2.3.0.0, Build: 0036, Date: Fri, 30 Jul, 2010

CheckSum: 0x072913F6

Problems Resolved:

1. fixed displayed incorrect message on the Saving page after users saved the settings in Router mode

2. fixed unable to show the current time on the Time and Device Info page

3. changed the maximum length of APN to 32 characters on the Wan – Usb3g page in Router mode

Enhancements:

Firmware: v1.11WW Build: 07

Hardware: A1

Date: Jul, 31, 2010

Firmware Version: ver1.11WWb07 

Firmware Date: Sat, 31 Jul 2010

KERNEL: 2.6.21, Build: 0061, Date: Fri, 30, Jul, 2010

Application: 2.0, Build: 0898, Date: Fri, 30, Jul, 2010

WLAN Version: 2.3.0.0, Build: 0036, Date: Fri, 30 Jul, 2010
CheckSum: 0x07282A75

Problems Resolved:

1. support D-Link SOHO AP UI modification v1.02

2. support D-Link SOHO AP Setup Wizard Specification v1.02

3. support a smac command to generate wps_default_pin.txt for MP

4. fixed unable to save a schedule rule

5. fixed when SSID contained specific characters, SSID would display incorrect on the Device Info page

6. added the status of Wi-Fi Protected Setup on the Device Info page
7. modified the string “Current Router Time” to “Current Time” on the Time page

8. modified the string “All of your IPv6 Internet and network connection details are displayed on this page” to “All of your IPv6 network connection details are displayed on this page.”
9. modified the maximum length of APN from 15 characters to 63 characters
Enhancements:

Firmware: v1.11WW Build: 06

Hardware: A1

Date: Jul, 02, 2010

Firmware Version: ver1.11WWb06 

Firmware Date: Fri, 2 Jul 2010

KERNEL: 2.6.21, Build: 0056, Date: Tue, 29, Jun, 2010

Application: 2.0, Build: 0887, Date: Fri, 2, Jul, 2010

WLAN Version: 2.3.0.0, Build: 0033, Date: Fri, 25 Jun, 2010
CheckSum: 0x07277DF6
Problems Resolved:

1. support D-Link AP and Router Device Management Specification
2. support Specification for D-Link AP and Router Reset and Recovery Mode
3. fixed users can input non-ASCII characters for WEP Keys, now we will get a warning message and cannot save it.
a. In AP mode, wireless setup. Select security mode to WEP.

b. Select key format to Hex, and enter WEP key “1111111111”

c. Change key format to ASCII, the WEP key will become non-ASCII characters

d. Now push save setting button, we will get a warning message.

4. fixed displaying incorrect warning message when entering incorrect username on the login page in Router mode

5. fixed the WAN type (usb3g) did not work when the sim card had username and password

6. fixed the AP client mode was unable to connect to a AP or router when using Setup Wizard to set the wireless security in WPA-PSK or WPA2-PSK 
7. fixed users were able to make DUT rebooted without authentication by accessing reboot.htm 

8. fixed the Dial Number field could be empty on the Usb3g page in Router mode

9. add WAP2-Auto on the Setup Wizard in AP client mode
Enhancements:

Firmware: v1.11WW Build: 05

Hardware: A1

Date: Jun, 23, 2010

Firmware Version: ver1.11WWb05 

Firmware Date: Wed, 23 Jun 2010

KERNEL: 2.6.21, Build: 0054, Date: Tue, 01, Jun, 2010

Application: 2.0, Build: 0876, Date: Tue, 22, Jun, 2010

WLAN Version: 2.3.0.0, Build: 0032, Date: Fri, 04 Jun, 2010

CheckSum: 0x07266AC8

Problems Resolved:

1. support usb shareport in AP mode
2. modify copyright from D-Link System to D-Link System”s”
Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.11WW Build: 04

Hardware: A1

Date: Jun, 07, 2010

Firmware Version: ver1.11WWb04 

Firmware Date: Mon, 07 Jun 2010

KERNEL: 2.6.21, Build: 0054, Date: Tue, 01, Jun, 2010

Application: 2.0, Build: 0867, Date: Mon, 07, Jun, 2010

WLAN Version: 2.3.0.0, Build: 0032, Date: Fri, 04 Jun, 2010

CheckSum: 0x0727DE9C

Problems Resolved:

1. support kcode v1.17b01
Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.11WW Build: 03
Hardware: A1

Date: May, 14, 2010

Firmware Version: ver1.11WWb03 

Firmware Date: Fri, 14 May 2010

KERNEL: 2.6.21, Build: 0049, Date: Fri, 07, May, 2010

Application: 2.0, Build: 0849, Date: Wed, 12, May, 2010

WLAN Version: 2.3.0.0, Build: 0030, Date: Wed, 28 Apr, 2010

CheckSum: 0x07283EF9

Problems Resolved:

1.fixed PPTP VPN passthrough didn’t work
2.DCC can't save correct security setting to DAP-1350 when security at WPA2/WPA. PS: always show “disable security” at DAP-1350 web GUI.
Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.11WW Build: 02
Hardware: A1

Date: May, 07, 2010

Firmware Version: ver1.11WWb02 

Firmware Date: Fri, 07 May 2010

KERNEL: 2.6.21, Build: 0049, Date: Fri, 07, May, 2010

Application: 2.0, Build: 0846, Date: Wed, 5, May, 2010

WLAN Version: 2.3.0.0, Build: 0030, Date: Wed, 28 Apr, 2010

CheckSum: 0x0721BA11

Problems Resolved:

1. Fix DCC hijack failed
2. Fix Internet Session cannot fully display at Firefox and Safari
3. Fix Internet Session “local” and “internet set” information is opposite
4. Fix language package upgrade title name should be “language package upgrade” not is “language package information”
Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.11WW Build: 01

Hardware: A1

Date: May, 06, 2010

Firmware Version: ver1.11WWb01 

Firmware Date: Wed, 05 May 2010

KERNEL: 2.6.21, Build: 0048, Date: Fri, 30, Apr, 2010

Application: 2.0, Build: 0845, Date: Fri, 30, Apr, 2010

WLAN Version: 2.3.0.0, Build: 0030, Date: Wed, 28 Apr, 2010

CheckSum: 0x07241551

Problems Resolved:

1. support zero configuration in AP mode.

2. support DCC hijack

3. In AP/APC/RT MAINTENANCE/Firmware GUI, change Firmware Information to Firmware and Language Information. For “router firmware version query and download spec v1.08”

4. increase column size in internet sessions, for string can not fully display in IE and Apple Safari.

5. fix wrong word "Passpharse" to “Passphrase” in APC Wizard_AP.htm
6. fixed missing words
(1) remove “and”
For security reasons………Be sure to write down the new and passwords to avoid having to reset the router in case they are forgotten. (Hints in Admin.htm)

(2) add “so that”
Enable Auto Channel Scan so that the router can select the best possible channel for your wireless network to operate on. (Hints in Wireless.htm)
7. fixed the left menu of Wireless Setup in Setup/Logout page is different than other Setup pages
8. fixed the left menu of Wireless Setup in Setup/Logout page is different than other Setup pages
9. fixed incorrect time zone of Newfoundland on GUI. The correct time zone of Newfoundland should be GMT -03:30
10. fixed when DUT is Ad-hoc, it still supports WPA, WPA2 and WAP2-Auto
11. fix GUI can’t redirect to correct wan ip address after save setting in remote management
12. fix GUI can’t redirect to correct ip address after save setting in zero config
13. fix Wireless Device With PIN of WPS (WIFI PROTECTED SETUP) Wizard. When we using wireless NIC with DWA-160_A1 to produce PIN number like 06297480 and input this number to DUT via web browser, but DUT will pop-up the warning message like "Invalid PIN".
Please remove language pack before test
Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.10WW Build: 02

Hardware: A1

Date: Feb, 26, 2010

Firmware Version: ver1.10WWb02 

Firmware Date: Fri, 26 Feb 2010

KERNEL: 2.6.21, Build: 0040, Date: Wed, 24, Feb, 2010

Application: 2.0, Build: 0806, Date: Fri, 26, Feb, 2010

WLAN Version: 2.3.0.0, Build: 0024, Date: Wed, 24 Feb, 2010

CheckSum: 0x07210033
Problems Resolved:

1. fixed missing Short GI help description in APC mode.
2. support 1cxxxxxxxxxx mac address
3. fixed unable to connect Zipb DSL modem
4. fixed PPPoE username with special character issue
5. fixed the bug the time zone Newfoundland should be GMT -03:30
6. fixed upnp do not send model name and company name in XP
7. fixed restore to default by pushing the reset button not working

8. fixed DUT will write a empty lan mac into flash if the smac command doesn't contain  -lmac parameter
9. fixed when setting two radius server setting with different subnet IP address and the first radius server doesn’t exist, the source IP address forwards to the secondary radius server will be the source IP address to the first radius server

10. fixed unable to turn on the wireless led by using a smac command for MP

11. fixed kernel panic while doing site survey continually

Enhancements:

Firmware: v1.10WW Build: 01

Hardware: A1

Date: Feb, 11, 2010

Firmware Version: ver1.10WWb01 

Firmware Date: Thu, 11 Feb 2010

KERNEL: 2.6.21, Build: 0039, Date: Wed, 3, Feb, 2010

Application: 2.0, Build: 0801, Date: Wed, 10, Feb, 2010

WLAN Version: 2.3.0.0, Build: 0023, Date: Wed, 3 Feb, 2010

CheckSum: 0x072028BE

Problems Resolved:

1. Fix incorrect product page hyperlink.
2. Support clean language pack from flash in GUI MAINTENANCE / SYSTEM.
If there has no language pack in flash, the clean button will disable.

3. Support new SOP of DWM152 and DWM156.

4. Add WMM, Short GI, IGMP snooping, WLAN partition help in support advance wireless help at AP and APC mode.

5. Add IGMP snooping help in support advance wireless help at RT mode.
Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.00WW Build: 09

Hardware: A1

Date: Jan, 05, 2010

Firmware Version: ver1.00WWb09 

Firmware Date: Tue, 05 Jan 2010

KERNEL: 2.6.21, Build: 0028, Date: Thu, 31, Dec, 2009

Application: 2.0, Build: 0779, Date: Tue, 05, Jan, 2010

WLAN Version: 2.3.0.0, Build: 0014, Date: Mon, 28 Dec, 2009

CheckSum: 0x071F7FB5

Problems Resolved:

1. Fixed DUT doesn't support "user " account. The string below is incorrect in router mode.

2. fixed after doing WPS successfully, GUI still shows “Session Time-Out”
message and there is no “Wireless Statue” button on the WPS Wizard page

in Router mode.

3. fixed unable to cancel the WPS process in Router mode

4. fixed display incorrect upload message in the Firmware upgrade section when

uploading a language pack on Firmware pages.
Enhancements:

Firmware: v1.00WW Build: 08

Hardware: A1

Date: Jan, 04, 2010

Firmware Version: ver1.00WWb08 

Firmware Date: Mon, 04 Jan 2010

KERNEL: 2.6.21, Build: 0028, Date: Thu, 31, Dec, 2009

Application: 2.0, Build: 0778, Date: Mon, 04, Jan, 2010

WLAN Version: 2.3.0.0, Build: 0014, Date: Mon, 28 Dec, 2009

CheckSum: 0x071D5C95
Problems Resolved:

1. Fixed DUT doesn't support "user " account. The string below is incorrect in router mode.

2. Fixed the Wireless LED would be turned off when changing the wireless setting in Router and AP mode.

3. Fixed wrong string issue in WPS connection/Router mode.

4. Fixed fail to update the DHCP reservations list in Router mode.
5. Fixed before restarting DUT by hand, change network settings would not take effect.
6. Fixed The hyper link address below is incorrect at Firmware page in maintenance.

Enhancements:

DAP-1350WW Firmware Release Note

Firmware: v1.00WW Build: 07

Hardware: A1

Date: Dec, 17, 2009

Firmware Version: ver1.00WWb07 

Firmware Date: Thu, 17 Dec 2009

KERNEL: 2.6.21, Build: 0025, Date: Wed, 16, Dec, 2009

Application: 2.0, Build: 0770, Date: Thu, 17, Dec, 2009

WLAN Version: 2.3.0.0, Build: 0012, Date: Wed, 16 Dec, 2009
CheckSum: 0x071FC957
Problems Resolved:

1. fixed incorrect description on Firmware page in three modes

The modify strings are below:
Change "Click the Save Settings button to update the firmware" to "Click the Upload button to update the firmware"
2. fixed incorrect default help description of Wireless Network Name on Help  Setup  Wireless Setup in AP mode

The modify word is below:

Change "By default the SSID of the DAP-1350 is touch" to " By default the SSID of the DAP-1350 is dlink"
3. fixed incorrect spell of User limit on Help → Advanced → User Limit in AP mode

The modify word is below:

Change "numers" to "numbers"

4. fixed incorrect spell on the count down page when using WPS PIN to add a wireless client 

in AP mode

The modify word is below:

Change "wirleess" to "wireless"

5. fixed incorrect spell on LAN SETUP page in AP mode

The modify word is below

6. Change "Infomation" to "Information"

7. fixed incorrect spell of Device Name on Help → Setup → Network Settings section in Router mode

The modify word is below:

Change "deice" to "device"

8. fixed unmatched Helpful Hints information and button on Wireless Settings in Router mode

The modify strings are below:

Change "Add Wireless Device Wizard" to "Add Wireless Device With WPS"

9. fixed incorrect spell description on Wireless Settings page(Manual Wireless Network Setup) in Router mode

The modify word is below:

Change "confguration" to "configuration"

10. fixed incorrect spell in Helpful Hints on Wireless Settings page in Router mode

The modify word is below:

Change "Enable Auto Channel Scat" to "Enable Auto Channel Scan"

11. fixed incorrect spell on Step 2 page of Wireless Network Setup Wizard in Router mode

The modify word is below:

Change "guildelines" to "guidelines"
12. fixed DHCP reserved client can set as same as Router’s IP
13. fixed the MAC and IP address information are incorrect in DHCP reservations list
14. fixed in AP and APC mode, DUT doesn’t export all log to GUI’s log page
Enhancements:

Firmware: v1.00WW Build: 06

Hardware: A1

Date: Nov, 30, 2009

Firmware Version: ver1.00WWb06 

Firmware Date: Mon, 30 Nov 2009

KERNEL: 2.6.21, Build:  170, Date: Mon Nov 30 15:10:46 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.3.0.0, Build: 0009, Date: Wed, 25 Nov, 2009
CheckSum: 0x071FD654

Problems Resolved:

1. fixed the wireless led will turn off when modifying the wireless settings in AP and Router mdoe

Enhancements:

Firmware: v1.00WW Build: 05

Hardware: A1

Date: Nov, 17, 2009

Firmware Version: ver1.00WWb05 

Firmware Date: Tue, 17 Nov 2009

KERNEL: 2.6.21, Build:  168, Date: Tue Nov 17 19:13:40 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.3.0.0, Build: 0008, Date: Fri, 13 Nov, 2009

CheckSum: 0x07203DBF

Problems Resolved:

1. fixed unable to display USB3g information on the Device Info page if there is no

cable plugs into DUT


  2. support tranditional chinese

Enhancements:

Firmware: v1.00WW Build: 04

Hardware: A1

Date: Nov, 16, 2009

Firmware Version: ver1.00WWb04 

Firmware Date: Mon, 16 Nov 2009

KERNEL: 2.6.21, Build:  161, Date: Mon Nov 16 23:32:55 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.3.0.0, Build: 0008, Date: Fri, 13 Nov, 2009

CheckSum: 0x0720AD0C

Problems Resolved:

1. fixed upgrading firmware will fail sometimes

2. fixed when enabling the WPS function, users can select WPA-Enterprise on the

Guest Zone page

3. fixed PPPoE is unable to auto reconnect after users unplug the wan cable and plug

in the wan cable again.

4. fixed first the wan type is Dynamic IP and users insert a USB3g adapter. Then 

users change the wan type to PPPoE. The PPPoE function is not working


    5. fixed unable to display USB3g information on the Device Info page

Enhancements:

Firmware: v1.00WW Build: 03

Hardware: A1

Date: Nov, 13, 2009

Firmware Version: ver1.00WWb03 

Firmware Date: Fri, 13 Nov 2009

KERNEL: 2.6.21, Build:  156, Date: Fri Nov 13 22:19:59 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.3.0.0, Build: 0008, Date: Fri, 13 Nov, 2009

CheckSum: 0x072095BA

Problems Resolved:

1. fixed users are able to ping the WAN IP address even though the wan cable is 

unpluged.

2. fixed when enabling Virtual Server’s Wake-On-Lan function, DUT doesn’t open the 

correct private port.

3. fixed when disabling the Guest Zone, the Guest Zone information still be showed on 

the Device Info page

Enhancements:

Firmware: v1.00WW Build: 02

Hardware: A1

Date: Nov, 09, 2009

Firmware Version: ver1.00WWb02 

Firmware Date: Mon, 09 Nov 2009

KERNEL: 2.6.21, Build:  152, Date: Mon Nov 9 16:35:51 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.3.0.0, Build: 0005, Date: Mon, 09 Nov, 2009

CheckSum: 0x072000FA

Problems Resolved:

1. based on DAP-1350 v1.00NA Build:12

2. fixed the reserved dhcp client's IP address can be set out of the dhcp range

3. fixed unable to show the wan information when setting the wan interface as

  static ip. 

4. fixed Virtual Server’s Wake-On-Lan not working

5. fixed unable to access the internet when enabling Application Rules

6. fixed users are still able to disable WMM when the wireless mode is 11bgn or 11n only.

7. fixed after unplug the ethernet cable, the WAN IP address is still existing on the 

  Device Info page

8. fixed the Guest Zone information doesn’t show on the Device Info page

9. fixed clone WAN mac address not working

10. fixed SPI not working

11. fixed Daylight Saving not working in Router mode

12. fixed incorrect spell(winth) in the WPS PIN description when using PIN to connect 

   in Router mode

13. Add Reserver and Revoke for DHCP clients in Router mode

14. support WAP2-AUTO in APC mode

Enhancements:

Firmware: v1.00WW Build: 01

Hardware: A1

Date: Oct, 12, 2009

Firmware Version: ver1.00WWb01 

Firmware Date: Mon, 12 Oct 2009

KERNEL: 2.6.21, Build:  138, Date: Mon Oct 12 17:05:49 CST 2009

Application: 2.0, Build: 0768, Date: Wed, 4, Feb, 2009

WLAN Version: 2.2.0.0, Build: 0015, Date: Tue, 29 Sep, 2009

CheckSum: 0x071E22B7

Problems Resolved:

1. modify from DAP-1350 v1.00NA Build:11

2. support Kcodes

Enhancements:

First Release

1. AP Mode

Default IP: Dynamic IP(If the device doesn’t get an IP address from Lan in 15 

seconds, the device will be set to Static IP 192.168.0.50).

DHCP Server: None

SSID: dlink

Device Name: dlinkap

2. AP Client Mode

Default IP: Dynamic IP(If the device doesn’t connect to any AP or Router in 30 

seconds, the device will be set to Static IP 192.168.0.50)


SSID: dlink


Device Name: dlinkap

3. Router Mode


Default IP: 192.168.0.1


DHCP Server: Enabled


DHCP IP Range: Start = 192.168.0.100

 



  End = 192.168.0.199


SSID: dlink

