DAP-1353 Release Note v3.15r05
Platform ：v2.15r155
Manager : v3.15r05
Firmware: v3.15rc012
Hardware: 
Date: May 18, 2011
Enhancements:

Problems Resolved: 
ID
Subject

43
[scan]config ap client mode first,then change to wds and wds with ap mode ,the button scan need change gray

60
[repeater]after bulit the repeater mode,switch to other page ,then return this page ,the channel will be null.

61
[intrusion]When select other type ap,then return it ,there is a null AP list.
DAP-1353 Release Note v3.15r04
Platform ：v2.15r155
Manager : v3.15r04
Firmware: v3.15rc011
Hardware: 
Date: May 17, 2011
Enhancements:

Problems Resolved: 
ID
Subject

12
[Short GI]set the authentication mode is open system enable the encryption ,shared key or tkip cipher type with wpa-psk,wpa-enterprise. the item of short GI dosen't gray and disable.

15
[AP Array]After set ap array,it can't manage the not master AP.

18
[802.1x authentication]config the 802.1x authentication,the AP doesn't work

29
[Filter]Invalid mac address in acl file can upload success

40
[multicast rate]set the authentication mode is open system enable the encryption ,shared key or tkip cipher type with wpa-psk,wpa-enterprise. the item of multicast rate must haven't 11n's rate

42
[log setting]It isn't set the user name and password successful.

43
[scan]config ap client mode first,then change to wds and wds with ap mode ,the button scan need change gray

45
[client info]bulid APC mode without any AP,but it is show the error info in the client information list.

47
[Qos]Set the Qos rules in APMIII/D-view, save and active,the Qos function is fail.

52
[client info]if click the refresh some times consecutive,then there are some same client information in the client list.

54
[QoS]apc mode change to ap mode , the QoS button gray still

55
[QoS]can config the wrong port number QoS rule in first time

57
APMII:[log settings]If set the user name with 1.1.1.1,there is a especial character in the web user name.

59
[log settings]If set the log server / ip address,then set the user name ,click the save ,there are some disorderly code rearwards the user name.

DAP-1353 Release Note v3.15r03
Platform ：v2.15r155
Manager : v3.15r03
Firmware: v3.15rc011
Hardware: 
Date: May 12, 2011
Enhancements:

Problems Resolved: 
ID
Subject

12
[Short GI]set the authentication mode is open system enable the encryption ,shared key or tkip cipher type with wpa-psk,wpa-enterprise. the item of short GI dosen't gray and disable.

40
[multicast rate]set the authentication mode is open system enable the encryption ,shared key or tkip cipher type with wpa-psk,wpa-enterprise. the item of multicast rate must haven't 11n's rate

42
[log setting]It isn't set the user name and password successful.

45
[client info]bulid APC mode without any AP,but it is show the error info in the client information list.

5
[channel width]when change the channel value ,the channel width will become bright.

34
APMII:[intrusion]set fac,select the AP type to other,the APMII template will error.

35
[intrusion]suggest to cancel the index item.

36
[APC/repeater]Bulid the APC or repeater mode,select to PSK encrypt,the channel width will be bright.

37
[Qos]click the edit button to edit the rule with ports first,there is not to display the port range.

38
[Qos]if click edit the rule with port, not modify it ,then click the other rule without port,there is still the port range.

39
D-view:[Qos]please go to the cursor frome left to right.

41
[802.1x]config the 802.1x authentication there is a default ip need remove

43
[scan]config ap client mode first,then change to wds and wds with ap mode ,the button scan need change gray

44
[multi ssid]set authentication wpa-enterprise and 802.1x ,show the web the radius server have nothing

46
APMII:[Qos]if roll the scroll bar to the bitter end,then switch to other page,then switch back the Qos page.it can't see the save button.

47
[Qos]Set the Qos rules in APMIII/D-view, save and active,the Qos function is fail.

DAP-1353 Release Note v3.15r02
Platform ：v2.15r155
Manager : v3.15r02
Firmware: v3.15rc010
Hardware: 
Date: April 29, 2011
Enhancements:

Problems Resolved: 
ID
Subject

1
[intrusion]The function is fail.

2
[schedule]DAP-1353 only have Multi-ssid1--Multi-ssid3.

3
[channel width]when change the channel value ,the channel width will become bright.

4
[channel width]when the wireless mode is 802.11n only,the channel width is 20MHz and gray.

5
[repeater]click one AP of scan Site Survey list.the repeater ap's informaion can't be change to same with the AP.

6
[repeater]repeater mode,when change the encrypt,the channel width will be bright.

7
[multi]the prority of primary ssid can't be set success.

8
[repeater]Set fac,change the AP mode to repeater mode,then can't scan any AP.

9
[Multicast Rate]select mix 802.11b and 802.11g for wireless mode ,the multicast rate have 802.11n's rate in it

10
[EAP] Set encrypt to wpa-enterprise,the radius sever can't be set success,after save and active ,the AP will hung.

11
[QOS]when add a Qos rule,the Qos function will auto select disable .

12
APMII:[Multi + template]It can add more multi-ssid through the template.

13
[Qos]when add a Qos rule,set the priority is error.

14
[Qos]Edit a rule,the Host 2 Ip Range will error.

15
[Qos]select the protocol to tcp/udp or both,then click the clear button,the host 1 port range and host 2 port range still can wirte value.

16
[Qos]pls cancel the index array.

17
[Qos]please go to the cursor frome left to right.

18
[filter]can't get current client information

19
[Qos]When cancel select the HTTP and automatic items,click the save button,it should pop a message as on the web page.

20
[schedule]change the ssid index,but the ssid not change with index
DAP-1353 Release Note v3.15r01
Platform ：v2.15r155
Manager : v3.15r01
Firmware: v3.15rc009
Hardware: 
Date: April 18, 2011
Enhancements:

Problems Resolved: 
1. Fist Release..

DAP-1353 Release Note v3.10r17
Platform ：v2.15r155
Manager : v3.10r17
Firmware: v3.10rc006
Hardware: 
Date: September 2, 2010
Enhancements:

Problems Resolved: 
2. [Device Information]:In English OS, FW version Item will display the unnecessary time.

3. [Wireless]: [PSK->Periodical key change]:after save and active,passphrase don't show.
4. [Repeater & Multi-ssid]:when multi-ssid is enabled,repeater mode should be set to AccessPoint.
DAP-1353 Release Note v3.10r16
Platform ：v2.15r155
Manager : v3.10r16
Firmware: v3.10rc006
Hardware: 
Date: August 26, 2010
Enhancements:

Problems Resolved: 
5. [Wireless]:when Authentication is Open System, Encryption item can’t be set successfully.
DAP-1353 Release Note v3.10r15
Platform ：v2.15r155
Manager : v3.10r15
Firmware: v3.10rc006
Hardware: 
Date: August 13, 2010
Enhancements:

Problems Resolved: 
6. [APR+Schedule+WLAN Partition]:when AP mode is APR,schedule should be disabled.
Ethernet to WLAN Access and internet station connection of primary ssid should be enable.
7. VLAN: It should support 18 rules in maximum.

8. [APR&Client infor]:when APR is not built,there still have one record in client infor
DAP-1353 Release Note v3.10r14
Platform ：v2.15r155
Manager : v3.10r14
Firmware: v3.10rc006
Hardware: 
Date: August 9, 2010
Enhancements:

Problems Resolved: 
9. Schedule: add schedule rule, it can not success.
10. When ap mode is AP Repeater, module acts like when ap mode is Wireless Client except for Perfomance and Filter.
DAP-1353 Release Note v3.10r13
Platform ：v2.15r155
Manager : v3.10r13
Firmware: v3.10rc005
Hardware: 
Date: August 5, 2010
Enhancements:

Problems Resolved: 
1. [AP Repeater]:AP Repeater mode,DHCP Server and Qos functions just be disabled status,needn't gray.
2. [AP Repeater & APC]: Repeater mode and APC mode, auto channel scan should be enable.
3. [Multiconfig]: DAP1353 only support 2.4G band,but platform can apply 5.0G template to device.
4. Language Pack Upgrade: in module, remove this function.
5. [AP repeater]: activity of web changed, follow it.
6. [Rogue AP]: APs' Band show error.
7. [Repeater & Multi-ssid]:when multi-ssid is enabled,repeater mode should be set to AccessPoint.
8. [Repeater & VLAN]:when vlan is enabled,repeater mode should be set to AccessPoint.
DAP-1353 Release Note v3.10r12
Platform ：v2.15r155
Manager : v3.10r12
Firmware: v3.10rc004
Hardware: 
Date: August 2, 2010
Enhancements:

Problems Resolved: 
1. [Repeater]:when ap mode is repeater, hide function "arp spoofing prevention" and throw out"filter" function.
2.  [AP Repeater]:AP Repeater mode,DHCP Server and Qos functions just be disabled status,needn't gray.
3. [AP Repeater & APC]: Repeater mode and APC mode, auto channel scan should be enable.
4. [tool->config comparison]: apply channel to device fail,except "Auto".
5. [tool->config comparison]: when periodical key change is enabled,platform needn't to show passphrase.
6. Intrusion: The band will show wrong.
7. Schedule: add schedule rule, it can not success.
8. DHCP Server: the gateway can not support 0.0.0.0
9. [wireless & multi-ssid]:after save,confirm key became to *.
10. WDS with AP & VLAN]: WDS with AP mode support VLAN function.
11. [group->set IP]: set IP for DAP1353 success,but message show fail.
12. [Multiconfig]:when ap mode isn't AccessPoint,don't skip multiconfig function,and after run,device's MAC show as 000000000000.
13. [Multi-ssid]:the last character of SSID can't be blank, limit it.
14. Log settings: set email notification, click save, it will pop warning message, remove it.
15. [Multiconfig]: DAP1353 only support 2.4G band,but platform can apply 5.0G template to device.
16. [multiconfig]: apply the given template to device will cause device' MAC show as 000000000000.
17. [task schedule->update fw]: use remote FTP server update FW fail.
DAP-1353 Release Note v3.10r11
Platform ：v2.15r155
Manager : v3.10r11
Firmware: v3.10rc004
Hardware: 
Date: July 21, 2010
Problems Resolved: 
Enhancements:

1. Add functionalities of AP Repeater, AP Array, and ACL File operation in Filter module.
DAP-1353 Release Note v3.01r10
Platform ：v2.10r143
Manager : v3.01r10
Firmware: v3.01rc002
Hardware: 
Date: March 16, 2010
Problems Resolved: 
Platform fixed:
Module fixed:
1.DHCP Static pool: can not be put invalid mac address, ex: XD:XX:XX:XX:XX:XX (D is 1,3,5,7,9,B,D,F) 
.

DAP-1353 Release Note v3.01r09
Platform ：v2.10r143
Manager : v3.01r09
Firmware: v3.01rbeta01
Hardware: 
Date: March 15, 2010
Problems Resolved: 
Platform fixed:
Module fixed:
1.
MAC Address in Device Info. Displays through retrieving data in MIB instead of being calculated.

2.  Limit some invalid mac address. Support mac as 1c:xx:xx:xx:xx:xx.

DAP-1353 Release Note v3.00r08
Manager : v3.00r08
Firmware: v3.00r0005
Hardware: 
Date: June 9, 2009 
Problems Resolved: 
Platform fixed:
Module fixed:
1.DATE AND TIME：When “Enable daylight saving” is not checked , DST Start and DST End must be gray.
DAP-1353 Release Note v3.00r07
Manager : v3.00r07
Firmware: v3.00r0005
Hardware: 
Date: June 5, 2009 
Problems Resolved: 
Platform fixed:
Module fixed:
1. APM II module system "Restart" description error, this function only reboot device no apply settings.
DAP-1353 Release Note v3.00r06
Manager : v3.00r06
Firmware: v3.00r0005
Hardware: 
Date: May 27, 2009
Problems Resolved: 
Platform fixed:
Module fixed:
1. Setting remote ftp server on APM II platform, Update FW page must show “update from FTP Server”.
2. wireless client mode->apply template to device, authentication is wrong.

3. when ap mode is “Access Point”,the cipher type can’t be gray.

4. apply template to device about filter ,must delete old mac address.

DAP-1353 Release Note v3.00r05
Manager : v3.00r05
Firmware: v3.00r0005
Hardware: 
Date: May 22, 2009
Problems Resolved: 
Platform fixed:
Module fixed:
5. Fix bugs about key password setting:1.it can press ‘*’ when Key Type is Hex.2.it can’t change key password to ‘*’ when key type is ASCII.
6. Be subject to APIIv2.10 platform.
DAP-1353 Release Note v3.00r04
Manager : v3.00r04
Firmware: v3.00r0005
Hardware: 
Date: April 16, 2009
Problems Resolved: 
Platform fixed:
1.  The default value of the pultic community string is public。
Module fixed:
7. Set AP to wds mode, and the security is wpa-psk, then set apply，then,Set AP to wireless client mode, and scan, set the security to wpa-psk also, then set apply.The wds infromation will show wrong message.
DAP-1353 Release Note v3.00r03
Manager : v3.00r03
Firmware: v3.00r0005
Hardware: 
Date: April 15, 2009
Problems Resolved: 
Platform fixed:
Module fixed:
8. The length of the log in name is not consistent with the web
9. Fixed Multi config template setting
10. It should give an alarm message when the field of the MAC address is empty on filter ACL page.

11. [APC+Channel Width] Suggest that Channel width should be grayed in APC mode and defaul is HT20/40.
12. [802.11n only + TKIP or WEP] TKIP and WEP can't be set to 802.11n only mode.
DAP-1353 Release Note v3.00r02
Manager : v3.00r02
Firmware: v3.00r0003
Hardware: 
Date: April 08, 2009
Problems Resolved: 
Platform fixed:
Module fixed:
13. FTP Setting error.

14. Multi-SSID Security is Open System, it not take effect.
15. The length of the log in name is not consistent with the web.
16. First delete the third IP range, and then delete the fourth IP range, it will work fail.
17. When you add several QOS rule, then click the button of save, it will prompt you the variable do not exist.
18. The problem about the vlan.When you create a new vlan, then you click the button of add, it will give a message about the system restart.
19. Delete the multissid, then click the button of save, it will add again.
20. It is fail to write the config through the APM platform when you select the device.
21. Use a station connect to the AP,but the station get the IP through dynamic pool, but the IP mapping list show the static IP is assigned to the station.
22. wlan partion，Add a warning message when disable the function of ethernet to wlan access.

23. After update SSL KEY,Waring user restarting device.

24. If AP Mode is “WDS WITH AP”,MULTISSID page is not support EAP security.

25. when AP MODE is “wireless client”,QOS ,MAC Filter and Schedule Function is disable.
DAP-1353 Release Note v3.00r01
Manager : v3.00r01
Firmware: v3.00r0003
Hardware: 
Date: March 25, 2009
Problems Resolved: 
Platform fixed:

1. Fixed update FW version.

2. Fixed set IP.

3. Fixed Multi config template setting.
Module fixed:
26. Delete 5GHz Band.

27. support 4 Multi-SSID.
DAP-1353 Release Note v2.10r09
Manager : v2.10r09
Firmware: v2.10 r0029
Hardware: 
Date: February 3, 2008
Problems Resolved: 
Module fixed:
28. When we set 7 MAC in Remote AP Mac address, and apply, than input eighth MAC address, click Apply, it display abnormal.

29. Sent save apply package when save static pool setting.

30. It should not include system IP in the field of "IP Assigned from" and "IP Assigned end".
31. Remove pop message when we select IP address which assigned for station in static pool settings.
32. Computer Name length range is 1-20.
33. Allow gateway in Null in DHCP server.
34. If user input the same Computer Name , IP or MAC entry in static pool settings, it will pop a message remind user.
DAP-1353 Release Note v2.10r08
Manager : v2.10r08
Firmware: v2.10 r0029
Hardware: 
Date: January 28, 2008
Problems Resolved: 
Module fixed:
35. 802.11G Mode is lack of Mixed 802.11n and 802.11g item.
36. Modified display issue when select EAP in wireless page.
DAP-1353 Release Note v2.10r07
Manager : v2.10r07
Firmware: v2.10 r0029
Hardware: 
Date: January 23, 2008
Problems Resolved: 
Module fixed:
1.
Add DHCP function.
DAP-1353 Release Note v2.10r06
Manager : v2.10r06
Firmware: v2.10 beta175
Hardware: 
Date: October 9, 2007
Problems Resolved: 
Module fixed:
1.
Fixed a bug of can’t get Client information in current FW, Do refresh before Get client information.

2.
Add WDS Information function

DAP-1353 Release Note v2.10r05
Manager : v2.10r05
Firmware: v2.10 r16
Hardware: 
Date: August 31, 2007
Problems Resolved: 
Platform fixed:

4. Fixed update user name issue.

5. Fixed can’t run in Vista OS.
Module fixed:
1.  Normal AP, Set remote MAC fail, removes this operation.

2.
AP repeater and AP client mode, the ssid can’t set to AP.

DAP-1353 Release Note v2.10r04
Manager : v2.10r04
Firmware: v2.10 r16
Hardware: 
Date: August 28, 2007
Problems Resolved: 
Platform fixed:

6. Fixed set ip function even if change default password .
Module fixed:
1.  Bug Fixed: ASCII Key can’t set success.

2.
WLAN partition Option changed.

3.
Change the rule of Filter and Remote MAC.
DAP-1353 Release Note v2.10r03
Manager : v2.10r03
Firmware: v2.10 beta t75

Hardware: 
Date: August 21, 2007
Problems Resolved: 
Platform fixed:

7. Fixed Multi-config couldn’t open form normally.
8. Add keep record days function in History.
9. Fixed set location error .

10. Add keep record function in History.
11. Change Help title from AP Manager II to AP Manager. 
Module fixed:
1.  Bug Fixed: DTIM can’t set success.

2.
Bug Fixed : Group Key Apply failed.

3.
AP repeater and AP client didn’t support Shared Key.

4.
Bug Fixed: Warning Message’s Title is “DAP-3220”

DAP-1353 Release Note v2.10r02
Manager : v2.10r02

Firmware: v2.10 beta t75

Hardware: 
Date: August 3, 2007
Problems Resolved: 
Platform fixed:

12. Platform UI about update FW function.

Module fixed:

1.  Improve Multi-SSID upon.

2.
Remove WDS site survey in UI.

3.
Fixed a bug: can’t set Radius server.
DAP-1353 Release Note v2.10r01
Manager : platform v2.10r01,module v2.10r01
Firmware: v2.10 beta t75
Hardware: 
Date: August 3, 2007
Problems Resolved: (plat form source code come from APM II platform v1.00 r16 )
1. Platform Select .xml mode instead Access Database.
Enhancements: 
