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Realtek 11n AP
Firmware Release Note
(D-Link) 

Firmware Version 1.01B07
Model: DAP-1360
Product Name: Realtek 11n 7 mode AP
Sep 9, 2009
Cameo Communications, INC.

Realtek 11n 7 mode Wireless AP Firmware V1.01B07 Sep 9, 2009
Filename: DAP1360A1_FW101B07.bin
File Size: 1,895,484 bytes

Date Published: 2009/9/9
Firmware version: 1.01B07

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Sep 9 19:25:00 CST 2009
Runtime Checksum: 0xdab4263e
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

3. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

4. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. Fix device crash and reboot when running BT test with Atheros USB adapter. (DWA-160)

2. Fix LAN port crash when running BT test with Realtek USB adapter. (DWA-130)

3. Fix multiple bridge cannot work

4. Fix time server cannot be sync when AP boot up first time.

5. Fix wrong DNS server in status page when AP is in WISP PPPoE connection.

6. Fix WEP key cannot be saved when AP save setting second time.

7. Fix Station roaming to second AP, station cannot ping wire LAN PC.
8. Fix Repeater cannot transfer big file.
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.01B06 Aug 28, 2009
Filename: DAP1360A1_FW101B06_nml.bin
File Size: 1,911,868 bytes

Date Published: 2009/08/28
Firmware version: 1.01B06
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0x63973742
Abstract:
4. This is the D-link style firmware with 7 mode 11n access point.

5. SoC: RTL8651C + RTL8190 + RTL8256

6. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
5. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

6. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

7. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

8. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. Fix device crash and reboot when running BT test with Atheros USB adapter. (DWA-160)
2. Fix LAN port crash when running BT test with Realtek USB adapter. (DWA-130)
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.01B05 July 22, 2009
Filename: DAP1360A1_FW101B05_nml.bin
File Size: 1,932,348 bytes

Date Published: 2009/07/22

Firmware version: 1.01B05

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0x18842c4c
Abstract:
7. This is the D-link style firmware with 7 mode 11n access point.

8. SoC: RTL8651C + RTL8190 + RTL8256

9. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
9. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

10. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

11. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

12. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. Modify Wizard UI (remove orange box)

2. Fix Wireless station cannot ping each other.

3. Change UPnP default setting (Enable).
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.01B04 July 14, 2009
Filename: DAP1360A1_FW101B04_nml.bin
File Size: 1,932,348 bytes

Date Published: 2009/07/14
Firmware version: 1.01B04
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0x292ce3f4
Abstract:
10. This is the D-link style firmware with 7 mode 11n access point.

11. SoC: RTL8651C + RTL8190 + RTL8256

12. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
13. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

14. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

15. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

16. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1.For wizard,all of the titles are the same,"SET YOUR DEVICE NAME" as the picture below,it's incorrect.
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.01B03 July 13, 2009
Filename: DAP1360A1_FW101B03_nml.bin
File Size: 1,932,348 bytes

Date Published: 2009/07/13

Firmware version: 1.01B03

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0xb030b500
Abstract:
13. This is the D-link style firmware with 7 mode 11n access point.

14. SoC: RTL8651C + RTL8190 + RTL8256

15. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
17. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

18. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

19. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

20. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. DCC tool can’t set auto channel.
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.01B02 July 13, 2009
Filename: DAP1360A1_FW101B02_nml.bin
File Size: 1,932,348 bytes

Date Published: 2009/07/13

Firmware version: 1.01B02

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0xde9dd745
Abstract:
16. This is the D-link style firmware with 7 mode 11n access point.

17. SoC: RTL8651C + RTL8190 + RTL8256

18. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
21. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

22. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

23. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

24. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1.The wizard flow should be -----> Device Name -----> Mode selection   but this beat code is still Mode selection---->Device Name 2.For wizard,all of the titles are the same,"SET YOUR DEVICE NAME"  as the picture below,it's incorrect. 
3. Bridge function fail not find webpage in save setting.
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.01B01 July 9, 2009
Filename: DAP1360A1_FW101B01_nml.bin
File Size: 1,932,348 bytes

Date Published: 2009/07/9

Firmware version: 1.01B01

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0x 3c8e4fd5
Abstract:
19. This is the D-link style firmware with 7 mode 11n access point.

20. SoC: RTL8651C + RTL8190 + RTL8256

21. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
25. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

26. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

27. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

28. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. Add IGMP snooping Enbable/Disable setting is incorrect.
2. Login webpage picture file lost.
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.00B40 July 8, 2009
Filename: DAP1360A1_FW100B40_nml.bin
File Size: 1,936,444 bytes

Date Published: 2009/07/8
Firmware version: 1.00B40
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: June 22 11:38:02 CST 2009
Runtime Checksum: 0x62373058
Abstract:
22. This is the D-link style firmware with 7 mode 11n access point.

23. SoC: RTL8651C + RTL8190 + RTL8256

24. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
29. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

30. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

31. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

32. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. Fix multicast issue

2. Fix PPTP, IPSec pass through

3. remove port forwarding option "netmeeting i2eye"

4. Add IGMP snooping Enbable/Disable

5. Fix WEP key special character cannot be set

6. Modify Wizard (Dlink new UI)

7. Fix wireless default gateway always display "0.0.0.0"

8. Fix WISP mode, IP and gateway can be set in different subnet.
Notes, Not finished & Known Issues:
Realtek 11n 7 mode Wireless AP Firmware V1.00B39 Jun 12, 2009
Filename: DAP1360A1_FW100B39_nml.bin
File Size: 1,928,252 bytes

Date Published: 2009/06/12
Firmware version: 1.00B39
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Apr 18 17:22:56 CST 2009
Runtime Checksum: 0x 1d262908
Abstract:
25. This is the D-link style firmware with 7 mode 11n access point.

26. SoC: RTL8651C + RTL8190 + RTL8256

27. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
33. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

34. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. PARENTAL CONTROL

G. ADVANCED NETWORK

H. USER LIMIT

35. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

36. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Modified & Fixed Bugs:

1. Fixed WEP broken page when save settings with ASCII 128bits.

2. Fix DAP-1360 has low throughput issue with intel centrino 5100/5300
3. Fixed WEP key ASCII HEX check method.

4. Fixed wireless wep encryption settings.

5. Fixed dhcp server would be disabled when WISP mode.

6. Fixed PPTP L2TP IPSEC pass through.

7. Fixed firmware upgrade sometimes not go into reboot process.

8. Modified port filter UI to add Netmeeting(T.120) port selection.

Notes, Not finished & Known Issues:
IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
Realtek 11n 7 mode Wireless AP Firmware V1.00B33 Apr 13, 2009
Filename: DAP1360A1_FW100B33_nml.bin
File Size: 1,931,324 bytes

Date Published: 2009/04/13
Firmware version: 1.00B33

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Mar 9 21:32:45 CST 2009
Runtime Checksum: 0x7a59b193
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed PPTP L2TP IPSEC pass through.
2. Fixed firmware upgrade sometimes not go into reboot process.

3. Modified port filter UI to add Netmeeting(T.120) port selection.

Notes, Not finished & Known Issues:
IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
 Realtek 11n 7 mode Wireless AP Firmware 1.00B32 Mar 20, 2009
Filename: DAP1360A1_FW100B32_nml.bin
File Size: 1,919,036 bytes
Date Published: 2009/03/20

Firmware version: 1.00B32

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Mar 9 21:32:45 CST 2009
RunTime Checksum: 0xab5db675
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Re-mapping region code with the new Domain defination.
(AU Ch1~13, NA/US Ch1~11, EU Ch1~13, JP Ch1~13, IL(Israel) Ch1~13)
Notes, Not finished & Known Issues:
1. IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
 Realtek 11n 7 mode Wireless AP Firmware 1.00B31 Mar 11, 2009
Filename: DAP1360_A1_FW100B31_nml.bin
File Size: 1,919,036 bytes
Date Published: 2009/03/11
Firmware version: 1.00B31

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Mar 9 21:32:45 CST 2009
RunTime Checksum: 0x00796258
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed DWA-645 low throughput issue in Repeater Mode.

2. Modified UI page to charset=utf-8

Notes, Not finished & Known Issues:
1. IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
Realtek 11n 7 mode Wireless AP Firmware 1.00B30 Mar 4, 2009
Filename: DAP1360_A1_FW100B30_nml.bin
File Size: 1,924,156 bytes
Date Published: 2009/03/04

Firmware version: 1.00B30

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0xa1565bec
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed WIRELESS SETUP UI page. Block display WEP ASCII password when setting the HEX encryption is not belong to ASCII member. (The issue is only happened by using IE 6.0 Traditional Chinese version).

Notes, Not finished & Known Issues:
1. DWA-645 low throughput (20Mbps) issue in Repeater Mode.

2. IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
Realtek 11n 7 mode Wireless AP Firmware 1.00B29 Mar 3, 2009
Filename: DAP1360_A1_FW100B29_nml.bin
File Size: 1,924,156 bytes
Date Published: 2009/03/03
Firmware version: 1.00B29
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0xc63c6d75
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed WPS in Repeater Mode at stage 2 (Repeater acts as AP).
2. Modified trigger time interval of WPS PBC push button in 1 second.

Notes, Not finished & Known Issues:
1. IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
Realtek 11n 7 mode Wireless AP Firmware 1.00B28 Feb 20, 2009
Filename: DAP1360_A1_FW100B28_nml.bin
File Size: 1,915,964 bytes
Date Published: 2009/02/20
Firmware version: 1.00B28
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0x22375a41
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed Intel 4965 throughput issue. Set MIMO transmit & recive mode to Auto. (MIMO_TR_mode = 0). Intel 4965 is a special client card. It's only running in HT20 in N mode.
2. Modified default static WAN IP & Gateway settings in WISP Repeater & WISP Client Router Mode.(IP:192.168.0.1 -> 192.168.1.1, GW:192.168.0.1 -> 192.168.1.254).
Notes, Not finished & Known Issues:
1. The WPS is act two characters in Repeater Mode. One is WPS for AP, the other is WPS for client. The WPS for client works fine, but act as AP is unabled.

2. It still need to push the PBC for 2 seconds to trigger the WPS.

3. IGMP snooping is always on, cant' be disabled (Will be solved in 1360 phase II)
Realtek 11n 7 mode Wireless AP Firmware 1.00B27 Feb 17, 2009
Filename: DAP1360_A1_FW100B27_nml.bin
File Size: 1,915,964 bytes
Date Published: 2009/02/17
Firmware version: 1.00B27
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0x76fd288e

Abstract:
4. This is the D-link style firmware with 7 mode 11n access point.

5. SoC: RTL8651C + RTL8190 + RTL8256

6. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
5. SETUP

V. WIZARD

W. WIRELESS SETUP

X. LAN SETUP

6. ADVANCED

Y. PERFORMANCE

Z. ACCESS CONTROL

AA. PORT FORWARDING

AB. PORT FILTER

AC. DMZ

AD. PARENTAL CONTROL

AE. ADVANCED NETWORK

AF. USER LIMIT

7. MAINTENANCE

AG. ADMIN

AH. SYSTEM

AI. FIRMWARE

AJ. WATCHDOG

AK. TIME

AL. SCHEDULES

8. STATUS

AM. DEVICE INFO

AN. LOGS

AO. STATISTICS

AP. WIRELESS
Modified & Fixed Bugs:

3. Fixed MAC clone function AGAIN in Wireless Client mode.

4. Fixed Wireless Client Mode. (turn off MIB_WLAN_NAT25_MAC_CLONE).

5. Fixed Lock LED behavior. When switching Bridge Mode with encryption to AP Mode non-security, the LED is still on.
6. Modified web UI. Disabled the "Reset to Unconfigured" button in Wireless Setup page when " Lock Wireless Security" is checked.

7. Disabled WPS wizard act as AP in Repeter Mode. Note.1
Notes, Not finished & Known Issues:
4. The WPS is act two characters in Repeater Mode. One is WPS for AP, the other is WPS for client. The WPS for client works fine, but act as AP is unabled.
5. It still need to push the PBC for 2 seconds to trigger the WPS.

6. IGMP snooping is always on, cant' be disabled
Realtek 11n 7 mode Wireless AP Firmware 1.00B26 Feb 14, 2009
Filename: DAP1360_A1_FW100B26_nml.bin
File Size: 1,911,868 bytes
Date Published: 2009/02/14

Firmware version: 1.00B26

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0x449cd79c
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed MAC clone function in Wireless Client mode.
2. Modified ADVANCED WIRELESS web page. To enable Multicast Streams check box and disable to select.
3. Modified web page. The 'SUPPORT' items were changed to 'HELP'.

Notes, Not finished & Known Issues:
1. IGMP snooping is always on, cant' be disabled
Realtek 11n 7 mode Wireless AP Firmware 1.00B25 Feb 12, 2009
Filename: DAP1360_A1_FW100B25_nml.bin
File Size: 1,911,868 bytes
Date Published: 2009/02/12
Firmware version: 1.00B25
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0x65a2ced8
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed WIRELESS SETUP web page. The Enable Auto Channel Scan should be disabled when Wireless Client mode.
2. Fixed DEVICE INFO web page. The Default Gateway information is not correct.

3. Add Enabled Multicast Steams checkbox in ADVANCED WIRELESS page. (Note.1)

4. Modified logout method. When AP is idle, web page will refresh to login page automatically.
5. Modified and shortened the PBC push button starting time.
6. The connection of Bridge mode with WEP 64bit encrypt is stable (confirmed by SW Simon).

Notes, Not finished & Known Issues:
1. IGMP snooping is always on. Need to call help with Realtek.
Realtek 11n 7 mode Wireless AP Firmware 1.00B24 Feb 10, 2009
Filename: DAP1360_A1_FW100B24_nml.bin
File Size:  1,920,060 bytes
Date Published: 2009/02/10
Firmware version: 1.00B24
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0xcd8d2f14
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Add MAC Clone function in Wireless Client Mode.
2. Add http server daemon watchdog to prevent httpd crashed.

3. Modify firmware upgrade to meet GPL release method.

4. Modify bootcode for RMA team to judge the firmware was update from D-Link offical released or GPL firmware.

5. Modify DHCP Client daemon to be compatible with TEW-432BRP.

6. Fixed firmware upgrade fail by Firefox 3.0.

7. Fixed ACESS CONTROL page, the delete image is broken.

8. Fixed LOCK LED behavior when switching Bridge Mode to other mode.

9. Fixed wireless client information in Repeater Mode.
10. Fixed pppd, to add default gateway when ppp connection established.

Notes, Not finished & Known Issues:
1. Bridge connection is un-stable in WEP 64bit encrypt.

2. It's need 3 seconds to active PBC when push the WPS push button, modify to active immediately when pushing the button. (priority low).

3. The firmware may not upgrade smoothly from v1.00B23, becasuse add GPL firmware upgrade method.
Realtek 11n 7 mode Wireless AP Firmware 1.00B23 Jan 22, 2009
Filename: DAP1360_A1_FW100B23_nml.bin
File Size:  1,924,140 bytes
Date Published: 2009/01/22
Firmware version: 1.00B23
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0x0051605
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Fixed Radius Server conntion issues.
2. Verified connection issues about Repeater Mode with Intel Wireless WiFi Link 4965AGN, there're only a little packets of ICMP lost.
3. Fixed to assign gateway in PPPoE in WISP mode.
4. Fixed "Connected Wireless Client List" in Repeater Mode.
5. Backup Mode IP change to 192.168.1.6.(The same with 8186 product).

Notes, Not finished & Known Issues:
1. MAC Clone in Wireless Client Mode.

2. Update hidden page to meet D-Link hidden page spec v1.02.

3. Define magic number & version control of language pack in firmware.

4. Upgrade firmware fail by using Firefox 3.0.1

5. GPL source upload firmware function.

6. Check firmware source form D-Link or GPL code for RMA checking.

7. WISP mode PPTP connection issues.

8. WatchDog failed, because D-Link request to remove the DNS setting in LAN setting page.
Realtek 11n 7 mode Wireless AP Firmware 1.00B22 Jan 19, 2009
Filename: DAP1360_A1_FW100B22_nml.bin
File Size:  1,920,044 bytes
Date Published: 2009/01/19

Firmware version: 1.00B22
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Dec 22 15:56:03 CST 2008
RunTime Checksum: 0x00202c20
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Add client, repeater wizard.
2. Add WPS function in wireless page.

3. Add Language Pack Webpage.

4. Add Radius Second Server Settings.

5. Add LLTD for Vista.

6. Fix wireless webpage. (Wireless Mode can't be selected.)
7. Fix LAN webpage. (disabled DHCP Server setting when client mode)

Notes & Not finished:
1. Wireless Client is unstable, might effect Repeater mode. Check the new WLAN driver with turnkey code.
2. Define magic number & version control of language pack in firmware.

3. Upgrade firmware fail by using Firefox 3.0.1

4. GPL source upload firmware function.

5. Check firmware source form D-Link or GPL code for RMA checking.
Realtek 11n 7 mode Wireless AP Firmware 1.00B20 Jan 12, 2009
Filename: DAP1360_A1_FW100B20_nml.bin
File Size:  1,903,660 bytes
Date Published: 2009/01/12
Firmware version: 1.00B20
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Thu Jan 8 13:33:34 CST 2009
RunTime Checksum: 0x008a798a
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. ACCESS CONTROL

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. PARENTAL CONTROL

J. ADVANCED NETWORK

K. USER LIMIT

3. MAINTENANCE

L. ADMIN

M. SYSTEM

N. FIRMWARE

O. WATCHDOG

P. TIME

Q. SCHEDULES

4. STATUS

R. DEVICE INFO

S. LOGS

T. STATISTICS

U. WIRELESS
Modified & Fixed Bugs:

1. Upgrade Wireless LAN driver to fix WMM-PS certification failed.
Notes & Not finished:

1. WPS failed to pass WIFI cert, it will be fixed ASAP.

2. Backup Radius server function not finished yet. only displayed UI for checking.

3. Wizard server side function not finished yet. only displayed UI for checking and need customer to apporve that.

4. LLTD for Vista Logo bug.

5. GPL source upload firmware function.
6. Check firmware source form D-Link or GPL code for RMA checking.
Realtek 11n 7 mode Wireless AP Firmware 1.00B17 Jan 7, 2009
Filename: DAP1360_A1_FW100B17_nml.bin
File Size:  1,903,660 bytes
Date Published: 2009/01/07
Firmware version: 1.00B17
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Dec 22 15:56:03 CST 2008
RunTime Checksum: 0x00bc78bc
Abstract:
4. This is the D-link style firmware with 7 mode 11n access point.

5. SoC: RTL8651C + RTL8190 + RTL8256

6. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
5. SETUP

V. WIZARD

W. WIRELESS SETUP

X. LAN SETUP

6. ADVANCED

Y. PERFORMANCE

Z. ACCESS CONTROL
AA. PORT FORWARDING

AB. PORT FILTER

AC. DMZ

AD. PARENTAL CONTROL
AE. ADVANCED NETWORK

AF. USER LIMIT

7. MAINTENANCE

AG. ADMIN

AH. SYSTEM

AI. FIRMWARE

AJ. WATCHDOG

AK. TIME

AL. SCHEDULES

8. STATUS

AM. DEVICE INFO

AN. LOGS

AO. STATISTICS

AP. WIRELESS
Modified & Fixed Bugs:

2. Fixed WatchDog alert mail content. (correct model name with DAP-1360).
3. Fixed webpage UI (FILTER -> ACCESS CONTROL)
4. Fixed webpage UI (WEBSITE FILTER -> PARENTAL CONTROL)

5. Fixed webpage UI (add WLAN Schedule page URL link in TIME setting page).

6. Fixed chklst.txt & version.txt content.

7. ADD LED behavior when WDS mode with encryption.
8. ADD Wireless Client Wizard UI & Modified Access Point Wizard UI. Note.2
9. Modified WPS UI & setting behavior from ADVANED->WI-FI-PROTECTED to SETUP->WIRELESS SETUP.
10. Merge MP F2 site source code for pilot run.
Notes & Not finished:

7. Backup Radius server function not finished yet. only displayed UI for checking.

8. Wizard server side function not finished yet. only displayed UI for checking and need customer to apporve that.
9. LLTD for Vista Logo bug.

10. GPL source upload firmware function.
Check firmware source form D-Link or GPL code for RMA checking.

11. Realtek 11n 7 mode Wireless AP Firmware 1.00B16 Dec 29, 2008
Filename: DAP1360_A1_FW100B16_nml.bin
File Size:  1,899,564 bytes
Date Published: 2008/12/29

Firmware version: 1.00B16
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Mon Dec 22 15:56:03 CST 2008
RunTime Checksum: 0x 00a98fa9
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. FILTER

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. WEBSITE FILTER

J. ADVANCED NETWORK

K. WI-FI PROTECTED SETUP

L. USER LIMIT

3. MAINTENANCE

M. ADMIN

N. SYSTEM

O. FIRMWARE

P. WATCHDOG

Q. TIME

R. SCHEDULES

4. STATUS

S. DEVICE INFO

T. LOGS

U. STATISTICS

V. WIRELESS
Modified & Fixed Bugs:

1. Fix Time webpage. (manual time default to year 2009, fix left function link).
2. Fix Schedulte webpage. (broken page).
3. Fix WatchDog function. (open 'ping' function)
4. Fix LAN webpage. (disable DHCP server when wireless client mode, delete DNS server settings)
5. Fix Wireless webpage. (AP Client -> Wireless Client , Add backup RADIUS Server settings). *Note 1.
6. Fix ADVANCED WIRELESS webpage. (PERFORMANCE -> ADVANCED WIRELESS)
7. Fix ACCESS CONTROL webpage. (FILTER -> ACCESS CONTROL).

8. Fix PARENTAL CONTROL webpage. (WEBSITE FILTER->PARENTAL CONTROL)

9. Fix DEVICE INFO webpage. (remove B(beta) character)

10. Fix CLIENT LIST webpage. (remove multiple ssid client information)

11. Add LED behavior for D-Link SOHO/Home AP LED Specification v1.00.

12. Add DCC daemon for Cameo internal certification.
13. Add hidden page. (version.txt)
Notes & Not finished:

1. Backup Radius server function not finished yet. only displayed UI for checking.

2. WPS page will be integrated in WIRELESS setup page.
3. LLTD for Vista Logo bug.

4. Add wizard for repeater & wireless client.

5. Lock LED lights on when WDS with security.

6. GPL source upload firmware function.

7. Check firmware source form D-Link or GPL code for RMA checking.

Realtek 11n 7 mode Wireless AP Firmware 1.00B15 Dec 22, 2008
Filename: DAP1360_A1_FW100B15_nml.bin
File Size:  1,831,980 bytes
Date Published: 2008/12/22
Firmware version: 1.00B15
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Tue Dec 9 14:06:28 CST 2008
RunTime Checksum: 0x ac8c

Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. FILTER

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. WEBSITE FILTER

J. ADVANCED NETWORK

K. MULTI-SSID

L. WI-FI PROTECTED SETUP

M. USER LIMIT

3. MAINTENANCE

N. ADMIN

O. SYSTEM

P. FIRMWARE

Q. WATCHDOG

R. TIME

4. STATUS

S. DEVICE INFO

T. LOGS

U. STATISTICS

V. WIRELESS
Modified & Fixed Bugs:

1. Add Wireless LAN schedule.
2. Add NetBios Name.

3. Add Day Light Saving.

4. Add IGMP Snooping.

5. Add LLTD for Vista Logo.

6. Modify LED behavior. (According LED SPEC, Wireless & Others LED behavior are not be implement yet.)

7. Modify wireless LAN driver in order to set differenent Power Index when HT40 or HT20.
8. The v1.00B15 firmware is not compatible with the other previous version firmware casue re-map the flash layout.
Realtek 11n 7 mode Wireless AP Firmware 1.00B10 Nov 10, 2008
Filename: G700APN_A1_FW100B10_nml.bin
File Size:  1,831,980 bytes
Date Published: 2008/11/10
Firmware version: 1.00B10
CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Fri Nov 7 10:32:47 CST 2008
RunTime Checksum: 0x 22FE
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

4. Patched wlan driver for DWA-642 IOT issue & power tracking issue.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. FILTER

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. WEBSITE FILTER

J. ADVANCED NETWORK

K. MULTI-SSID

L. WI-FI PROTECTED SETUP

M. USER LIMIT

3. MAINTENANCE

N. ADMIN

O. SYSTEM

P. FIRMWARE

Q. WATCHDOG

R. TIME

4. STATUS

S. DEVICE INFO

T. LOGS

U. STATISTICS

V. WIRELESS
Modified & Fixed Bugs:

1. Fixed IOT issue with DAP-1522 AP & Intel WifiLink5100 WifiLink5300 client card in Repeater Mode.
2. Fixed connection failed when AP in Repeater Mode with WPA/WPA2 TKIP cipher.

3. Fixed wireless connection bugs. When AP set in Repeater mode with WPA/WPA2 TKIP cipher, then remove security to none-security. The site survey results is still displayed the Repeater with WPA/WPA2 TKIP security.

Realtek 11n 7 mode Wireless AP Firmware 1.00B09 Nov 3, 2008
Filename: G700APN_A1_FW100B09_nml.bin
File Size:  1,831,980 bytes
Date Published: 2008/11/03

Firmware version: 1.00B09

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Wed Oct 8 09:58:28 CST 2008
RunTime Checksum: 0x C167
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

4. Patched wlan driver for DWA-642 IOT issue & power tracking issue.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

D. PERFORMANCE

E. FILTER

F. PORT FORWARDING

G. PORT FILTER

H. DMZ

I. WEBSITE FILTER

J. ADVANCED NETWORK

K. MULTI-SSID

L. WI-FI PROTECTED SETUP

M. USER LIMIT

3. MAINTENANCE

N. ADMIN

O. SYSTEM

P. FIRMWARE

Q. WATCHDOG

R. TIME

4. STATUS

S. DEVICE INFO

T. LOGS

U. STATISTICS

V. WIRELESS
Modified & Fixed Bugs:

1. Modified to 2x2 MIMO.
Realtek 11n 7 mode Wireless AP Firmware 1.00B08 Oct 20, 2008
Filename: G700APN_A1_FW100B08_nml.bin
File Size:  1,831,980 bytes
Filename: G700APN_A1_FW100B08_precode.bin
File Size:  2,097,152 bytes
Date Published: 2008/10/20

Firmware version: 1.00B08

CPU BSP: RTL8651C, Linux version 2.4.18-MIPS-01.00
Realtek Turn-key SDK version: v1.2f
Wireless Driver: Wed Oct 8 09:58:28 CST 2008
RunTime Checksum: 0x 1652
Precode Checksum: 0x 0FBB5A49h
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

4. Patched wlan driver for DWA-642 IOT issue & power tracking issue.

Ready Features:
1. SETUP

W. WIZARD

X. WIRELESS SETUP

Y. LAN SETUP

2. ADVANCED

Z. PERFORMANCE

AA. FILTER

AB. PORT FORWARDING

AC. PORT FILTER

AD. DMZ

AE. WEBSITE FILTER

AF. ADVANCED NETWORK

AG. MULTI-SSID

AH. WI-FI PROTECTED SETUP

AI. USER LIMIT

3. MAINTENANCE

AJ. ADMIN

AK. SYSTEM

AL. FIRMWARE

AM. WATCHDOG

AN. TIME

4. STATUS

AO. DEVICE INFO

AP. LOGS

AQ. STATISTICS

AR. WIRELESS
Modified & Fixed Bugs:

1. Patch wireless driver for power tracking issue.

2. Fixed web UI for wireless data rate setting.

3. Fixed WISP client router function for throughput issue. (Switch wlan root interface as AP, wlan virtual interface as client)

4. Fixed region domain display in chklst.txt.
5. Fixed web UI for Aggregation setting in Advanced Performance page.

6. Modified the method of writing new runtime checksum to flash when upgrade firmware.

Realtek 11n 7 mode Wireless AP Firmware 1.00.07RC3 Oct 14, 2008
Filename: G700APN_A0-0_image_1.00.07RC3.bin
File Size:  1,827,884 bytes
Date Published: 2008/10/14

Firmware version: 1.00.07RC3

Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

4. Patched wlan driver for DWA-642 IOT issue & power tracking issue.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

A. PERFORMANCE

B. FILTER

C. PORT FORWARDING

D. PORT FILTER

E. DMZ

F. WEBSITE FILTER

G. ADVANCED NETWORK

H. MULTI-SSID

I. WI-FI PROTECTED SETUP

J. USER LIMIT

3. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

4. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
Fixed Bugs:

1. Patch wireless driver for power tracking issue.

2. Fixed web UI for wireless data rate setting.

Realtek 11n 7 mode Wireless AP Firmware 1.00.07RC2 Oct 6, 2008
Filename: G700APN_A0-0_image_1.00.07RC2.bin
File Size:  1,831,980 bytes
Date Published: 2008/10/06

Firmware version: 1.00.07RC2

Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8651C + RTL8190 + RTL8256

3. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

4. Patched wlan driver for DWA-642 IOT issue & power tracking issue.

Ready Features:
3. SETUP

AS. WIZARD

AT. WIRELESS SETUP

AU. LAN SETUP

4. ADVANCED

AV. PERFORMANCE

AW. FILTER

AX. PORT FORWARDING

AY. PORT FILTER

AZ. DMZ

BA. WEBSITE FILTER

BB. ADVANCED NETWORK

BC. MULTI-SSID

BD. WI-FI PROTECTED SETUP

BE. USER LIMIT

5. MAINTENANCE

BF. ADMIN

BG. SYSTEM

BH. FIRMWARE

BI. WATCHDOG

BJ. TIME

6. STATUS

BK. DEVICE INFO

BL. LOGS

BM. STATISTICS

BN. WIRELESS
Fixed Bugs:

7. Patch wireless driver for compatibilty with DWA-642 in WEP & WPA TKIP mode.

8. Patch wireless driver for power tracking issue.

9. Switch wlan root interface to AP and virtual interface to Client in Repeater Mode.

10. Fixed backup mode.

11. Fixed Wireless Client Status when Repeater Mode.

Realtek 11n 7 mode Wireless AP Firmware 1.00.07RC1 Oct 3, 2008
Filename: G700APN_A0-0_image_1.00.07RC1.bin
File Size:  1,831,980 bytes 
Date Published: 2008/10/03

Firmware version: 1.00.07RC1
Abstract:
5. This is the D-link style firmware with 7 mode 11n access point.

6. SoC: RTL8651C + RTL8190 + RTL8256

7. The firmware was developed from Realtek 11n turnkey SDK v1.2f.

8. Patched wlan driver for DWA-642 IOT issue.

Ready Features:
7. SETUP

BO. WIZARD

BP. WIRELESS SETUP

BQ. LAN SETUP

8. ADVANCED

BR. PERFORMANCE

BS. FILTER

BT. PORT FORWARDING

BU. PORT FILTER

BV. DMZ

BW. WEBSITE FILTER

BX. ADVANCED NETWORK

BY. MULTI-SSID

BZ. WI-FI PROTECTED SETUP

CA. USER LIMIT

9. MAINTENANCE

CB. ADMIN

CC. SYSTEM

CD. FIRMWARE

CE. WATCHDOG

CF. TIME

10. STATUS

CG. DEVICE INFO

CH. LOGS

CI. STATISTICS

CJ. WIRELESS
Fixed Bugs:

12. Patch wireless driver for compatibilty with DWA-642 in WEP & WPA TKIP mode.

13. Switch wlan root interface to AP and virtual interface to Client in Repeater Mode.

14. Fixed backup mode.

15. Fixed Wireless Client Status when Repeater Mode.

Known Issue:

1. Power tracking is failed and will be fixed next version.

Realtek 11n 7 mode Wireless AP Firmware 1.00.07 Sep 23, 2008
Filename: G700APN_B0-0_image_1.00.07.bin
File Size:  1,831,980 bytes 
Date Published: 2008/09/23

Firmware version: 1.00.07

Abstract:
9. This is the D-link style firmware with 7 mode 11n access point.

10. SoC: RTL8651C + RTL8190 + RTL8256

3.  The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
11. SETUP

CK. WIZARD

CL. WIRELESS SETUP

CM. LAN SETUP

12. ADVANCED

CN. PERFORMANCE

CO. FILTER

CP. PORT FORWARDING

CQ. PORT FILTER

CR. DMZ

CS. WEBSITE FILTER

CT. ADVANCED NETWORK

CU. MULTI-SSID

CV. WI-FI PROTECTED SETUP

CW. USER LIMIT

13. MAINTENANCE

CX. ADMIN

CY. SYSTEM

CZ. FIRMWARE

DA. WATCHDOG

DB. TIME

14. STATUS

DC. DEVICE INFO

DD. LOGS

DE. STATISTICS

DF. WIRELESS
Fixed Bugs:

16. Patch wireless driver for compatibilty with DWA-642 in WEP & WPA TKIP mode.

Note:

There are two hardware models of the G700APN. Smaller one (2x2) is version A, and the new one of the lager PCB(2x4) is version B. The firmware version control is the same right now.

Realtek 11n 7 mode Wireless AP Firmware 1.00.06RC2 Sep 9, 2008
Filename: G700APN_A1_image_1.00.06RC2.bin
File Size:  1,824,812 bytes 
Date Published: 2008/09/09

Firmware version: 1.00.06RC2

Abstract:
11. This is the D-link style firmware with 7 mode 11n access point.

12. SoC: RTL8651C + RTL8190 + RTL8256

3.  The firmware was developed from Realtek 11n turnkey SDK v1.2f.

Ready Features:
15. SETUP

DG. WIZARD

DH. WIRELESS SETUP

DI. LAN SETUP

16. ADVANCED

DJ. PERFORMANCE

DK. FILTER

DL. PORT FORWARDING

DM. PORT FILTER

DN. DMZ

DO. WEBSITE FILTER

DP. ADVANCED NETWORK

DQ. MULTI-SSID

DR. WI-FI PROTECTED SETUP

DS. USER LIMIT

17. MAINTENANCE

DT. ADMIN

DU. SYSTEM

DV. FIRMWARE

DW. WATCHDOG

DX. TIME

18. STATUS

DY. DEVICE INFO

DZ. LOGS

EA. STATISTICS

EB. WIRELESS
Fixed Bugs:

17. Fixed Logo.

18. Fixed default SSID.

19. Enlarge input text box maxlength in watchdog web page.

20. Fixed broken characters in Time setting web page.

21. Add client information when connecting to multiple SSID.

Note:

The G700APN which firmware version is v1.00.06RC2 can't be upgraded from the older version of the firmware. Cause the flash map is modified (resize).

Realtek 11n 7 mode Wireless AP Firmware 1.00.06 Aug 18, 2008
Filename: G700APN_A1_image_1.00.06.bin
File Size:  1,869,868 bytes 
Date Published: 2008/08/18

Firmware version: 1.00.06

Abstract:
13. This is the D-link style firmware with 7 mode 11n access point.

14. SoC: RTL8651C + RTL8190 + RTL8256

3.  The firmware was developed from Realtek 11n turnkey SDK v1.2f.
Ready Features:
19. SETUP

EC. WIZARD

ED. WIRELESS SETUP

EE. LAN SETUP

20. ADVANCED

EF. PERFORMANCE

EG. FILTER

EH. PORT FORWARDING

EI. PORT FILTER

EJ. DMZ

EK. WEBSITE FILTER

EL. ADVANCED NETWORK

EM. MULTI-SSID

EN. WI-FI PROTECTED SETUP

EO. USER LIMIT

21. MAINTENANCE

EP. ADMIN

EQ. SYSTEM

ER. FIRMWARE

ES. WATCHDOG

ET. TIME

22. STATUS

EU. DEVICE INFO

EV. LOGS

EW. STATISTICS

EX. WIRELESS
Fixed Bugs:

22. Fixed when setting WEP key in HEX mode.
23. Fixed MAC filter "Accept" & "Reject" upside down issue.

24. Fixed MAC filter not effect when client links to multiple SSID.

25. Fixed NTP server list.

Known Issues:

1. The client information can't be displayed on Status/Wireless page when connecting

  to multiple SSID.

2. Firmware upgrade UI need to be simplified to prevent broken web page.
3. The G700APN logo is under construction and will replace to correct one in next 

  firmware version.

Realtek 11n 7 mode Wireless AP Firmware D-0.5RC1 Apr 18, 2008

Filename: DAP-1160n_image_D_0_5RC1.bin
File Size:  1,816,620 bytes 
Date Published: 2008/04/18

Firmware version: D-0.5RC1

Abstract:
15. This is the D-link style firmware with 7 mode 11n access point.

16. SoC: RTL8651C + RTL8190 + RTL8256

Ready Features:
23. SETUP

EY. WIZARD

EZ. WIRELESS SETUP

FA. LAN SETUP

24. ADVANCED

FB. PERFORMANCE

FC. FILTER

FD. PORT FORWARDING

FE. PORT FILTER

FF. DMZ

FG. WEBSITE FILTER

FH. ADVANCED NETWORK

FI. MULTI-SSID

FJ. WI-FI PROTECTED SETUP

FK. USER LIMIT

25. MAINTENANCE

FL. ADMIN

FM. SYSTEM

FN. FIRMWARE

FO. WATCHDOG

FP. TIME

26. STATUS

FQ. DEVICE INFO

FR. LOGS

FS. STATISTICS

FT. WIRELESS
Fixed Bugs:

26. Upgrade to SDK 1.2d to fixed throughput issue.
Realtek 11n 7 mode Wireless AP Firmware D-0.4 Apr 10, 2008
Filename: DAP-1160n_image_D_0_4.bin
File Size:  1,816,620 bytes 
Date Published: 2008/04/10
Firmware version: D-0.4

Abstract:
17. This is the D-link style firmware with 7 mode 11n access point.

18. SoC: RTL8651C + RTL8190 + RTL8256

Ready Features:
27. SETUP

FU. WIZARD

FV. WIRELESS SETUP

FW. LAN SETUP

28. ADVANCED

FX. PERFORMANCE
FY. FILTER
FZ. PORT FORWARDING
GA. PORT FILTER
GB. DMZ
GC. WEBSITE FILTER
GD. ADVANCED NETWORK

GE. MULTI-SSID

GF. WI-FI PROTECTED SETUP

GG. USER LIMIT

29. MAINTENANCE

GH. ADMIN
GI. SYSTEM
GJ. FIRMWARE
GK. WATCHDOG
GL. TIME

30. STATUS

GM. DEVICE INFO
GN. LOGS
GO. STATISTICS
GP. WIRELESS
Fixed Bugs:

27. Add web page "chklst.txt".
28. Fixed web UI. (Correct channel number selection in wizard issue.)
29. Fixed web UI. (Correct url link of left button in ADVANCED page.)
30. Fixed web UI. (Correct url link of left button in STATUS page.)

31. Fixed web UI. (Correct garbled text in MULTI-SSID page.)

32. Fixed WPS page about XML http request not work on IE6.
33. Fixed setting DNS address to system and display on DEVICE INFO page when WISP mode PPPoE connection.
Realtek 11n 7 mode Wireless AP Firmware D-0.3 Mar 13, 2008
Filename: DAP-1160n_image_D_0_3.bin
File Size:  1,828,908 bytes 
Date Published: 2008/03/13
Firmware version: D-0.3

Abstract:
19. This is the D-link style firmware with 7 mode 11n access point.

20. SoC: RTL8651C + RTL8190 + RTL8256

Ready Features:
31. SETUP

GQ. Wizard

GR. Wireless Setup

GS. LAN Setup

32. ADVANCED

GT. Access Control(MAC filter, IP filter)

GU. Advanced Wireless

GV. Port Forwarding

GW. Port Filter

GX. DMZ

GY. Parental Control(URL filter)

GZ. Advanced Network

HA. MULTI-SSID

HB. WI-FI PROTECTED SETUP

33. MAINTENANCE

HC. Device Administration

HD. Save and Restore

HE. Firmware Update

HF. WatchDog

34. STATUS

HG. Device Info

HH. Log

HI. Statistics

HJ. Wireless
Unfinished Features:
1. MAINTENANCE

A. Time

Fixed Bugs:

34. Add Backup Mode in Boot loader.

35. Fixed UI (Correct the display of special character SSID in Wizard).
36. Fixed DHCP setting would be modified when setting wizard.
37. Fixed UI (Remove Radius Server 2).

38. Fixed UI (Repair DHCP client list).

39. Fixed UI (Repair MSSID webpage).

40. Fixed UI (Password could be set blank).

41. Fixed UI (Modify waiting time on webpage when reboot).

Known Issues:

1. SSID will be changed when WPS starting with no encryption. And WPS could not work without encryption mode now, but it could work with setting encryption.
Realtek 11n 7 mode Wireless AP Firmware D-0.2 Mar 3, 2008
Filename: DAP-1160n_image_D_0_2.bin
File Size:  1,820,716 bytes 
Date Published: 2008/03/03
Firmware version: D-0.2
Abstract:
21. Add 2 new functions, “MULTI-SSID & WI-FI PROTECTED SETUP”
22. This is the D-link style firmware with 7 mode 11n access point.

23. SoC: RTL8651C + RTL8190 + RTL8256

Ready Features:
35. SETUP

HK. Wizard

HL. Wireless Setup

HM. LAN Setup

36. ADVANCED

HN. Access Control(MAC filter, IP filter)

HO. Advanced Wireless

HP. Port Forwarding

HQ. Port Filter

HR. DMZ

HS. Parental Control(URL filter)

HT. Advanced Network

HU. MULTI-SSID

HV. WI-FI PROTECTED SETUP

37. MAINTENANCE

HW. Device Administration

HX. Save and Restore

HY. Firmware Update

HZ. WatchDog

38. STATUS

IA. Device Info

IB. Log

IC. Statistics

ID. Wireless
Unfinished Features:
2. MAINTENANCE
B. Time
Fixed Bugs:

42. Wireless connecting in some encryption mode issue (WPA, WPA2)

43. Login Page Bug

44. Fixed save setting when Enable Wireless is not checked.

45. Fixed connecting issue when channel width is 40MHz.
(Limit channel above 3 when band width is 40MHz.)

46. Fixed UI (The left function section is not so clear).

47. Fixed UI (Some left function name should be uppercase letter).
48. Fixed UI (The MAC address should be lowercase letter).

49. Fixed UI (Password should be encrypted).
50. Fixed UI (Copyright © 2004-2008 D-Link Systems, Inc.)

51. Fixed UI (Add wireless encryption cipher TKIP in 11n mode).

52. Fixed UI (Some blank space cause the confused letters on browser).
53. Fixed MTU default value.

54. Add display DNS section in STATUS/DEVICE INFO(WISP mode only).

Known Issues:

1. None.

Realtek 11n 7 mode Wireless AP Firmware D-0.1 29 Nov, 2007
Filename: DAP-1160n_image_D_0_1.bin
File Size:  1,749,036 bytes 
Date Published: 2007/11/28
Firmware version: D-0.1
Abstract:
24. This is the D-link style firmware with 7 mode 11n access point.
Ready Features:
39. SETUP
IE. Wizard

IF. Wireless Setup

IG. LAN Setup

40. ADVANCED

IH. Access Control(MAC filter, IP filter)

II. Advanced Wireless

IJ. Port Forwarding

IK. Port Filter

IL. DMZ

IM. Parental Control(URL filter)

IN. Advanced Network

41. MAINTENANCE
IO. Device Administration
IP. Save and Restore

IQ. Firmware Update

IR. WatchDog

42. STATUS

IS. Device Info
IT. Log

IU. Statistics

IV. Wireless
Unfinished Features:
3. ADVANCED
C. Wi-Fi Protected Setup

Known Issues:

1. Client couldn’t connect to AP when set Auto Select Channel with WPA encryption. Please set the fixed channel number.

2. Intel client card can’t connect to AP in WPA, WPA2 or WPA2 Mixed mode.
3. Data rate is fixed on 54Mbps when repeater mode.
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