DAP-1522 Firmware Release Note
Firmware: v1.21-rc0287
Hardware: 3A1

Date: June 30, 2009
Problems Resolved:
1. Change the DFS Region of KR to CE.
Enhancements:
None 

Firmware: v1.21-rc027
Hardware: 3A1

Date: June 4, 2009
Problems Resolved:
1. Reboot device and apply copying local time to device in time configuration, it shows incorrectly after taking effect.
Enhancements:
None 

Firmware: v1.21-rc026
Hardware: 3A1

Date: June 2, 2009
Problems Resolved:
1. Channel 165 could not enable HT40 in 5G band.
2. When NTP disabled, Time Zone should grayed.
3. Modify channels to [52, 56, 60, 64, 149, 153, 157, 161,165] for TW in 5G.
Enhancements:
None 

Firmware: v1.21-rc025
Hardware: 3A1

Date: May 24, 2009
Problems Resolved:
1. Adjust the HT40 channel in 2.4G
2. Could not select data rate under b/g mixed mode
Enhancements:
1． Add NTP 

Firmware: v1.21-rc024
Hardware: 3A1

Date: May 6, 2009
Problems Resolved:
None

Enhancements:
1． Add Channels for RU(643) and KR(410).
Firmware: v1.20-rc023
Hardware: 3A1

Date: Mar 30, 2009
Problems Resolved:
1．[WEB]After clicking edit button of schedule setting list, the add button should not be gray.
2．[WEB]After setting the time of device, the schedule task could not take effect immediately.
3．[WEB]Should upload firmware both by clicking upload button and clicking save settings button.

Enhancements:
None
Firmware: v1.20-rc022
Hardware: 3A1

Date: Mar 25, 2009
Problems Resolved:
1．[WEB]In some pages, Settings should take affect after click the Save Settings button.

Enhancements:
None
Firmware: v1.20-rc022
Hardware: 3A1

Date: Mar 25, 2009
Problems Resolved:
1．[WEB]In some pages, Settings should take affect after click the Save Settings button.
Enhancements:
None
Firmware: v1.20-rc021
Hardware: 3A1

Date: Feb 27, 2009
Problems Resolved:
1．[FW]In bridge mode,the APC can’t re-connect to Root AP immediately ,when Root AP’s SSID is hidden.

Enhancements:
None.

Firmware: v1.20-rc020
Hardware: 3A1

Date: Feb 13, 2009
Problems Resolved:
1．Could not save the log file to local.
Enhancements:
None.

Firmware: v1.20-rc019
Hardware: 3A1

Date: Feb 10, 2009
Problems Resolved:
None
Enhancements:
1. Add hidden page.

Firmware: v1.20-rc018
Hardware: 3A1

Date: Feb 3, 2009
Problems Resolved:
1. In bridge mode, could not connect to the root AP which hidden SSID.

Enhancements:
None

Firmware: v1.20-rc016
Hardware: 3A1

Date: Nov 21, 2008
Problems Resolved:
1. Fix some message errors of language packet.
2. DHCP could not work well.

3. Mac Clone could not work well when Priority by Port enabled.

Enhancements:
None
Firmware: v1.20-rc015
Hardware: 3A1

Date: Nov 18, 2008
Problems Resolved:
4. If Media Stream's multicast ip like 225.128.0.1 and not joined, it can't be blocked by IGMP Snooping.
5. DHCP Reservation function can't work
6. Clients’ Expired Time display not correctly in DHCP.
Enhancements:
1．Add language packets for it\de\es\fr.
Firmware: v1.20-rc014
Hardware: 3A1

Date: Nov 7, 2008
Problems Resolved:
None.
Enhancements:
1. Support WLAN scheduler.

2. Support DHCP server (for both WLAN and LAN).

3. Support QoS on Bridge mode.
Firmware: v1.11-rc013
Hardware: 3A1

Date: Oct 27, 2008
Problems Resolved:
1. DCC could not work.
Enhancements:
None

Firmware: v1.11-rc012
Hardware: 3A1

Date: Oct 24, 2008
Problems Resolved:
1. [Web] Modify the incorrect translations of language packets (German French, Spanish, and Italian).
Enhancements:
None
Firmware: v1.11-rc010
Hardware: 3A1

Date: Sep 28, 2008
Problems Resolved:
1. [IGMP] IGMP snooping could not work well in bridge mode.
Enhancements:
1. Add language package for Italy. 

2. Add language package for France. 

Firmware: v1.11-rc008
Hardware: 3A1

Date: Sep 22, 2008
Problems Resolved:
None
Enhancements:
1. Add language package for Spanish. 

Firmware: v1.11-rc007
Hardware: 3A1

Date: Sep 12, 2008
Problems Resolved:
None
Enhancements:
1. Support Multi-language function 
Firmware: v1.10-rc006
Hardware: 3A1

Date: Aug 28, 2008

Problems Resolved:
1. [FW]Priority by Port could not work.
2. [FW] DCC could not work.
Enhancements:
Firmware: v1.10-rc005
Hardware: 3A1

Date: Aug 25, 2008

Problems Resolved:
1. [IOT]In bridge mode, failed to connect to DGL-4500 and Linksys WRT610N with WPS
2. [FW] IGMP Snooping can't work, after switching mode (Ap->bridge->AP) or changing SSID.
3. [WEB] TM's Warning message is incorrect.
Enhancements:
Firmware: v1.10-rc004
Hardware: 3A1

Date: Aug 20, 2008

Problems Resolved:
1. [FW] legacy G issue，in AP mode, the throughput is low with ag660 adapter
2. [FW] It would kernel panic with 2 HD video broadcast with IGMP function enabled.
3. [FW] Root AP' Cipher become AES from AES/TKIP, the Bridge can't connect Root AP then..
Enhancements:
1.[FW]Add the DFS channel and function for AU.

Firmware: v1.10-rc003
Hardware: 3A1

Date: Aug 4, 2008

Problems Resolved:
1. [FW] WPS can't work well with mac-clone function
2. [FW] add reasonable limitation range for QOS and Traffic Manage bandwidth.
3. [FW] The throughput with ma-clone and priority by LAN port not very good.
Enhancements:
1.[FW]add green Ethernet function.

Firmware: v1.10-rc002
Hardware: 3A1

Date: July 22, 2008

Problems Resolved:
1. [FW]NETBEUI work failed in AP mode.
2. [FW]WPA2-PSK work failed in Bridge mode.
Enhancements:
1.[WEB]add BC/MC checker for source MAC in MAC cloning module.

Firmware: v1.10-rc001
Hardware: 3A1

Date: July 16, 2008

Problems Resolved:
1. Fix the bug that PC connected with DAP1522(bridge mode) cann’t get IP from DHCP server.
Enhancements:
1. support QOS function in AP mode.
a. User can define the QOS policy by Ethernet port.

b. User can define the QOS policy by application.

2. support Traffic manager function in AP mode.User can define the bandwidth policy by IP/MAC
3. support MAC cloning in bridge mode.User can define the source MAC address.
4. support DCC lite
Firmware: v1.02-r0026
Hardware: 3A1

Date: June 25, 2008

Problems Resolved:
None.

Enhancements:
1. Disable DFS channel for Canada.

Firmware: v1.02-r0025
Hardware: 2A1

Date: June 20, 2008

Problems Resolved:
1. Fixed the Bridge mode will send Prob-request for scanning in DFS band.

2. Fixed the bug that PC can’t get IP through 1522 bridge mode if DHCP server sends Unicast response.

3. Fixed the bug that UDP has high packet lost rate in some boards.(RGMII delay time issue between RT2880 and 8366SR)

4. Fixed the bug that IGMP Snooping will drop UPnP SSDP packets.

Enhancements:
2. Disable DFS channel for USA, Australia and Taiwan.

Firmware: v1.02-r0024

Hardware: 2A1

Date: June 02, 2008

Problems Resolved:
None.

Enhancements:
3. Enable DFS channel for USA, EU, Australia, Canada and Taiwan.
a. AU: Australia       (36) 5 GHz channel 36, 40, 44, 48, 149, 153, 157, 161, 165(DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 132,136, 140
b. CA: Canada         (124) 5 GHz channel 36, 40, 44, 48, 149, 153, 157, 161, 165, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 132, 136, 140
c. TW: Taiwan         (158) 5 GHz channel 52, 56, 60, 64, 149, 153, 157, 161 (DFS& TPC) channel 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140
d. UK: UK             (826) 5 GHz channel 36, 40, 44, 48, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140
e. US: USA            (840) 5 GHz channel 36, 40, 44, 48, 149, 153, 157, 161, 165, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140
Firmware: v1.01-r0023

Hardware: 2A1

Date: April 03, 2008

Problems Resolved:
1. Bug fixed: [WPS] Fixed the bug that WPS connection failed sometimes.
2. Bug fixed: Modified AU channel table.
/*AU: Australia       (36) 5 GHz channel 36, 40, 44, 48, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140 */
Enhancements:
None.
Firmware: v1.00-r0022

Hardware: 2A1

Date: April 02, 2008

Problems Resolved:
3. Bug fixed: [WPS] Add session overlap detection in active PBC mode.
4. Bug fixed: [WPS] Add select to check if PBC or PIN activated APs.
5. Bug fixed: [WEB] Using WEB set up DHCP Client will disable WEB.
Enhancements:
None.
Firmware: v1.00-r0021

Hardware: 2A1

Date: March 28, 2008

Problems Resolved:
6. Bug fixed: IGMP snooping will make DHCP Client failed in Auto mode.
7. Bug fixed: Channel is incorrect in Bridge mode.
8. Bug fixed: The LED was off when doing WPS but not timeout.
Enhancements:
None.
Firmware: v1.00-r0020
Hardware: 2A1

Date: March 24, 2008

Problems Resolved:
9. Bug fixed: DAP-1522(A1/1.00r0019) WPS fail with Cameo DIR-615(B2G/2.23) when using Open System with no cipher.
10. Bug fixed: Daylight Saving Offset is fixed to +1:00.
11. Bug fixed: [QoS] If select only 3 chariot pairs to measure throughput, Qos will work. But create four pairs in Chariot, only Background priority works.
Enhancements:
1. [IGMP Snooping] Modified IGMP Snooping default value to enable.

2. [WPS LED]D-Link requests to modify the blinking time after WPS connected from 300 seconds to 5 seconds. WPS standand did suggest 300 seconds, but WiFi test plan didn't check the LED and D-Link insists that D-Link style is using 5 seconds.
3. Supported country list:    
/*Currect support channel table for DAP-1522 (Not support DFS channel now)*/

    /*AU: Australia       (36) 2.4 GHz channel 1~13*//*Default channel = 6*/

    /*CA: Canada         (124) 2.4 GHz channel 1~11*//*Default channel = 6*/

    /*CN: China          (156) 2.4 GHz channel 1~13*//*Default channel = 6*/

    /*DE: Germany        (276) 2.4 GHz channel 1~13*//*Default channel = 6*/

    /*LA: Latin America  (777) 2.4 GHz channel 1~11*//*Default channel = 6*/

    /*TW: Taiwan         (158) 2.4 GHz channel 1~11*//*Default channel = 6*/

    /*UK: United Kingdom (826) 2.4 GHz channel 1~13*//*Default channel = 6*/ 

    /*US: United States  (840) 2.4 GHz channel 1~11*//*Default channel = 6*/

    /*AU: Australia       (36) 5 GHz channel 36, 40, 44, 48, 52, 56, 60, 64, (DFS& TPC) channel 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140 */

    /*AU: Australia       (36) 5 GHz WDS channel 36, 40, 44, 48, 52, 56, 60, 64*/

    /*AU: Australia       (36) 5 GHz default channel = 44*/

    /*CA: Canada         (124) 5 GHz channel 36, 40, 44, 48, 149, 153, 157, 161, 165, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 132, 136, 140 */

    /*CA: Canada         (124) 5 GHz WDS channel 36, 40, 44, 48, 149, 153, 157, 161, 165*/

    /*CA: Canada         (124) 5 GHz default channel = 36*/

    /*CN: China          (156) 5 GHz channel 149, 153, 157, 161, 165 */

    /*CN: China          (156) 5 GHz WDS channel 149, 153, 157, 161, 165*/

    /*CN: China          (156) 5 GHz default channel = 149*/

    /*DE: Germany        (276) 5 GHz channel 36, 40, 44, 48, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140 */

    /*DE: Germany        (276) 5 GHz WDS channel (Can't support WDS)*/

    /*DE: Germany        (276) 5 GHz default channel = 44*/  

    /*LA: Latin America  (777) 5 GHz channel 149, 153, 157, 161*/

    /*LA: Latin America  (777) 5 GHz WDS channel 149, 153, 157, 161*/

    /*LA: Latin America  (777) 5 GHz default channel = 149*/

    /*TW: Taiwan         (158) 5 GHz channel 52, 56, 60, 64, 149, 153, 157, 161 */

    /*TW: Taiwan         (158) 5 GHz WDS channel 52, 56, 60, 64, 149, 153, 157, 161*/

    /*TW: Taiwan         (158) 5 GHz default channel = 149*/

    /*UK: UK             (826) 5 GHz channel 36, 40, 44, 48, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140 */

    /*UK: UK             (826) 5 GHz WDS channel 36, 40, 44, 48*/

    /*UK: UK             (826) 5 GHz default channel = 44*/    

    /*US: USA            (840) 5 GHz channel 36, 40, 44, 48, 149, 153, 157, 161, 165, (DFS& TPC) channel 52, 56, 60, 64, 100, 104, 108, 112, 116, 120, 124, 128, 132, 136, 140 */

    /*US: USA            (840) 5 GHz WDS channel 36, 40, 44, 48, 149, 153, 157, 161, 165*/

    /*US: USA            (840) 5 GHz default channel = 36*/
Firmware: v1.00-r0019

Hardware: 2A1

Date: February 27, 2008

Problems Resolved:
12. Bug fixed: Remove Modification “Switch channel or band only won’t set WPS to configured mode.” in v100r0018 according to the request from D-Link.
Enhancements:
None.
Firmware: v1.00-r0018

Hardware: 2A1

Date: February 26, 2008

Problems Resolved:
13. Modified DHCP Client timeout value to 30 seconds. (Device will switch IP mode to Static IP mode if DHCP Client can’t get IP more than 30 seconds.)
14. Bug fixed: Switch channel or band only won’t set WPS to configured mode.
Enhancements:
None.
Firmware: v1.00-r0017

Hardware: 2A1

Date: February 21, 2008

Problems Resolved:
15. Re-patched Driver again for 5G band Tx Power calibration.
Enhancements:
None.
Firmware: v1.00-r0016

Hardware: 2A1

Date: February 21, 2008

Problems Resolved:
16. Bug Fixed: IGMP snooping can’t initiate.
17. Patched Driver for 5G band Tx Power calibration.
Enhancements:
None.
Firmware: v1.00-r0015

Hardware: 2A1

Date: February 15, 2008

Problems Resolved:
18. Bug Fixed: Fixed Bridge wizard can’t save Netbios name or password after user select site survey. [LAB Bug ID : 146]
19. Bug Fixed: DAP-1522 WPS-PBC can't connect to DGL-4500.
20. Bug Fixed: RTS can't work in 11a only mode. [LAB Bug ID : 36]
21. Bug Fixed: Tx Power Control can't work. [LAB Bug ID : 83]
22. Bug Fixed: Fix WPS+ WEP can’t work in Bridge mode.
23. Bug Fixed: Fixed Site survey synchronization issue in Bridge Wizard.
Enhancements:
None.
Known issues:

1. HTTPS can’t work now.

=========================================================================


Firmware: v1.00-r0014
Hardware: 2A1

Date: February 01, 2008

Problems Resolved:
24. Bug Fixed: Fixed Password can’t work in wizard with security.
Enhancements:
None.
Known issues:

2. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0013

Hardware: 2A1

Date: February 01, 2008

Problems Resolved:
25. Bug Fixed: Fixed AP scan script.
26. Bug Fixed: Fixed Password can’t work in wizard.
27. Bug Fixed: Enable HT40 for manufacture test..
Enhancements:
None.
Known issues:

3. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0012

Hardware: 2A1

Date: January 30, 2008

Problems Resolved:
28. Bug Fixed: Fixed the timing issue of AUTO mode when device initiate.
29. Bug Fixed: Fixed the IGMP snooping bug..
Enhancements:
None.
Known issues:

4. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0011

Hardware: 2A1

Date: January 29, 2008

Problems Resolved:
30. Bug Fixed: The bandwidth will be fixed to 20 MHz when 802.11 mode is 802.11n only for 5GHz.
31. Bug Fixed: Fixed WEB help page.
Enhancements:
None.
Known issues:

5. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0010

Hardware: 2A1

Date: January 28, 2008

Problems Resolved:
32. Bug Fixed: Modified copyright to “Copyright © 2008 D-Link Corporation, Inc.”
Enhancements:
None.
Known issues:

6. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0009

Hardware: 2A1

Date: January 28, 2008

Problems Resolved:
33. Bug Fixed:[WPS] Fixed the WPS IOT issue with Buffalo card.
Enhancements:
None.
Known issues:

7. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0008

Hardware: 2A1

Date: January 23, 2008

Problems Resolved:
34. Bug Fixed: [Bridge+wps on+wep index 2,3,4] can't associate with root AP. [LAB Bug ID : 138]
35. Bug Fixed: [WPS] Use External to add a new enrollee, failed.
36. Bug Fixed: [WPS] Show WEP key value in WEB pages.
37. Bug Fixed: [WEB] Modify copyright to “2008”
Enhancements:
1. Added new items for 801.11mode:  (2.4GHz: Mixed 802.11n and 802.11g) (5 GHz: 802.11n Only)
Known issues:

8. HTTPS can’t work now.

=========================================================================

Firmware: v1.00-r0007

Hardware: 1A1

Date: January 17, 2008

Problems Resolved:
38. Bug Fixed: [WEB] Remove check function for Gateway in LAN page.
39. Bug Fixed: [WEB] Modified 802.11 mode in wireless page to support "Mixed 802.11n, 802.11g and 802.11b" and "Mixed 802.11g and 802.11b".

40. Bug Fixed: [WEB] Modified WAP-PSK to show passphrase value for Wi-Fi test.
41. Bug Fixed: [WPS] Disable upnp suport in bridge mode. [LAB Bug ID : 125]
42. Bug Fixed: [WPS] Bridge mode + WEP can't work.. [LAB Bug ID : 95]
43. Bug Fixed: [WEB] [TIME] At 12 PM, can not correctly copy computer's time .[LAB Bug ID : 98]

44. Bug Fixed: [WEB] Bridge mode + WPA-PSK-Auto. [LAB Bug ID : 108]
Enhancements:
Known issues:

9. HTTPS can’t work now.

=========================================================================
Firmware: v1.00-r0006
Hardware: 1A1

Date: January 11, 2008
Please do factory default after you download this code.

Problems Resolved:
45. Bug Fixed: [Bridage+WPS] can't accept 64 HEX of Passphrase. Vista can't set 63 ASCII characters . [LAB Bug ID : 102]

46. Bug Fixed: Use Vista to configure AP with wep key, but device info displays error key length.[LAB Bug ID : 117]

47. Bug Fixed: [WEB IE7] In bridge wizard, Site survey can’t work correctly in Vista IE7 browser. No AP display. [LAB Bug ID :126]

48. Bug Fixed: [WPS] When WPS connection is built, bridge WPS LED become off at once. [LAB Bug ID : 124]

49. Bug Fixed: [LOG] no WPA-EAP reject event. [LAB Bug ID : 111]

50. Bug Fixed: [Auto mode issue] one condition cause that it always witch to AP mode forever. [Auto mode] Auto mode (Wait 150 sec) --> AP mode (Lan IP become Static IP) [LAB Bug ID : 130, 131]

51. Bug Fixed: [WIFI test Fail] DAP-1522 didn't disassociate SAT when it receive two mic error data packet within 60 secs.
52. Bug Fixed: [Clear Statistics] can't clean all. [LAB Bug ID : 110]

53. Bug Fixed: [LOG] no "Device reboot" message. [LAB Bug ID : 112]

54. Bug Fixed: [LOG] User can see a ghost log after apply clear log, please remove it. [LAB Bug ID : 70]

55. Bug Fixed: Reset WPS status to unconfig, security still is WEP. [LAB Bug ID : 114]

56. Bug Fixed: [WCN NET] Vista can't set ssid and security on AP via UPnP. [LAB Bug ID : 116]

57. Bug Fixed: [Bridge mode] From AP LAN port ping AP client about 10 packets fail. [LAB Bug ID : 109]

58. Bug Fixed: IGMP snooping can work with Bridge mode.
59. Bug Fixed: NetBIOS can’t work.
60. Bug Fixed: [WEB page BUG ID] 57, 66, 71, 79, 80, 98, 118, 119, 121, 123 and 126.

Enhancements:
1. Added function to support Status LED for both mfc and runtime code. 

Known issues:

10. HTTPS can’t work now.

Firmware: v1.00-r0005

Hardware: 1A1

Date: December 25, 2007

Problems Resolved:
61. Bug Fixed: [WPS] Can't add enrollee by wireless External Registrar. [LAB Bug ID : 22]
62. Bug Fixed: [Bridge] Site survey issue. Display old SSID.[LAB Bug ID :13]

63. Bug Fixed: [WPS] WPS function should support UPNP Protocol [LAB Bug ID :23]

64. Bug Fixed: [WPS] Wireless External Registrar compatible problem. [LAB Bug ID :24]
65. Bug Fixed: [Bridge mode site survey] display incorrect SSID in wireless page after site survey. [LAB Bug ID :25]
66. Bug Fixed: [TX Rate] 802.11a only tx rate can't be fixed successfully[LAB Bug ID :27]

67. Bug Fixed: [WEB]The Default Security Setting in Wireless Setup Wizard Shall be WPA2-PSK [LAB Bug ID :31]

68. Bug Fixed: [Statistics] Wireless tx packets is incorrect. [LAB Bug ID :44]

69. Bug Fixed: [WEB] Time is incorrect in DEVICE Info page. [LAB Bug ID :60]

70. Bug Fixed: [Bridge mode + WPA-PSK issue] [LAB Bug ID :63]

71. Bug Fixed: [LED] Two LED are on and one is blink forever.[LAB Bug ID : 87]

72. Bug Fixed: [QOS+Bridge mode] [LAB Bug ID :92]

73. Bug Fixed: [Bridge mode+WEP] can't work. [LAB Bug ID :95]

74. Bug Fixed: [WLAN Partition] If ethernet to wlan was denied, connection between STA also was denied. [LAB Bug ID :97]

75. Bug Fixed: [Bridage+WPS] PBC/PIN don't work with Buffalo AP. [LAB Bug ID :101]

76. Bug Fixed: [Bridge + WPS] Wizard WPS timeout caused the webpage redirect to error page [LAB Bug ID :103]

77. Change default 802.11 mode and frequency to “Mixed 802.11 bgn” and 2.4 GHz.

Enhancements:
Known issues:

11. NetBIOS can’t work now.

12. Day Light Saving can’t work now.

13. HTTPS can’t work now.

Ralink SDK Version: 2.2.0.0

Ralink Wireless Driver Version: 1.6.0.0

Firmware: v1.00-r0004
Hardware: 1A1

Date: December 19, 2007

Problems Resolved:
1. Bug Fixed: [MAC filter] The efficient number of ACL only 28.[LAB Bug ID : 81]

2. Bug Fixed: [QOS] FTP port 21 can't work in Auto. Lab suggest to add port 8080 for HTTP.
3. Bug Fixed: [Bridge] Bridge can't connect to Root AP with SSID suppression.[LAB Bug ID :88]

4. Bug Fixed: [Syslog] Added security log items. [LAB Bug ID :65]
5. Bug Fixed: [Bridge] Correct script to fix the unstable issue for Bridge mode.
6. Bug Fixed: [Backup code] Fixed the Backup code bug. (The boot code must be updated for this biug.)

Enhancements:
1. Added GPIO test command for manufacture test.

Known issues:

14. NetBIOS can’t work now.

15. Day Light Saving can’t work now.

16. HTTPS can’t work now.

Ralink SDK Version: 2.2.0.0

Ralink Wireless Driver Version: 1.6.0.0

Firmware: v1.00-r0003

Hardware: 1A1

Date: December 18, 2007

Problems Resolved:
7. Bug Fixed: Configuration file can't restore..[LAB Bug ID : 35]

8. Bug Fixed: [QOS in 11g mode] It can't work..[LAB Bug ID :77]

9. Bug Fixed: [WLAN Partition] "Deny ethernet to wlan" does not work.[LAB Bug ID :76]

10. Bug Fixed: Fixed retry WPS, WPS can't work.
11. Bug Fixed: AP Client display incorrect channel in Device Info after change Root AP's channel and AP client connect to Root AP again. [LAB Bug ID :62]

12. Bug Fixed: Modified to swicth IP mode to static IP if DHCP Client can't get IP               more than 150 secs.
13. Bug Fixed: WMM fail. [LAB Bug ID :77]

14. Bug Fixed: Clear Statistics can't work. [LAB Bug ID :43]
15. Bug Fixed: AP client can't associate with Root AP agiain after Root AP reboots. [LAB Bug ID :9]
16. Bug Fixed: MAc filter can't work. [LAB Bug ID :56]
17. Bug Fixed: Auto channel selection can select ch 64. [LAB Bug ID :47]

18. Bug Fixed: [IGMP snooping] When source transmit error multicast packets, we will drop it.
19. Bug Fixed: AP client can't connect to root AP's ssid includ "space". [LAB Bug ID :11]

20. Bug Fixed: AP client can't connect to root ap's SSID "space" via wizard. [LAB Bug ID :12]

Enhancements:
None.
Known issues:

17. NetBIOS can’t work now.

18. Day Light Saving can’t work now.

19. HTTPS can’t work now.

Ralink SDK Version: 2.2.0.0

Ralink Wireless Driver Version: 1.6.0.0

Firmware: v1.00-r0002
Hardware: 1A1
Date: December 07, 2007

Problems Resolved:
21. Bug Fixed: The picture of LLD2D is wrong.[LAB Bug ID :1]

22. Bug Fixed: When change DIP switch from AUTO (over 30 sec. wo DHCP SRV) to AP mode , the AP will have no IP address.[LAB Bug ID :2]

23. Bug Fixed: When set radio off, the wireless LED can not turn off.[LAB Bug ID :3]

24. Bug Fixed: WPS reset to unconfig fail.[LAB Bug ID :7]

25. Bug Fixed: Enable IGMP snooping, but it can't work.[LAB Bug ID :16]

26. Bug Fixed: Use web page to generate pin code , but checksum error.[LAB Bug ID :21]

27. Bug Fixed: LAN Led can't blink when packets are transmitting [LAB Bug ID :30]

28. Bug Fixed: WLAN partition can’t work.
29. Bug Fixed: Bridge can’t connect AP with WPA-PSK.
30. Bug Fixed: QoS didn’t be initiated when system start.

Enhancements:
None.
Known issues:

20. NetBIOS can’t work now.

21. Day Light Saving can’t work now.

22. WPS in Bridge mode can’t work.

23. HTTPS can’t work now.

Ralink SDK Version: 2.2.0.0

Ralink Wireless Driver Version: 1.6.0.0
Firmware: v1.00-r0001

Hardware: 1A1

Date: December 03, 2007

First Release.

Problems Resolved:
None.

Enhancements:
None.
Known issues:

31. NetBIOS can’t work now.

32. Day Light Saving can’t work now.

33. WPS in Bridge mode can’t work.

34. Bridge can’t connect AP with WPA-PSK.

35. HTTPS can’t work now.

36. The picture of LLD2D is wrong.

37. WLAN partition can’t work.
Ralink SDK Version: 2.2.0.0

Ralink Wireless Driver Version: 1.6.0.0







