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DAP-2590 F/W Release Notes  
Firmware: v1.13
Hardware: A2
Date: 10/03/12
Problems Resolved: 
1. [FW]fix INTEL 5300 compatibility issue.
2. [FW] MSSID connect fail.
3. [FW] EAP+DHCPC(ap side) work fail.
4. [APC connected+Intrusion] The scanned AP's status is forever up and Last Seen's column become blank.
5. [ WDS - Multi WDS MAC Table] Add more then One WDS MAC address to WDS table, the WDS AP connection will fail.
6. [APC+Limit administrator vid] When Wireless client mode is set, Limit Administrator vid function should be grayed.
7. [APC+Endurance+HT40+No encryption] Endurance fail after 2 hours. APC ping Root AP fail.
8. [run chariot+reboot root ap+ APC ping Root AP fail]
9. [console] ath_bstuck_tasklet: stuck beacon; resetting (bmiss count 36)
10. [ WDS +Link LED] Sometime the LInk LED displays error
11. [EG] No Beacons are issued and can't transmit any packet at 5G band.
12. [WAP] AP will crash at wpa-personal
13. [ Mssid] when setting security as open and wep for multi-ssid, key index could not set correctly.
14. [NTP+Schedule] When enable Schedule after NTP, could not work well

15. [MSSID] switch RADIUS from External to Internal, the RADIUS server setting will disappear.
16. [MSSID+Internal Radius] station can't connect MSSID by Internal RADIUS server
17. [CMD][Schedule] can't set MSSID index from CLI
18. [MSSID+Internal Radius] station can't connect MSSID by Internal RADIUS server, if Primary SSID not enable internal Radius auth.
19. [FW] support new MAC adderss, prefixed with 1C/5C/90.
20. [FW]the 2.4G channel range of BR,shoud be 1~11.
21. [FW]WDS info & syslog module should display real MAC.
Enhancements: 
1. [FW]open HT40 for KR.
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