AP Manager II Release Note v1.10-r0046


	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r05
	No change

	DWL-2700AP
	V310r06
	No change

	DWL-3200AP
	V2.41r03
	No change

	DWL-8200AP
	V2.04r02
	No change

	DAP-3220
	V1.00r15
	Bug fixed

	DWL-3260AP
	V1.10r08
	No change


Manager : v1.10r0046

Hardware:A1
Date: November 27, 2007
Problems Resolved:
3220 Module:

1. Mail address first and the last bit in SMTP function don’t support ‘.’ Or ‘-’ characters

2. Mail address don’t support ‘.’ Or ‘-’ appear twice or more times consecutively.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r05
	No change

	DWL-2700AP
	V310r06
	No change

	DWL-3200AP
	V2.41r03
	No change

	DWL-8200AP
	V2.04r02
	No change

	DAP-3220
	V1.00r14
	Bug fixed

	DWL-3260AP
	V1.10r08
	Bug fixed


Manager : v1.10r0045

Hardware:
Date: Oct.31, 2007
Problems Resolved:
3220 Module:

1. If Account Server IP is not default “0.0.0.0”, Multi-SSID set to EAP should allow user change Account Mode.

2. Restart AP, the system time will lose the value, so open the information should reset the time.

3260 Module:

1. If Account Server IP is not default “0.0.0.0”, Multi-SSID set to EAP should allow user change Account Mode.

2. Restart AP, the system time will lose the value, so open the information should reset the time.

3. Adjust the position of Led label.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r05
	No change

	DWL-2700AP
	V310r06
	No change

	DWL-3200AP
	V2.41r03
	No change

	DWL-8200AP
	V2.04r02
	No change

	DAP-3220
	V1.00r13
	Bug fixed

	DWL-3260AP
	V1.10r07
	Bug fixed


Manager : v1.10r0044

Hardware:
Date: Oct.25, 2007
Problems Resolved:;
Platform:

1. Fixed a bug: Application will close when user Click query or Set button in Device’s property page.

2. APM II Platform\ Multi-configuration: The default Radius Port is failed to configuration in WPA (2, Auto)-Enterprise.
3220 Module:

1. Fixed a bug: The Rouge Ap Protection is gray when change wireless from "off" to "on".
2. Multi-SSID: Accounting mode should be gray if Accounting Mode is Disable in Primary.
3260 Module:

1. Multi-SSID: Accounting mode should be gray if the Primary Accounting mode is disable and no accounting server value.
Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r05
	New Release

	DWL-2700AP
	V310r06
	New Release

	DWL-3200AP
	V2.41r03
	New Release

	DWL-8200AP
	V2.04r02
	New Release

	DAP-3220
	V1.00r12
	New Release

	DWL-3260AP
	V1.10r06
	New Release


Manager : v1.10r0043

Hardware:
Date: Oct.12, 2007
Problems Resolved:;
Platform:

1. Add MAC filter in Multi-Configuration.

2. Add Restart function in Multi-Configuration.

3. Fixed Set IP issue (Cancel the pop up Dialog).

3200 Module:

1. Support Multi-Configuration’s MAC Filter.

2700 Module:

1. Support Multi-Configuration’s MAC Filter.

7700 Module:

1. Support Multi-Configuration’s MAC Filter.

8200 Module:

1. Support Multi-Configuration’s MAC Filter.

3220 Module:

1. Support Multi-Configuration’s MAC Filter.

2. Apply setting, Check E-Mail Address format in SMTP settings.

3. Wireless Client mode loss PSK and Auto PSK. Add these in this version.

3260 Module:

1. Support Multi-Configuration’s MAC Filter.


2.  Change “Advanced Data Rate Settings”,Remove all basic data rate from WEB UI;For all visible data rate on UI, they have only two choices, namely, Enable and Disable
3.  Advance Wireless Settings> Change the feature "Radio" to "Wireless" and remove this feature in wireless client mode.

4.  AP Group Settings>Link Integrate should be "Link Integrity"

5.  DHCP section: "Wins" should be "WINS", "SubMask" should be "Submask"

6. Status>Stats>"WLAN 802.11G" should be "WLAN" because we can set the AP in 11b only mode.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r04
	No change

	DWL-2700AP
	V310r05
	No change

	DWL-3200AP
	V2.41r02
	No change

	DWL-8200AP
	V2.04r01
	No change

	DAP-3220
	V1.00r11
	New Release

	DWL-3260AP
	V1.10r05
	No change


Manager : v1.02r0042

Hardware:
Date: Oct.12, 2007
Problems Resolved:;
1.  Change “Advanced Data Rate Settings”: 

Remove all basic data rate from WEB UI;

For all visible data rate on UI, they have only two choices, namely, Enable and Disable
2.  MSSID/VLAN over WDS

3.  Advance Wireless Settings> Change the feature "Radio" to "Wireless" and remove this feature in wireless client mode.

4 .  Grayed out the Rogue AP feature in wireless client mode.

5.  Gray out DHCP server selection in wireless client mode.

6.  Gray out the Wireless ACL function in wireless client mode.

7.  Gray out the WLAN partition function in wireless client mode. 

8.  AP Group Settings>Link Integrate should be "Link Integrity"

9.  DHCP section: "Wins" should be "WINS", "SubMask" should be "Submask"

10. Status>Stats>"WLAN 802.11G" should be "WLAN" because we can set the AP in 11b only mode.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r04
	No change

	DWL-2700AP
	V310r05
	No change

	DWL-3200AP
	V2.41r02
	No change

	DWL-8200AP
	V2.04r01
	New release


Manager : v1.02r0041

Hardware:
Date: Sep.27, 2007
Problems Resolved:
1. For FW v2.40 new release for EU. Add country Item.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r04
	No change

	DWL-2700AP
	V310r05
	No change

	DWL-3200AP
	V2.41r02
	No change

	DWL-8200AP
	V2.02r03
	No change

	DAP-3220
	V1.00r10
	No change

	DWL-3260AP
	V1.10r05
	No change


Manager : v1.10Betar0040

Hardware:
Date: Sep.27, 2007
Problems Resolved:
2. APM2 fixed some issue feed back from D-Link, Discover, Auto channel scan, Icon and so on,.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r04
	Bug fixed for vista

	DWL-2700AP
	V310r05
	Bug fixed for vista

	DWL-3200AP
	V2.41r02
	Bug fixed for vista

	DWL-8200AP
	V2.02r03
	Bug fixed for vista

	DAP-3220
	V1.00r10
	Bug fixed for vista

	DWL-3260AP
	V1.10r05
	Bug fixed for vista


Manager : v1.10Betar0039

Hardware:
Date: Sep.26, 2007
Problems Resolved:
3. Fixed bug: can’t run APM2 normal in vista OS.

4. Add Filter MAC List.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r10
	No change

	DWL-3260AP
	V1.10r04
	No change


Manager : v1.10r0038

Hardware:
Date: Sep.19, 2007
Problems Resolved:
5. Fixed bug: can’t run APM2 normal in vista OS.

Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r09
	Bug Fixed

	DWL-3260AP
	V1.10r04
	No change


Manager : v1.10r0036

Hardware:
Date: Aug 29, 2007
Problems Resolved:
6. Set Time by manual, Refresh the settings, The Day light saving Time should be gray.
Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r09
	Add a Item

	DWL-3260AP
	V1.10r04
	No change


Manager : v1.10r0035

Hardware:
Date: Aug 29, 2007
Problems Resolved:
7. Add Account Name in Log Setting page.
Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r08
	Add New Function

	DWL-3260AP
	V1.10r04
	No change


Manager : v1.10r0034

Hardware:
Date: Aug 27, 2007
Problems Resolved:
8. Remove the ping control settings function
9. Remove the antenna diversity selection 

10. Under the page of “SNTP Information/SNTP Settings”, add a checkbox to permit users to select between Auto and Manual. If user selects Manual, we will approbate users to set the clock time manually;
Enhancements
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r07
	Add New Function

	DWL-3260AP
	V1.10r04
	No change


Manager : v1.10r0033

Hardware:
Date: Aug 17, 2007
Problems Resolved:
11. None.

Enhancements
1. “Tool” revise to “Maintenance”
2. Remove “Ethernet Link Status” function;
3. Change “Advanced Data Rate Settings”: Remove all basic data rate from WEB UI,For all visible data rate on UI, they have only two choices, namely, Enable and Disable
4. As to Secondary RADIUS, approbate users to skip this step and directly to next
5. About “SMTP Settings”, we should add an authentication features to ask users to key in legal Account Name, Password and Verify Password.;

6. Support management VLAN
7. Under “DHCP Dynamic Pools” page, approbate users to skip this step and directly to next one
8. Add “WDS information” under “Status” folder.
9. Permit users to modify Ack Time Settings under WDS mode, on WEB UI;
	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r06
	No change

	DWL-3260AP
	V1.10r04
	Bug fixed


Manager : v1.10r0032

Hardware:
Date: Jul 25, 2007
Problems Resolved:
12. 3260 Module: AP repeater Mode, Remove “Open System / Shared Key” item.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r06
	No change

	DWL-3260AP
	V1.10r03
	Bug fixed


Manager : v1.10r0031

Hardware:
Date: Jul 24, 2007
Problems Resolved:
13. 3260 Module: Fixed a bug of Led status can not set success.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r06
	No change

	DWL-3260AP
	V1.10r02
	Bug fixed


Manager : v1.10r0030

Hardware:
Date: Jul 19, 2007
Problems Resolved:
14. “Open System”, “Shared Key” and “Open System \ Shared Key” Shows “WEP” in Multi-SSID List.

15. Remove Link status function.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r06
	No change

	DWL-3260AP
	V1.10r01
	First Release


Manager : v1.10r0029

Hardware:
Date: Jul 13, 2007
Problems Resolved:
16. 3260 Module first release.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r05
	Bug fixed


Manager : v1.10r0028

Hardware:
Date: Jul 13, 2007
Problems Resolved:
17. Device Info got wrong value.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r04
	Bug fixed


Manager : v1.10r0027

Hardware:
Date: Jul 12, 2007
Problems Resolved:
18. Client Mode, make SSID Broadcast edit gray.

19. Admin page, Don’t get the value.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r03
	Bug fixed


Manager : v1.10r0026

Hardware:
Date: Jul 11, 2007
Problems Resolved:
1. WDS Mode, Display error that the display string always is WDS With AP

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r03
	Bug fixed


Manager : v1.10r0025

Hardware:
Date: Jul 06, 2007
Problems Resolved:
2. Client Mode, make channel combo box gray.

3. Client Mode & Authentication select PSK, Remove TKIP cipher type.

Enhancements

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	No change

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.41r01
	Change Version Number

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r03
	Remove Repeater


Manager : v1.10r0025

Hardware:
Date: Jul 06, 2007
Problems Resolved:
4. Update 3200 Module number to v2.41

5. DAP-3220 module Remove Repeater Mode.

Enhancements
-------------------------------------------------------------------------------------------------------

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r03
	Bug fixed

	DWL-2700AP
	V310r04
	No change

	DWL-3200AP
	V2.40r05
	No change

	DWL-8200AP
	V2.02r02
	No change


Manager : v1.00r0024

Hardware:
Date: Jul 05, 2007
Problems Resolved:
6. Platform Update firmware fail by Got wrong FTP Server IP Address.

Enhancements
-------------------------------------------------------------------------------------------------------

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r02
	Static Pool Settings OID changed

	DWL-2700AP
	V310r04
	Static Pool Settings OID changed

	DWL-3200AP
	V2.40r05
	No change

	DWL-8200AP
	V2.02r02
	No change


Manager : v1.00r0023

Hardware:
Date: Jul 05, 2007
Problems Resolved:
7. Firmware changed the Static pool settings’ OID, Module followed.

Enhancements
-------------------------------------------------------------------------------------------------------

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r01
	No change

	DWL-2700AP
	V310r03
	No change

	DWL-3200AP
	V2.40r05
	No change

	DWL-8200AP
	V2.02r02
	No change

	DAP-3220
	V1.00r02
	Add AP Client


Manager : v1.10r0022

Hardware:
Date: Jul 02, 2007
Problems Resolved:
8. Module for DAP-3220 Add AP Client in AP mode.

Enhancements
-------------------------------------------------------------------------------------------------------

	Module Name
	Version Number
	Description

	DWL-7700AP
	V3.10r01
	No change

	DWL-2700AP
	V3.10r03
	Update

	DWL-3200AP
	V2.40rc05
	No change

	DWL-8200AP
	V2.02r02
	No change


Manager : v1.00r0021

Hardware:
Date:, Jun 29, 2007
Problems Resolved:
9. Module for DWL-2700AP fixed a bug of edit a record pop a warning message.

Enhancements
-------------------------------------------------------------------------------------------------------

Manager : v1.00r0020

Hardware: 
Module: 7700 v3.10r01 FW: v3.10 r0096
 8200 v2.02r02 FW: v202 r166
3200 v2.40r05 FW: v240 rc0125
2700 v3.10r01 FW: v3.10 r0096
       3220v1.00r01 FW: v1.00r162

Date:, Jun 22, 2007
Enhancements
10. First release 3220 module.

-------------------------------------------------------------------------------------------------------

Manager : v1.00r0020

Hardware: 
Module: 7700 v3.10r01 FW: v3.10 r0096
 8200 v2.02r02 FW: v202 r166
3200 v2.40r05 FW: v240 rc0125
2700 v3.10r01 FW: v3.10 r0096
Date:, Jun 22, 2007
Enhancements
11. 2700 Module fixed DHCP server can’t delete and edit a record.

-------------------------------------------------------------------------------------------------------

Manager : v1.01r02

Hardware: 
Date:, Jun 17, 2007
Enhancements
12. 8200 Module fixed some bugs. Refer to release notes for 8200 module.

-------------------------------------------------------------------------------------------------------Manager : v1.01r01

Hardware: 
Date:, Jun 17, 2007
Enhancements
13. 8200 Module just support Access point.

14. 7700/2700 add DHCP
-------------------------------------------------------------------------------------------------------

Manager : v1.00r18

Hardware: 
Date:, June 13, 2007
Enhancements
1. Update the help file
-------------------------------------------------------------------------------------------------------

Manager : v1.00r17

Hardware: 
Date:, June 07, 2007
Enhancements
1. Add help file
-------------------------------------------------------------------------------------------------------

Manager : v1.00r16

Hardware: 
Date:, May 22, 2007
Enhancements
1. Update 3200 module
-------------------------------------------------------------------------------------------------------

Manager : v1.00r15

Hardware: 
Date:, April 28, 2007
Problems Resolved: 

1. Fixed the association report display issue for 3200AP

Enhancements
1. build-in 3200 module
-------------------------------------------------------------------------------------------------------

Manager : v1.00r14

Hardware: 
Date:, April 25, 2007
Problems Resolved: 

2. Fixed the 8200 close the system when enter MSSID

3. Fixed display issue when the drag separator in UI

4. Fixed the issue that system will disconnect MySQL when not communicating with MySQL over 8 hours

5. Fixed the 2700 display version issue

Enhancements
1. Add Backup database when uninstall APMii.
-------------------------------------------------------------------------------------------------------

Manager : v1.00r13

Hardware: 
Date:, April 11, 2007
Problems Resolved: 

Enhancements
2. Add SNMP Polling function after discovery
3. Build-in 8200-2700-7700 module for the install packet
4. Change "Group1" to "Category1" , "Group2" to "Category2", "Group3" to "Category3"
5. Add user management, group management system log message
------------------------------------------------------------------------------------------------------------------------------------------
Manager : v1.00r12

Firmware: v3.10r0060
Hardware: 
Date:, February 14, 2007
Problems Resolved: 

1.Disable the Select network adapter function.
Enhancements
1. System Group -->By Model
2. Delete "unManager",keeping status sign
3. Increace Custom Group from one to three.
4. If user can open Module when status is off-line, it's better to set it green status.
5. add uncheck/check button
6. Default value is Uncheck.
7. It's better display 11a/11g in the same page.
8. Please display which action we can do in the Tree fabric.
9. Delete WEPError page.
10. Sorting by channel value in Channel Page.
11. Add Refresh button for every page.
12. APM2 will display all the active AP’s channel message in Channel Report page only.
13. Add Multi-Language support
Manager : v1.00r11

Firmware: v3.10r0060
Hardware: 
Date:,January 26, 2007
Problems Resolved: 

1. fixed when login by manager and update Group,it won’t display this group.

2. fixed when Import ssid broadcast of 11a and 11g’s and cipher type of 11a will display abnormal in Multi-config function.

3. fixed the file status about Group function.

4. delete some customgroup which include all AP device,then in systemgroup,the status of AP will show green,not blue.
5. Fixed can’t display 2700 moudule status by select Active option.
6. Fixed when modify the item of the Wireless B/G Mode. Though I have only one 7700 device, the Secrrity page and channel page can show 3 ssid / channel. 
Enhancements
AP ManagerII Release Note v1.00-r10

Manager : v1.00r10

Firmware: v3.10r0060
Hardware: 
Date:,January 24, 2007
Problems Resolved: 

7. fixed the AP exist two group,delete on group,and ap’s status show error.

8. fixed Import in Group function.

9. Gray OID in Event setting when user didn’t creat new event.

Enhancements
1. Support MySQL/ODBC link address if user’s PC haven’t been install them;integrate Creating Database layout and APMII install package. 

2.  Add pdf convertor software in APM II.
AP ManagerII Release Note v1.00-r09

Manager : v1.00r09

Firmware: v3.10r0056
Hardware: 
Date:,January 16, 2007
Problems Resolved: 

1. Modify sort byLocation function.

2. If clientinfo message up to max value,system will remind user.

3. fixed display New Event type abnormal.

4. fixed display CreatBy abnormal.

5. Ascending and Descending value range is 0-100,and Descending value must smaller than Ascending value.

6. fixed Search result display abnormal in Utilization-Report.

7. fixed Export and Import function in Group.

Enhancements
1. If user not install MySQL server,the APM2 install package will remaind user download from internet and install it.

2.  Add Export list to PDF format function and modify Export list to txt format.. 
AP ManagerII Release Note v1.00-r08

Manager : v1.00r08

Firmware: v3.10r334
Hardware: 
Date:,December 30, 2006
Problems Resolved: 

1. Modify Group status issue.

2. Change “All space” to “All Space”.

3. Enlarge user name max length from 50 to 64 in Group setting about set password function.

4. Modify Clear database top record function abnormal.

5. Add sort by Location function.

6. Modify Export device information without check system group data abnormal.

7. Fixed Station display repeatly and show only AP’s station. 

8. Modify after discover AP,swich Channel Report Page,it can’t display channel graph.

Enhancements
1. Add display station which belong to by select 11a or 11g band in Association Report page.

2.  Add auto refresh function in Channel Report and Security Report page.
AP ManagerII Release Note v1.00-r07

Manager : v1.00r07

Firmware: v3.10r334
Hardware: 
Date:,December 25, 2006
Problems Resolved: 

1. Modify Event layout issue.

2. Modify AP’s status issue in Group Export and sort function.

3. fixed after delete custom event,user can delete Event tree.

4. Limit length of option in Event setting and Watch List.

5. fixed tool bar can’t be drag.

6. fixed if the first characters for group's name is blank ,it shouldn't take effect.
7. fixed it display abnormal in Channel Report page.
Enhancements
1. Change setting Multi-Config function from one AP’s config file to Local file;and set all complete information into AP.

2.  Add property function in Group.
AP ManagerII Release Note v1.00-r06

Manager : v1.00r06

Firmware: v3.10r334
Hardware: 
Date:,December 13, 2006
Problems Resolved: 

1. Modify can’t show custom message immediately.

2. Modify some string on layout.

3.Prevent user input invalid IP address when setting IP.

4.User name max length is 64 and Resume max length is 50.

5.Modify Show(hide) workspace and Show(hide) function display abnormal .

6.Modify Report message refresh immediately. 

Enhancements
1. Export file to Excel format and .txt format,remove .xml format export mode.

2. change back ground color.

3.  Modify UI.
AP ManagerII Release Note v1.00-r05

Manager : v1.00r05

Firmware: v3.10r334
Hardware: 
Date:,December 6, 2006
Problems Resolved: 

1. Modify if input user name only,it can login successful.

2. Don’t permit delete all user.

3.Don’t permit add duplicate IP address and Event list in Creat Watch List.

4.fixed color issue.

5.fixed discover feedback issue.

6.user name max length is 64 and password max length is 12.

7.Don’t permit user select multi AP to upgrade config,access Web manage and set ip.

8.fixed if closing toolbar,it can’t open it again.
Enhancements
AP ManagerII Release Note v1.00-r04

Manager : v1.00r04

Firmware: v3.10r334
Hardware: 
Date:,November 28, 2006
Enhancements
1. supported mySQL database.

2. Add cancel function for discover , set ip, upgrade firmware.
3. Add new icon.
Problems Resolved: 

1. Limit some strings length.

2. Fixed some bug about Group function.

a. remove “Save” button.

b. fixed AP’s status display abnormal.        
3.. Fixed some bug about Report function.

a. remove “Clear” button in Accociation page.

b. fixed display 802.1x authentication abnormal in Security page.

4. Fixed Security Template function of MultiConfig part.

5.Modify Fault Manager function:

  a.Fixed Event Search can’t word.

  b.Add “Apply” button in Notice Settings function.

6.Modify Record account number can’t Save successful.  

AP ManagerII Release Note v1.00-r03

Manager : v1.00r03

Firmware: v3.10r334
Hardware: 
Date:November 20, 2006
Problems Resolved: (source code come from v1.00r01)

1.       Re-verify the Group and fault parts, fixed some issue;
         a. import function and export function

         b. create group(remove privileged manage)

         c. discove show issue
2.       Add new icon support 
3.       re-verify system privileged manage
4.       modify some string
5.       fixed the drag issue
-------------------------------------------------------------------------------------------------------

Manager : v1.00r02

Firmware: v3.10r334
Hardware: 
Date:November 10, 2006
Problems Resolved: (source code come from v1.00r01)

1. modify some strings.

Manager : v1.00r01

Firmware: v3.10r334
Hardware: 
Date:November 7, 2006
Note: Release first .










