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DAP-3520 Firmware Release Notes  
Firmware: v1.01
Hardware: A1
Date: 09/06/25
Problems Resolved: 

1. Modify JP TX power
2. MSSID + DFS channel ,then the MAC will be 00:00:00:00:00

3. If VLAN is enabled, Limit Admin VLAN need to disable.

4. [cmd] "set channel" command can't show country
5. Enable VLan mode then enable Admin VLan , but the VLan mode actually not be disabled.
6. [APC+MAC clone enabled+backbone] = Kernel panic occur
7. AU Txpower not match to the spec
8. CN beacon information not match to the spec (2.4G)
9. DFS channels are not shown in the channel list of some countries 
10. [Clinet info in MSSID] Can't provide the value of "psmode"
11. [ WDS/ APC +Share 128 or WPA-PSK-TKIP ] It has IOT compatibility low throughput issue.
12. [CLI- set apmode+ MSSID] if set WDS with AP or AP mode and enable MSSID function, then change to wds or AP mode , it shoulde auto disable MSSID function.
13. [DHCP server assign its IP issue] In one condition, APUT's DHCP server assign its IP to STA. Duplicated IP occur.
14. [APC block DHCP discover packet + DHCP server enabled] In one condition, AP client will block DHCP discover packet.
15. [APC+Set Schudule first, then copy time] = Schedule doesn't work.
16. [APC+Association and Disassociation log messages] Add log of association and disassociate log messages in APC mode.
Enhancements: 
1. Support MXIC flash
2. Add RU country code
---------------------- END ----------------------
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