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DWA-125 A1 Wireless 150 USB Adapter Firmware Release Notes  

Firmware: V1.20(s0014)WW
Hardware: A1
Date: 2009/09/18
Driver:

Windows 2000/XP x86 – 1.4.6.0 (WHQL Passed)

Windows XP x64 – 1.4.6.0 (WHQL Passed)

Windows Vista x32 – 2.3.6.0 (WHQL Passed)

Windows Vista x64 – 2.3.6.0(WHQL Passed)

Windows 7 x86 – 3.0.3.0(WHQL Passed)

Windows 7 x64 – 3.0.3.0(WHQL Passed)
Problems Resolved:

1. Fixed driver installation issue when device have installed the Win7 inbox driver and don’t insert device to install first.
Known issue:
NA
Firmware: V1.20(s0012)WW
Hardware: A1
Date: 2009/09/16

Driver:

Windows 2000/XP x86 – 1.4.6.0 (WHQL Passed)

Windows XP x64 – 1.4.6.0 (WHQL Passed)

Windows Vista x32 – 2.3.6.0 (WHQL Passed)

Windows Vista x64 – 2.3.6.0(WHQL Passed)

Windows 7 x86 – 3.0.3.0(WHQL Passed)

Windows 7 x64 – 3.0.3.0(WHQL Passed)

Problems Resolved:

2. Support Win7 OS

3. Update channel change

4. Adhoc RX rate incorrect issue 

5. Enhancement for connection in noise environment

6. Fix AdHoc AES compatible issue

7. HW PBC issue

8. Enhance throughput for first installation 

9. CKIP support

10. Fix the low Rx throughput if LinkSpeedStatus=1

11. .Extend the scanning time to 5 seconds.
12. Change the default value of APSD to disable .
13. Add driver parameter “GainProSpeed” for enhance the throughput performance under Vista.

Known issue:
NA
Utility: V1.00  (Build430-S0004)

Driver: 

Windows 2000/XP – 1.4.3.0 (WHQL Passed)

Windows XP64 – 1.4.3.0 (WHQL Passed)

Windows Vista32 – 2.3.3.0 (WHQL Passed)

Windows Vista64 – 2.3.3.0 (WHQL Passed)

Hardware: A1

VID : ox1186
PID : 3C0D

Date: 2009/05/12

1st Release.
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