DWA-160 Windows Driver Release Note

DWA-160 rev.B2 (Build 319-S0101) for EU
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 10/08, 2013
-----------------------------------------------------------------------------------------------------------

1. Fix Ralink WPS PBC connect slowly issue.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0100) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 3/12, 2013
-----------------------------------------------------------------------------------------------------------
1. Remove D-Link utility from Windows XP.
DWA-160 rev.B2 (S0099) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 3/4, 2013
-----------------------------------------------------------------------------------------------------------
2. Update utility version to 2.43 for Israel.
DWA-160 rev.B2 (S0098) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 3/1, 2013
-----------------------------------------------------------------------------------------------------------
3. Update utility version to 2.43 for Israel.
DWA-160 rev.B2 (S0097) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 2/21, 2013
-----------------------------------------------------------------------------------------------------------
4. Fix bug: Utility can’t work on Wn2000.
DWA-160 rev.B2 (S0096) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 2/20, 2013
-----------------------------------------------------------------------------------------------------------

5. Fix bug: Remove Russia string “wireless utility” from the install page.

6. Fix bug: Utility can’t start up on Wn2000.
DWA-160 rev.B2 (S0095) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 2/18, 2013
-----------------------------------------------------------------------------------------------------------

7. Fix bug: Remove string “wireless utility” from the install page.
DWA-160 rev.B2 (S0094) for Israel
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 2/8, 2013
-----------------------------------------------------------------------------------------------------------

8. Update win8 drivers with WHQL.
DWA-160 rev.B2 (S0093) for EU
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0(WHQL Passed)
Windows 8 x64 –5.0.6.0(WHQL Passed)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 2/5, 2013
-----------------------------------------------------------------------------------------------------------

9. Update win8 drivers with WHQL.
DWA-160 rev.B2 (S0092) for EU
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0
Windows 8 x64 –5.0.6.0
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 1/30, 2013
-----------------------------------------------------------------------------------------------------------

1. Fix bug: For fix sometimes UI can not show up after stop/start or restart WLAN

2. Fix bug: UI will have 99% CPU usage after using Windows Native Wi-Fi connects to AP.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0091) for EU
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0
Windows 8 x64 –5.0.6.0
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 1/22, 2013
-----------------------------------------------------------------------------------------------------------

1. Fixed bug ID17: UI will have 99% CPU usage after using Windows Native Wi-Fi connect to AP
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0090) for EU
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.6.0
Windows 8 x64 –5.0.6.0
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: 1/14, 2013
-----------------------------------------------------------------------------------------------------------

2. Update Win8 driver with version 5.0.6.0.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0089) for Israel 

Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.3.0
Windows 8 x64 –5.0.3.0
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: December 26, 2012
-----------------------------------------------------------------------------------------------------------

3. Update Win8 driver.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0088) for Israel 

Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.0.0
Windows 8 x64 –5.0.0.0
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: December 14, 2012
-----------------------------------------------------------------------------------------------------------

4. Update Win8 driver.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0087) for WW and EU 
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)
Windows 8 x86 –5.0.0.0
Windows 8 x64 –5.0.0.0
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: December 10, 2012
-----------------------------------------------------------------------------------------------------------

5. Update Win8 driver sys from version 3.7.2.0 to 5.0.0.0.
6. Fixed: UI's "Reg Domain" string looks strange.

7. Fixed: [Win7/8] "Programs and features" did not show correct icon.
8. Fixed: [Win8] setup did not remove the driver after uninstall.

9. Fixed: [Win8] Profile sync will overwrite EAP pre-auth setting.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B (Build 1113-S0086) for WW and EU 

Utility: V2.42
Driver: 

Windows 2000/XP –5.0.1.0(WHQL Without)
Windows XP64 –5.0.1.0(WHQL Without)
Windows Vista32 –5.0.1.0(WHQL Without)
Windows Vista64 –5.0.1.0(WHQL Without)
Windows Win7 32 –5.0.1.0(WHQL Without)
Windows Win7 64 –5.0.1.0(WHQL Without)
Windows 8 x86 –5.0.0.0(WHQL Without)
Windows 8 x64 –5.0.0.0(WHQL Without)
Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11
Date: Nov 14, 2012
-----------------------------------------------------------------------------------------------------------

1. Update driver.
2. Modify UI, fixed EAP-PEAP issue.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + rev.A 2 Beta(Build 222-S0085) for WW and EU 

Utility: V1.80 for DWA-160 rev.A2 Beta
Driver: 

Windows 2000/XP –3.0.0.174
Windows XP64 –3.0.0.174

Windows Vista32 – 3.1.0.139
Windows Vista64 – 3.1.0.139
Windows Win7 32 – 3.5.0.26
Windows Win7 64 – 3.5.0.26
Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Date: May 11, 2012
-----------------------------------------------------------------------------------------------------------

3. Update driver for PC USB3.0 port site survey issue.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + rev.A 2(Build 222-S0084) for Russia 

Utility: V1.81 for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.1701(WHQL Without)

Windows XP64 –3.0.0.1701(WHQL Without)

Windows Vista32 – 3.1.0.1371(WHQL Without)

Windows Vista64 – 3.1.0.1371(WHQL Without)

Windows Win7 32 – 3.5.0.211(WHQL Without)

Windows Win7 64 – 3.5.0.211(WHQL Without)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09
Date: Feb 23, 2012
-----------------------------------------------------------------------------------------------------------

Fix CloseDMsg.exe to close the sign dialog on Windows XP.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + rev.A 2(Build 222-S0083) for Russia 

Utility: V1.81 for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.1701(WHQL Without)

Windows XP64 –3.0.0.1701(WHQL Without)

Windows Vista32 – 3.1.0.1371(WHQL Without)

Windows Vista64 – 3.1.0.1371(WHQL Without)

Windows Win7 32 – 3.5.0.211(WHQL Without)

Windows Win7 64 – 3.5.0.211(WHQL Without)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09
Date: Feb 23, 2012
-----------------------------------------------------------------------------------------------------------

Fix CloseDMsg.exe to close the sign dialog on Windows XP.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + rev.A 2(Build 222-S0082) for Russia 

Utility: V1.81 for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.1701(WHQL Without)

Windows XP64 –3.0.0.1701(WHQL Without)

Windows Vista32 – 3.1.0.1371(WHQL Without)

Windows Vista64 – 3.1.0.1371(WHQL Without)

Windows Win7 32 – 3.5.0.211(WHQL Without)

Windows Win7 64 – 3.5.0.211(WHQL Without)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09
Date: Feb 22, 2012
-----------------------------------------------------------------------------------------------------------

1. Fix CloseDMsg.exe to close the sign dialog.

2. Fix UI show RegDomain.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + rev.A 2(Build 213-S0081) for Russia 

Utility: V1.81 for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.1701(WHQL Without)

Windows XP64 –3.0.0.1701(WHQL Without)

Windows Vista32 – 3.1.0.1371(WHQL Without)

Windows Vista64 – 3.1.0.1371(WHQL Without)

Windows Win7 32 – 3.5.0.211(WHQL Without)

Windows Win7 64 – 3.5.0.211(WHQL Without)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09
Date: Feb 20, 2012
-----------------------------------------------------------------------------------------------------------

Using software to close the sign dialog.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + rev.A 2(Build 213-S0080) for Russia 

Utility: V1.81 for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.1701(WHQL Without)

Windows XP64 –3.0.0.1701(WHQL Without)

Windows Vista32 – 3.1.0.1371(WHQL Without)

Windows Vista64 – 3.1.0.1371(WHQL Without)

Windows Win7 32 – 3.5.0.211(WHQL Without)

Windows Win7 64 – 3.5.0.211(WHQL Without)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

-----------------------------------------------------------------------------------------------------------

Special release for RUSSIA.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0078) for Israel 

Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: December 5, 2011
-----------------------------------------------------------------------------------------------------------

10. Update Win7 metadata (device icon) for Israel’s DWA-160B2.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.B2 (S0077) for Israel 

Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: November 23, 2011
-----------------------------------------------------------------------------------------------------------

1. First release and update package with WHQL drivers.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 1031-S0076) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 –3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.40 for DWA-160 ver.B series
Driver: 

Windows 2000/XP x86 – 3.2.4.0(WHQL Passed)

Windows XP x64 –3.2.4.0(WHQL Passed)

Windows Vista x32 –3.2.4.0(WHQL Passed)

Windows Vista x64 –3.2.4.0(WHQL Passed)

Windows 7 x86 –3.2.4.0(WHQL Passed)

Windows 7 x64 –3.2.4.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: November 22, 2011
-----------------------------------------------------------------------------------------------------------

4. Update package with WHQL drivers.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 1031-S0075) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 –3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.40 for DWA-160 ver.B series
Driver: 

Windows 2000/XP x86 – 3.2.4.0

Windows XP x64 –3.2.4.0

Windows Vista x32 –3.2.4.0

Windows Vista x64 –3.2.4.0

Windows 7 x86 –3.2.4.0

Windows 7 x64 –3.2.4.0

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: October 31, 2011
-----------------------------------------------------------------------------------------------------------

5. Fix bug: [BTD2011100650] Switch security type from WPA Personal/Enterprise to WEP, the WEP type will be automatically set to "Open".
6. Add country region code for 5G in hidden page.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 905-S0074) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 –3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.40 for DWA-160 ver.B series
Driver: 

Windows 2000/XP x86 – 3.2.4.0

Windows XP x64 –3.2.4.0

Windows Vista x32 –3.2.4.0

Windows Vista x64 –3.2.4.0

Windows 7 x86 –3.2.4.0

Windows 7 x64 –3.2.4.0

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: October 17, 2011
-----------------------------------------------------------------------------------------------------------

7. Fix bug: BTD2011100458 [Vista/Win7] the "Wireless Connection Manager" security option did not following D-Link's SPEC v1.07
8. Fix bug: BTD2011100445 [Win7] Windows 7 Shortcut in Devices and Printers’ icon is wrong
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 905-S0073) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 –3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1 PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.40 (E) for DWA-160 ver.B series
Driver: 

Windows 2000/XP x86 – 3.2.4.0

Windows XP x64 –3.2.4.0

Windows Vista x32 –3.2.4.0

Windows Vista x64 –3.2.4.0

Windows 7 x86 –3.2.4.0

Windows 7 x64 –3.2.4.0

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Hardware: DWA-160B2 VID: 0x2001   PID: 0x3C1A

Date: October 13, 2011
-----------------------------------------------------------------------------------------------------------

9. Add and support DWA-160B2.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 927-S0072) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 –3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.30 (E) for DWA-160 ver.
Driver: 

Windows 2000/XP x86 – 1.4.9.0

Windows XP x64 – 1.4.9.0

Windows Vista x32 – 2.3.9.0

Windows Vista x64 – 2.3.9.0

Windows 7 x86 – 3.0.9.0

Windows 7 x64 – 3.0.9.0

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: October 4, 2010
-----------------------------------------------------------------------------------------------------------

10. Add Fast Roaming function for DWA-160B.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 907-S0071) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 –3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.30 (E) for DWA-160 ver.
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: September 9, 2010
-----------------------------------------------------------------------------------------------------------

11. Remove WPA security in ad-hoc connection.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 810-S0070) for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)
Windows XP64 –3.0.0.170(WHQL Passed)
Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.30 (E) for DWA-160 ver.
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: September 6, 2010
-----------------------------------------------------------------------------------------------------------

12. Official release.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 810-S0069) RC for WW and EU 

Utility: V1.80Beta for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)
Windows XP64 –3.0.0.170(WHQL Passed)
Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1 PID: 0x3A09

Utility: V2.30 (E) for DWA-160 ver.
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: August 27, 2010
-----------------------------------------------------------------------------------------------------------

1. Add Profile Sync function.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 810-S0068) RC for WW and EU 

Utility: V1.80Beta for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)
Windows XP64 –3.0.0.170(WHQL Passed)
Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30 (E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: August 10, 2010
-----------------------------------------------------------------------------------------------------------

1. Update Roaming beta driver

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 810-S0068) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 – 3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30 (E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: August 10, 2010
-----------------------------------------------------------------------------------------------------------

1. Fix: utility can’t update the previous profile after user change router‘s security setting.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 802-S0067) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)

Windows XP64 – 3.0.0.170(WHQL Passed)

Windows Vista32 – 3.1.0.137(WHQL Passed)

Windows Vista64 – 3.1.0.137(WHQL Passed)

Windows Win7 32 – 3.5.0.21(WHQL Passed)

Windows Win7 64 – 3.5.0.21(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30 (E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: August 02, 2010
-----------------------------------------------------------------------------------------------------------

2. Fix: utility fails on connection with a adhoc SSID has 32 chars on Vista & Win7.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0729-S0066) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170(WHQL Passed)
Windows XP64 – 3.0.0.170(WHQL Passed)
Windows Vista32 – 3.1.0.137(WHQL Passed)
Windows Vista64 – 3.1.0.137(WHQL Passed)
Windows Win7 32 – 3.5.0.21(WHQL Passed)
Windows Win7 64 – 3.5.0.21(WHQL Passed)
Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30 (E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: JUL 29, 2010
-----------------------------------------------------------------------------------------------------------

3. Fix: utility shows error country code on Vista & Win7.
4. Fix: utility will create multiply profiles with the same profile name and SSID when double click an ad-hoc with 32 chars SSID on site survey list.
5. Fix: There is a redundant char in end of an adhoc SSID with 32 chars.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0621-S0063) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170

Windows XP64 – 3.0.0.170

Windows Vista32 – 3.1.0.137

Windows Vista64 – 3.1.0.137

Windows Win7 32 – 3.5.0.21

Windows Win7 64 – 3.5.0.21

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30 (E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: JUL 13, 2010
-----------------------------------------------------------------------------------------------------------

1. Fix WZCSLDR2.exe has run time error if user connects to AP with EAP-TLS security.
2. Fix bug: When using EAP-TLS there will be an Extra file C:\ani.conf created
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0621-S0063) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170

Windows XP64 – 3.0.0.170

Windows Vista32 – 3.1.0.137

Windows Vista64 – 3.1.0.137

Windows Win7 32 – 3.5.0.21

Windows Win7 64 – 3.5.0.21

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30 (E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B VID: 0x07D1   PID: 0x3C11

Date: JUL 12, 2010
-----------------------------------------------------------------------------------------------------------

3. Fix WZCSLDR2.exe has run time error on Win XP and Win XP64. (Update ANIWZCS2.dll & ANIWZCSd.dll.)
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0621-S0062) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170

Windows XP64  – 3.0.0.170

Windows Vista32 – 3.1.0.137

Windows Vista64 – 3.1.0.137

Windows Win7 32 – 3.5.0.21

Windows Win7 64 – 3.5.0.21

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: JUL 9, 2010
-----------------------------------------------------------------------------------------------------------

4. Fix the WPS file install path issue.

5. Fix driver version for win7x64.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0621-S0061) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.170

Windows XP64  – 3.0.0.170

Windows Vista32 – 3.1.0.137

Windows Vista64 – 3.1.0.137

Windows Win7 32 – 3.5.0.21

Windows Win7 64 – 3.5.0.21

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: JUL 6, 2010
-----------------------------------------------------------------------------------------------------------

6. Update DWA-160A driver.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0427-S0060) Beta for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.168

Windows XP64  – 3.0.0.168

Windows Vista32 – 3.1.0.135

Windows Vista64 – 3.1.0.135

Windows Win7 32 – 3.5.0.19

Windows Win7 64 – 3.5.0.19

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: JUN 23, 2010
-----------------------------------------------------------------------------------------------------------

1. Update DWA-160A WinXP and Vista driver for roaming parameter, .

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0427-S0060) RC for WW and EU 

Utility: V1.80 for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.168
Windows XP64  – 3.0.0.168
Windows Vista32 – 3.1.0.135
Windows Vista64 – 3.1.0.135
Windows Win7 32 – 3.5.0.19
Windows Win7 64 – 3.5.0.19
Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: May 18, 2010
-----------------------------------------------------------------------------------------------------------

1,  Update DWA-160A driver.

2. Change to separate project and add Traditional Chinese , Simplified Chinese , Russian for WW and EU.

3. Update service.

-----------------------------------------------------------------------------------------------------------
Utility: V1.80 (Build0402-S0059)RC for WW 
Driver: 

Windows 2000/XP –3.0.0.167

Windows XP64  – 3.0.0.167

Windows Vista32 – 3.1.0.133 

Windows Vista64 – 3.1.0.133

Windows Win7 32 – 3.5.0.17

Windows Win7 64 – 3.5.0.17

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: APR 08, 2010
-----------------------------------------------------------------------------------------------------------

1. Update driver to fix the following issue.

· Fix WPS function can't work in 11n only mode.
· Fix BT endurance issue under Windows 7.
· Disable 11n HT rates in TKIP and WEP encryption.
2. Update the newest ANIWZCS2 service , utility and some string.
------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build105-S0058) for WW 
Driver: 

Windows 2000/XP –3.0.0.159(WHQL Passed)

Windows XP64  – 3.0.0.159(WHQL Passed)

Windows Vista32 – 3.1.0.124 (WHQL Passed)

Windows Vista64 – 3.1.0.124(WHQL Passed)

Windows Win7 32 – 3.5.0.13 (WHQL Passed)

Windows Win7 64 – 3.5.0.13(WHQL Passed)

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: FEB 03, 2010
-----------------------------------------------------------------------------------------------------------

1. Fix WPA-PSK\WPA2-PSK Auto type can’t create the correct profile when run the WPS handshake with the DSL-2640B.
------------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 0105-S0057) for EU 

Utility: V1.70(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.159(WHQL Passed)

Windows XP64  – 3.0.0.159(WHQL Passed)

Windows Vista32 – 3.1.0.124 (WHQL Passed)

Windows Vista64 – 3.1.0.124(WHQL Passed)

Windows Win7 32 – 3.5.0.13 (WHQL Passed)

Windows Win7 64 – 3.5.0.13(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: JAN 5, 2010
-----------------------------------------------------------------------------------------------------------

4. Update UI : Adjust DWA-160B signal strength value to fix some AP show too low issue . (the AP mode is 11NA with HT40) .

5. Remove Traditional Chinese , Simplified Chinese , Russian.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 1228-S0056) for EU 

Utility: V1.70(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.159(WHQL Passed)

Windows XP64  – 3.0.0.159(WHQL Passed)

Windows Vista32 – 3.1.0.124 (WHQL Passed)

Windows Vista64 – 3.1.0.124(WHQL Passed)

Windows Win7 32 – 3.5.0.13 (WHQL Passed)

Windows Win7 64 – 3.5.0.13(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0(WHQL Passed)

Windows XP x64 – 1.4.9.0(WHQL Passed)

Windows Vista x32 – 2.3.9.0(WHQL Passed)

Windows Vista x64 – 2.3.9.0(WHQL Passed)

Windows 7 x86 – 3.0.9.0(WHQL Passed)

Windows 7 x64 – 3.0.9.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: DEC 31, 2009
-----------------------------------------------------------------------------------------------------------

1. Update DWA-160B WHQL driver.

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build 1228-S0055) RC for EU 

Utility: V1.70(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.159(WHQL Passed)

Windows XP64  – 3.0.0.159(WHQL Passed)

Windows Vista32 – 3.1.0.124 (WHQL Passed)

Windows Vista64 – 3.1.0.124(WHQL Passed)

Windows Win7 32 – 3.5.0.13 (WHQL Passed)

Windows Win7 64 – 3.5.0.13(WHQL Passed)

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.9.0

Windows XP x64 – 1.4.9.0

Windows Vista x32 – 2.3.9.0

Windows Vista x64 – 2.3.9.0

Windows 7 x86 – 3.0.9.0

Windows 7 x64 – 3.0.9.0

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: DEC 28, 2009
-----------------------------------------------------------------------------------------------------------

1.Support Win7 driver for EU.

2.DWA-160B enable 11n feature for Russia. (D-Link request).
-----------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build1228-S0054) for WW 
Driver: 

Windows 2000/XP –3.0.0.159(WHQL Passed)

Windows XP64  – 3.0.0.159(WHQL Passed)

Windows Vista32 – 3.1.0.124 (WHQL Passed)

Windows Vista64 – 3.1.0.124(WHQL Passed)

Windows Win7 32 – 3.5.0.13 (WHQL Passed)

Windows Win7 64 – 3.5.0.13(WHQL Passed)

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: Dec 28, 2009
-----------------------------------------------------------------------------------------------------------

2. Update WHQL driver.
3. Fix UI: While at none security mode, click “Infrastructure” radio button will show “auto”, “open” and “share” radio button. 
------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build1124-S0053) RC for WW 
Driver: 

Windows 2000/XP –3.0.0.159

Windows XP64  – 3.0.0.159

Windows Vista32 – 3.1.0.124 

Windows Vista64 – 3.1.0.124

Windows Win7 32 – 3.5.0.13 

Windows Win7 64 – 3.5.0.13

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: Dec 8, 2009
-----------------------------------------------------------------------------------------------------------

4. Update 2000/XP/Vista/Win 7 driver, fix driver to disconnect issue under Win2K and WinXP.
------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build1124-S0052) RC for WW 
Driver: 

Windows 2000/XP –3.0.0.155

Windows XP64  – 3.0.0.155

Windows Vista32 – 3.1.0.120 

Windows Vista64 – 3.1.0.120

Windows Win7 32 – 3.5.0.10 

Windows Win7 64 – 3.5.0.10

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: Nov 24, 2009
-----------------------------------------------------------------------------------------------------------

5. Update ANIWZCS service , fix driver to disconnect issue under Win2K and WinXP.
6. Update muti-language RC for dlink request to modify the text when connect the hidden AP.
------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build1124-S0051) RC for WW 
Driver: 

Windows 2000/XP –3.0.0.155

Windows XP64  – 3.0.0.155

Windows Vista32 – 3.1.0.120 

Windows Vista64 – 3.1.0.120

Windows Win7 32 – 3.5.0.10 

Windows Win7 64 – 3.5.0.10

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: Nov 24, 2009
-----------------------------------------------------------------------------------------------------------

1. Update XP and Vista driver, fix ftp endurance issue and some issue.
------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build1012-S0050) for WW PreRelease
Driver: 

Windows 2000/XP –3.0.0.150

Windows XP64  – 3.0.0.150

Windows Vista32 – 3.1.0.120 

Windows Vista64 – 3.1.0.120

Windows Win7 32 – 3.5.0.4 

Windows Win7 64 – 3.5.0.4

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: OCT 14, 2009
-----------------------------------------------------------------------------------------------------------

1.Update Vista driver to fix BSOD issues while plug-in two UB8x device.
2.Update utility to remove the authentication check box in adhoc profile mode.

------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build1005-S0049) for WW PreRelease
Driver: 

Windows 2000/XP –3.0.0.150

Windows XP64  – 3.0.0.150

Windows Vista32 – 3.1.0.116 

Windows Vista64 – 3.1.0.116
Windows Win7 32 – 3.5.0.4 

Windows Win7 64 – 3.5.0.4
Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: OCT 7, 2009
-----------------------------------------------------------------------------------------------------------

1.Update driver to fix BSOD issues and ftp endurance issue.
------------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build0908-S0048) for WW PreRelease
Driver: 

Windows 2000/XP –3.0.0.144

Windows XP64  – 3.0.0.144

Windows Vista32 – 3.1.0.112 

Windows Vista64 – 3.1.0.112

Windows Win7 32 – 3.5.0.2 

Windows Win7 64 – 3.5.0.2

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: SEP 14, 2009
-----------------------------------------------------------------------------------------------------------

1. Fixed the valid CA control display issue.
2. Remove TCP\IP parameters.
------------------------------------------------------------------------------------------------------------
DWA-160 rev.A  (Build 908-S0047) for EU PreRelease

Utility: V1.70(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.144

Windows XP64  – 3.0.0.144

Windows Vista32 – 3.1.0.112 

Windows Vista64 – 3.1.0.112

Windows Win7 32 – 3.5.0.2 

Windows Win7 64 – 3.5.0.2

Hardware: DWA-160A    VID: 0x07D1  PID: 0x3C10

Hardware: DWA-160A2   VID: 0x07D1  PID: 0x3A09

DWA-160 rev.B  (Build 908-S0047) for EU PreRelease

Utility: V2.30(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP x86 – 1.4.6.0 (WHQL Passed)

Windows XP x64 – 1.4.6.0 (WHQL Passed)

Windows Vista x32 – 2.3.6.0 (WHQL Passed)

Windows Vista x64 – 2.3.6.0(WHQL Passed)

Windows 7 x86 – 3.0.3.0(WHQL Passed)

Windows 7 x64 – 3.0.3.0(WHQL Passed)

Hardware: DWA-160B  VID: 0x07D1   PID: 0x3C11

Date: SEP 9, 2009
-----------------------------------------------------------------------------------------------------------

2. Support Win7.

-----------------------------------------------------------------------------------------------------------
Utility: V1.60 (Build0903-S0046) PreRelease
Driver: 

Windows 2000/XP –3.0.0.144

Windows XP64  – 3.0.0.144

Windows Vista32 – 3.1.0.112 

Windows Vista64 – 3.1.0.112

Windows Win7 32 – 3.5.0.2 

Windows Win7 64 – 3.5.0.2

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: SEP 7, 2009
-----------------------------------------------------------------------------------------------------------

1. Support Win7 and update WinXP and Vista driver.

2. Update last utility version.

------------------------------------------------------------------------------------------------------------
Utility: V1.40 (Build0212-S0045) WW Beta ,only for Russia
Driver: 

Windows 2000/XP –3.0.0.135 

Windows XP64  – 3.0.0.135 

Windows Vista32 – 3.1.0.104 

Windows Vista64 – 3.1.0.104

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: AUG 25, 2009
-----------------------------------------------------------------------------------------------------------

1. Disable 11n for Russia.

------------------------------------------------------------------------------------------------------------
Utility: V1.40 (Build0212-S0044) WW Beta , for AP team test 
Driver: 

Windows 2000/XP –3.0.0.144 

Windows XP64  – 3.0.0.144

Windows Vista32 – 3.1.0.112

Windows Vista64 – 3.1.0.112

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: AUG 10, 2009
-----------------------------------------------------------------------------------------------------------

1.
Update Windows 2000/XP/Vista driver for test.

------------------------------------------------------------------------------------------------------------

DWA-160 rev.A  (Build 4.1.4.430-S0043) for EU

Utility: V1.50(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64 – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A

VID: 0x07D1

PID: 0x3C10

DWA-160 rev.A2  (Build 4.1.4.430-S0043) for EU

Utility: V1.50(E) for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64 – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A2

VID: 0x07D1

PID: 0x3A09

DWA-160 rev.B  (Build 4.1.4.430-S0043) for EU

Utility: V2.11(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.4.3.0(WHQL Passed)

Windows XP64 –1.4.3.0(WHQL Passed)

Windows Vista32 – 2.3.3.0(WHQL Passed)

Windows Vista64 – 2.3.3.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: May 21, 2009
-----------------------------------------------------------------------------------------------------------

1. Update utility version to V2.11(E) for DWA-160B.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A  (Build 4.1.4.430-S0042) for EU

Utility: V1.50(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64 – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A

VID: 0x07D1

PID: 0x3C10

DWA-160 rev.A2  (Build 4.1.4.430-S0042) for EU

Utility: V1.50(E) for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64 – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A2

VID: 0x07D1

PID: 0x3A09

DWA-160 rev.B  (Build 4.1.4.430-S0042) for EU

Utility: V2.10(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.4.3.0(WHQL Passed)

Windows XP64 –1.4.3.0(WHQL Passed)

Windows Vista32 – 2.3.3.0(WHQL Passed)

Windows Vista64 – 2.3.3.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: May 19, 2009
-----------------------------------------------------------------------------------------------------------

2. Update drivers for DWA-160B.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A  (Build1111-S0041) for EU

Utility: V1.50(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A

VID: 0x07D1

PID: 0x3C10

DWA-160 rev.A2  (Build1111-S0039) for EU

Utility: V1.50(E) for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A2

VID: 0x07D1

PID: 0x3A09

Utility: V2.10(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.2.1.0(WHQL Passed)

Windows XP64  –1.2.1.0(WHQL Passed)

Windows Vista32 – 2.2.2.0(WHQL Passed)

Windows Vista64 – 2.2.2.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: May 19, 2009
-----------------------------------------------------------------------------------------------------------

1. Fix bug: If user get the plug-in tip and plug the DWA-160A and DWA-A2, he can’t finish the installation.
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A  (Build1111-S0040) for EU

Utility: V1.50(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A

VID: 0x07D1

PID: 0x3C10

DWA-160 rev.A2  (Build1111-S0039) for EU

Utility: V1.50(E) for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A2

VID: 0x07D1

PID: 0x3A09

Utility: V2.10(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.2.1.0(WHQL Passed)

Windows XP64  –1.2.1.0(WHQL Passed)

Windows Vista32 – 2.2.2.0(WHQL Passed)

Windows Vista64 – 2.2.2.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: April 21, 2009
-----------------------------------------------------------------------------------------------------------

1. Update Deviceinst.exe(2009/4/21)
2. Update DWA-160A and DWA-160A2 utility(2009/4/21)

-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A  (Build1111-S0039) for EU

Utility: V1.50(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A
VID: 0x07D1

PID: 0x3C10

DWA-160 rev.A2  (Build1111-S0039) for EU

Utility: V1.50(E) for DWA-160 rev.A2 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160A2
VID: 0x07D1

PID: 0x3A09

Utility: V2.10(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.2.1.0(WHQL Passed)

Windows XP64  –1.2.1.0(WHQL Passed)

Windows Vista32 – 2.2.2.0(WHQL Passed)

Windows Vista64 – 2.2.2.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: April 20, 2009
-----------------------------------------------------------------------------------------------------------

1. Support DWA-160A2.
2. Update DWA-160A and DWA-160A2 utility to version V1.50(E)
-----------------------------------------------------------------------------------------------------------
DWA-160 rev.A + DWA-160 rev.B (Build1111-S0038) for EU

Utility: V1.20(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)
Hardware: DWA-160

VID: 0x07D1

PID: 0x3C10

Utility: V2.10(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.2.1.0(WHQL Passed)

Windows XP64  –1.2.1.0(WHQL Passed)

Windows Vista32 – 2.2.2.0(WHQL Passed)

Windows Vista64 – 2.2.2.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: April 2, 2009
-----------------------------------------------------------------------------------------------------------

1.
D-Link EU request to combine DWA-160A with DWA-160B as one installation. Update 

        drivers for DWA-160 rev.A
-----------------------------------------------------------------------------------------------------------
Utility: V1.40 (Build0212-S0036) 
Driver: 

Windows 2000/XP –3.0.0.135 (WHQL Passed)

Windows XP64  – 3.0.0.135 (WHQL Passed)

Windows Vista32 – 3.1.0.104 (WHQL Passed)

Windows Vista64 – 3.1.0.104 (WHQL Passed)

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: FEB 13, 2009
-----------------------------------------------------------------------------------------------------------

1.
Add WHQL .cat file.

---------------------------------------------------------------------------------------------------------------------

Utility: V1.40 (Build0210-S0035-2) without WHQL
Driver: 

Windows 2000/XP –3.0.0.135 

Windows XP64  – 3.0.0.135

Windows Vista32 – 3.1.0.104

Windows Vista64 – 3.1.0.104

Hardware: DWA-160(rev.A2)  
VID: 0x07D1  PID: 0x3A09

Hardware: DWA-160(rev.A)  

VID: 0x07D1  PID: 0x3C10

Date: FEB 11, 2009
-----------------------------------------------------------------------------------------------------------

1.
modify VID , device description , and some customization string.

2.
Fix hang issue under WinXPx64.

3.
Fix WPS issue under Vista.
---------------------------------------------------------------------------------------------------------------------

Utility: V1.40 (Build1119-S0034) without WHQL
Driver: 

Windows 2000/XP –3.0.0.135 

Windows XP64  – 3.0.0.135

Windows Vista32 – 3.1.0.104

Windows Vista64 – 3.1.0.104

Hardware: DWA-160(rev.A2)

VID: 0x2001  PID: 0x3A09

Hardware: DWA-160(rev.A)

VID: 0x07D1  PID: 0x3C10

Date: Dec 3, 2008
-----------------------------------------------------------------------------------------------------------

1. add vista driver and update xp driver for DWA-160A2
---------------------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build1111-S0033)beta (only for Win2k and WinXP)
Driver: 

Windows 2000/XP –3.0.0.133 

Windows XP64  – 3.0.0.133

Hardware: DWA-160(rev.A2)

VID: 0x2001  PID: 0x3A09

Hardware: DWA-160(rev.A)

VID: 0x07D1  PID: 0x3C10

Date: Nov 12, 2008
-----------------------------------------------------------------------------------------------------------

1.Change the VID and PID.

2.remove to enable h/w button from the registry key.  

---------------------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build1027-S0032)beta (only for Win2k and WinXP)
Driver: 

Windows 2000/XP –3.0.0.133 

Windows XP64  – 3.0.0.133

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Nov 6, 2008
-----------------------------------------------------------------------------------------------------------

1. LED light constant on over 1 second at the time when WPS button is pressed.

Follow D-Link SPEC (not last e-mail)to modify LED behavior. 

- When WPS process start (no matter the trigger from H/W button or software GUI), change “the Led solid on for 2 seconds” to “3 blinks/second”.

2. It is over 1 second to complete 3 blinks including 3 times of  light-on , light-off.
Currently we have reported the issue (LED blinking rate is different in different PC) to Atheros ,But we still adjust the LED blinking rate first for D-Link confirm the LED behavior, Please notice that the original 3 blinks/second in some PC, when update this version , it will be changed to 4 blinks/second. 

---------------------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build1111-S0031)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.102(WHQL Passed)

Windows Vista64 – 3.1.0.102(WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PID: 0x3C10

Date: Nov 11, 2008
-----------------------------------------------------------------------------------------------------------

1.Update Vista driver with passed WHQL.

Utility: V1.30 (Build1027-S0030)beta (only for Win2k and WinXP)
Driver: 

Windows 2000/XP –3.0.0.133 

Windows XP64  – 3.0.0.133

Hardware: DWA-160

VID: 0x07D1

PID: 0x3C10

Date: Otc 30, 2008
-----------------------------------------------------------------------------------------------------------

1.
Support H/W WPS button and add WPS LED Control.

DWA-160 rev.A + DWA-160 rev.B (Build1111-S0029) for EU

Utility: V1.20(E) for DWA-160 rev.A 
Driver: 

Windows 2000/XP –3.0.0.117(WHQL Passed)

Windows XP64  – 3.0.0.117(WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PID: 0x3C10

Utility: V2.10(E) for DWA-160 rev.B
Driver: 

Windows 2000/XP –1.2.1.0(WHQL Passed)

Windows XP64  –1.2.1.0(WHQL Passed)

Windows Vista32 – 2.2.2.0(WHQL Passed)

Windows Vista64 – 2.2.2.0(WHQL Passed)

Hardware: DWA-160B

VID: 0x07D1

PID: 0x3C11

Date: Nov 11, 2008
-----------------------------------------------------------------------------------------------------------

1.
D-Link EU request to combine DWA-160A with DWA-160B as one installation.

.  Utility remove adhoc channel selection combo box under Vista. (Because DWA-160A can't work on this feature under Vista.)

.  Change to use Alpha WPS supplicant.

-----------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build814-S0028)beta 
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.102

Windows Vista64 – 3.1.0.102

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Sep 25, 2008
-----------------------------------------------------------------------------------------------------------

1.Update Vista driver to fix fix the site survey and Connection status hanging issue.
Utility: V1.30 (Build814-S0027)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.99(WHQL Passed)

Windows Vista64 – 3.1.0.99 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Sep 25, 2008
-----------------------------------------------------------------------------------------------------------

1.Update Vista driver to fix the blue screen issue when run WPS.

-----------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build814-S0026)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.97 (WHQL Passed)

Windows Vista64 – 3.1.0.97 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Sep 8, 2008
-----------------------------------------------------------------------------------------------------------

1.Update Vista driver to fix WPS failure issue with DIR-855.

-----------------------------------------------------------------------------------------------------------

Utility: V1.21 (Build814-S0025)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.93 (WHQL Passed)

Windows Vista64 – 3.1.0.93 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 19, 2008
-----------------------------------------------------------------------------------------------------------

1.Update ANIOApi.dll to fix BT issue.

-----------------------------------------------------------------------------------------------------------

Utility: V1.20(E) (Build711-S0024)
Driver: 

Windows 2000/XP –3.0.0.117(WHQL Passed)

Windows XP64  – 3.0.0.117(WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 19, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update ANIOApi.dll to fix BT issue..

-----------------------------------------------------------------------------------------------------------

Utility: V1.21 (Build814-S0023)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.93 (WHQL Passed)

Windows Vista64 – 3.1.0.93 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 14, 2008
-----------------------------------------------------------------------------------------------------------

1.Update Utility : when refresh the Bssid List , the active-scan-time is decided by driver call-back under Vista.

2.Fixed that domain display issue under vista

3.Update ANIOApi.dll with static link.

-----------------------------------------------------------------------------------------------------------

Utility: V1.20(E) (Build711-S0022)
Driver: 

Windows 2000/XP –3.0.0.117(WHQL Passed)

Windows XP64  – 3.0.0.117(WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 12, 2008
-----------------------------------------------------------------------------------------------------------

1.Fix the installation flow. When user don’t configure the wizard , the Finish Dialog can’t pop-up.

-----------------------------------------------------------------------------------------------------------

Utility: V1.20(E) (Build711-S0021)
Driver: 

Windows 2000/XP –3.0.0.117(WHQL Passed)

Windows XP64  – 3.0.0.117(WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 8, 2008
-----------------------------------------------------------------------------------------------------------

1. First release for EU version(18ML).

-----------------------------------------------------------------------------------------------------------

Utility: V1.21 (Build711-S0020)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.93 (WHQL Passed)

Windows Vista64 – 3.1.0.93 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 7, 2008
-----------------------------------------------------------------------------------------------------------

2.
Update Utility version for match EU version

-----------------------------------------------------------------------------------------------------------

Utility: V1.11 (Build711-S0019)
Driver: 

Windows 2000/XP –3.0.0.125 (WHQL Passed)

Windows XP64  – 3.0.0.125 (WHQL Passed)

Windows Vista32 – 3.1.0.93 (WHQL Passed)

Windows Vista64 – 3.1.0.93 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Aug 7, 2008
-----------------------------------------------------------------------------------------------------------

1.
Base on S0016 fixed GUI can’t open when there is no AP exist.

-----------------------------------------------------------------------------------------------------------

Utility: V1.11 (Build711-S0018)
Driver: 

Windows 2000/XP –3.0.0.122 (WHQL Passed)

Windows XP64  – 3.0.0.122 (WHQL Passed)

Windows Vista32 – 3.1.0.87 (WHQL Passed)

Windows Vista64 – 3.1.0.87 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jul 11, 2008
-----------------------------------------------------------------------------------------------------------

1.
Base on S0016 fixed GUI can’t open when there is no AP exist.

-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build711-S0017)
Driver: 

Windows 2000/XP –3.0.0.117 (WHQL Passed)

Windows XP64  – 3.0.0.117 (WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jul 11, 2008
-----------------------------------------------------------------------------------------------------------

2.
Base on S0015 fixed GUI can’t open when there is no AP exist.

-----------------------------------------------------------------------------------------------------------

Utility: V1.11 (Build709-S0016)
Driver: 

Windows 2000/XP –3.0.0.122 (WHQL Passed)

Windows XP64  – 3.0.0.122 (WHQL Passed)

Windows Vista32 – 3.1.0.87 (WHQL Passed)

Windows Vista64 – 3.1.0.87 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jul 9, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for support LA and TW domain

-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build709-S0015)
Driver: 

Windows 2000/XP –3.0.0.117 (WHQL Passed)

Windows XP64  – 3.0.0.117 (WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jul 9, 2008
-----------------------------------------------------------------------------------------------------------

1.
Fixed WEP Key in ASCII format issue

-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build623-S0014)
Driver: 

Windows 2000/XP –3.0.0.117 (WHQL Passed)

Windows XP64  – 3.0.0.117 (WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jun 25, 2008
-----------------------------------------------------------------------------------------------------------

1.
Add 7 Language Support

2.
Remove Useless EAP Sub Type

-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build617-S0013)
Driver: 

Windows 2000/XP –3.0.0.117 (WHQL Passed)

Windows XP64  – 3.0.0.117 (WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jun 17, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update for WPS WEP profile create

2.
Update JSW Filter driver

-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build612-S0012)
Driver: 

Windows 2000/XP –3.0.0.117 (WHQL Passed)

Windows XP64  – 3.0.0.117 (WHQL Passed)

Windows Vista32 – 3.1.0.76 (WHQL Passed)

Windows Vista64 – 3.1.0.76 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jun 13, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for IOT and endurance issue

2.
Enable WEP and Adhoc function

-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build415-S0011)
Driver: 

Windows 2000/XP –3.0.0.109 (WHQL Passed)

Windows XP64  – 3.0.0.109 (WHQL Passed)

Windows Vista32 – 3.1.0.67 (WHQL Passed)

Windows Vista64 – 3.1.0.67 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Apr 29, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for fixed R40 BSOD

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build325-S0010)
Driver: 

Windows 2000/XP –3.0.0.101 (WHQL Passed)

Windows XP64  – 3.0.0.101 (WHQL Passed)

Windows Vista32 – 3.1.0.59 (WHQL Passed)

Windows Vista64 – 3.1.0.59 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Apr 2, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for fixed dual band AP have the same MAC

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build212-S0009)
Driver: 

Windows 2000/XP –3.0.0.94 (WHQL Passed)

Windows XP64  – 3.0.0.94 (WHQL Passed)

Windows Vista32 – 3.1.0.55 (WHQL Passed)

Windows Vista64 – 3.1.0.55 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Feb 14, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for change device description

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build117-S0008)
Driver: 

Windows 2000/XP –3.0.0.94 (WHQL Passed)

Windows XP64  – 3.0.0.94 (WHQL Passed)

Windows Vista32 – 3.1.0.55 (WHQL Passed)

Windows Vista64 – 3.1.0.55 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jan 18, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for fixed 11an mode compatible issue

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1217-S0007)
Driver: 

Windows 2000/XP –3.0.0.92 (WHQL Passed)

Windows XP64  – 3.0.0.92 (WHQL Passed)

Windows Vista32 – 3.1.0.51 (WHQL Passed)

Windows Vista64 – 3.1.0.51 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jan 5, 2008
-----------------------------------------------------------------------------------------------------------

1.
Update driver for fixed blue screen issue when connect to AP

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1217-S0006)
Driver: 

Windows 2000/XP –3.0.0.90 (WHQL Passed)

Windows XP64  – 3.0.0.90 (WHQL Passed)

Windows Vista32 – 3.1.0.50 (WHQL Passed)

Windows Vista64 – 3.1.0.50 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Jan 2, 2008
-----------------------------------------------------------------------------------------------------------

2.
Update driver for fixed win2000 hang up issue

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1217-S0005)
Driver: 

Windows 2000/XP –3.0.0.84 (WHQL Passed)

Windows XP64  – 3.0.0.84 (WHQL Passed)

Windows Vista32 – 3.1.0.44 (WHQL Passed)

Windows Vista64 – 3.1.0.44 (WHQL Passed)

Hardware: DWA-160

VID: 0x07D1

PDI: 0x3C10

Date: Dec 18, 2007
-----------------------------------------------------------------------------------------------------------

1.
fixed Vista connection sometime will not reconnect when disconnected.

2.
Update Driver for WHQL Passed.

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1207-S0004)
Driver: 

Windows 2000/XP –3.0.0.84 

Windows XP64  – 3.0.0.84

Windows Vista32 – 3.1.0.44 

Windows Vista64 – 3.1.0.44

Hardware: DWA-160

Date: Dec 11, 2007
-----------------------------------------------------------------------------------------------------------

1.
Modified for D-Link GUI Spec(The position of AES/TKIP/Auto, The position of Open/Shared/Auto)

2.
fixed EAP Security Type under Vista

3.
Change the InstallShield font to match GUI under Vista

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1126-S0003)
Driver: 

Windows 2000/XP –3.0.0.80 

Windows XP64  – 3.0.0.80

Windows Vista32 – 3.1.0.40 

Windows Vista64 – 3.1.0.40

Hardware: DWA-160

Date: Nov 26, 2007
-----------------------------------------------------------------------------------------------------------

1.
fixed Sitesurvey Active button now work

2.
fixed scan list display wep key under Wizard utility

3.
fixed sometime profile create to zero(vista) store

4.
fixed signal display under wizard utility under Vista.

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1122-S0002)
Driver: 

Windows 2000/XP –3.0.0.80 

Windows XP64  – 3.0.0.80

Windows Vista32 – 3.1.0.40 

Windows Vista64 – 3.1.0.40

Hardware: DWA-160

Date: Nov 23, 2007
-----------------------------------------------------------------------------------------------------------

1.
Modified Vista GUI to support Security Auto and Cipher Auto

2.
Update driver to fixed channel display and signal display error issue

3.
update driver to fixed a/b/g/n switch mode issue\

-----------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build1105-S0001)
Driver: 

Windows 2000/XP –3.0.0.70 

Windows XP64  – 3.0.0.70

Windows Vista32 – 3.1.0.30 

Windows Vista64 – 3.1.0.30

Hardware: DWA-160

Date: Nov 5, 2007
-----------------------------------------------------------------------------------------------------------

[First Release]

