DWA-510 Windows Driver Release Note

Utility: V1.30 (Build415-S0016)
Driver: 

Windows 98se/ME – 1.2.5.0

Windows 2000/XP – 1.2.5.0 (WHQL Passed)

Windows XP 64bit – 1.2.5.0 (WHQL Passed)

Windows Vista32 – 2.1.2.0 (WHQL Passed)

Windows Vista64 – 2.1.2.0 (WHQL Passed)

Hardware: DWA-510

Date: Apr 15, 2008
------------------------------------------------------------------------------------------------------------

1. Fixed cipher and open/shared option disappear.

------------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build325-S0015)
Driver: 

Windows 98se/ME – 1.2.5.0

Windows 2000/XP – 1.2.5.0 (WHQL Passed)

Windows XP 64bit – 1.2.5.0 (WHQL Passed)

Windows Vista32 – 2.1.2.0 (WHQL Passed)

Windows Vista64 – 2.1.2.0 (WHQL Passed)

Hardware: DWA-510

Date: Apr 8, 2008
------------------------------------------------------------------------------------------------------------

1. Inf update and enable txburst
------------------------------------------------------------------------------------------------------------

Utility: V1.30 (Build325-S0014)
Driver: 

Windows 98se/ME – 1.2.5.0

Windows 2000/XP – 1.2.5.0 (WHQL Passed)

Windows XP 64bit – 1.2.5.0 (WHQL Passed)

Windows Vista32 – 2.1.2.0 (WHQL Passed)

Windows Vista64 – 2.1.2.0 (WHQL Passed)

Hardware: DWA-510

Date: Mar 28, 2008
------------------------------------------------------------------------------------------------------------

1. Change to 7ML
2. Add aggressive Roaming

3. XP64bit support.
------------------------------------------------------------------------------------------------------------

Utility: V1.20 (Build730-S0013)
Driver: 

Windows 98se/ME – 1.2.3.0

Windows 2000/XP – 1.2.3.0 (WHQL Passed)

Windows Vista32 – 2.0.7.0 (WHQL Passed)

Windows Vista64 – 2.0.7.0 (WHQL Passed)

Hardware: DWA-510

Date: Aug 8, 2007
------------------------------------------------------------------------------------------------------------

1. Fixed Vista64 driver didn’t remove
------------------------------------------------------------------------------------------------------------

Utility: V1.20 (Build730-S0012)
Driver: 

Windows 98se/ME – 1.2.3.0

Windows 2000/XP – 1.2.3.0 (WHQL Passed)

Windows Vista32 – 2.0.7.0 (WHQL Passed)

Windows Vista64 – 2.0.7.0 (WHQL Passed)

Hardware: DWA-510

Date: Aug 2, 2007
------------------------------------------------------------------------------------------------------------

1. fixed IE Length to large

2. Add WPS support under 2K, XP, Vista
3. Add Vista64 Support
4. Fix wizard warning msg for Enterprise Type security.

------------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build713-S0010)
Driver: 

Windows 2000/XP/98se/ME – 1.2.2.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Jul 23, 2007
------------------------------------------------------------------------------------------------------------

1. fixed switch adhoc and infrastruct profile 

2. remove chose XP default GUI page

3. fix PT string display issue
-----------------------------------------------------------------------------------------------------------

Utility: V1.10 (Build713-S0009)
Driver: 

Windows 2000/XP/98se/ME – 1.2.2.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Jul 18, 2007
------------------------------------------------------------------------------------------------------------

1. update NDIS5 driver V1.2.2.0 Support WPS Function
------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build503-S0008)
Driver: 

Windows 2000/XP/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: May 4, 2007
------------------------------------------------------------------------------------------------------------

1. fix driver can’t disable under Vista with new GUI
------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build428-S0007)
Driver: 

Windows 2000/XP/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Apr 30, 2007
------------------------------------------------------------------------------------------------------------

1. Add TC, SC, RU language, and remove XP(64bit) for CD Release
2. fixed multi-laug under Vista can’t modified profile
------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build309-S0006)
Driver: 

Windows 2000/XP/XP64/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Mar 14, 2007
------------------------------------------------------------------------------------------------------------

1. fixed wizard in multi-lang scan encryption type not correctly

------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build309-S0005)
Driver: 

Windows 2000/XP/XP64/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Mar 12, 2007
------------------------------------------------------------------------------------------------------------

1. fixed uninstall the shortcut folder may uninstall clear

------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build306-S0004)
Driver: 

Windows 2000/XP/XP64/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Mar 6, 2007
------------------------------------------------------------------------------------------------------------

1. Limite Wizard SSID field to 32 chars

2. Fixed WPA-AUTO connect need too long time.

------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build305-S0003)
Driver: 

Windows 2000/XP/XP64/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Mar 5, 2007
------------------------------------------------------------------------------------------------------------

1. 1. InstallShield change path fail.

2. Add scroll bar for profile list to long.

------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build302-S0002)
Driver: 

Windows 2000/XP/XP64/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Mar 2, 2007
------------------------------------------------------------------------------------------------------------

1. Modified SSID can’t input special character (“&, <”) etc.

------------------------------------------------------------------------------------------------------------

Utility: V1.00 (Build208-S0001)
Driver: 

Windows 2000/XP/XP64/98se/ME – 1.1.1.0

Vista32 – 2.0.3.0

Hardware: DWA-510

Date: Feb 8, 2007
------------------------------------------------------------------------------------------------------------

 [First Release]

