DWL-2100AP Firmware Release Note  

Firmware: v2.10eu(r0302)

Hardware: A3
Date: January 14, 2005

First Release

None

Problems Resolved:

1. Fixed AP Client cannot use WPA-PSK.

Enhancements:

None

=============================================================

Firmware: v210eu(r0301)

Hardware: A3

Date: January 12, 2005

Problems Resolved:

1. Fix Web bugs again:
AP Repeater SSID disable bug: if selected SSID is null, SSID input enable.
Enhancements:

None

Firmware: v210eu(r0300)

Hardware: A3

Date: January 12, 2005

Problems Resolved:

2. Fix Web bugs:
AP Repeater SSID disable bug: if selected SSID is null, SSID input enable.
2. Fix bug:

 SNMP default setting is ENABLE.

Enhancements:

None

=============================================================

Firmware: v210eu(r0296)

Hardware: A3

Date: January 6, 2005

Problems Resolved:

1. Fix Web bugs:    
a. Fix telnet timeout bug: 1 Mins -> 1 Min

    b. Fix Cfg-file msg bug: firmware -> configuration file

    c. Fix Cfg-file msg spell bug: configuration -> configuration

    d. Fix DHCP-Server spell bug: function -> function

    e. Fix LAN apply bug: gateway use CheckIP function and add two rules.

    f. Fix Device Info SSID bug: space key shown problem

    g. Fix password bug: old password error problem
    h. Fix help string in Web page.

2. Fix bug:

 AP can’t work when set WDS+AP mode from AP Client mode.

Enhancements:

None

=============================================================

Firmware: v210eu(r0294)

Hardware: A3

Date: December 30, 2004
Problems Resolved:

Bug 1: WEB    

        When Auto Channel Select Enable, channel should be gray.

Bug 4:WEB    

        1. Setting AP factorydefault

        2. Setting SSID, SSID  Broadcast and Channel.

           Then select one of Authentication, the setting of SSID, SSID Broadcast and Channel will back to default value.

Bug 6. WEB 

        80 sets of MAC address can be set. When we key in the 81th MAC address will pop error message. Please refer the attached file.

Bug 7. WEB

        When we key 80 sets of MAC address then apply the setting. The Access Control List will crash.

Bug 10. WEB

        DWL-2100AP should NOT support Grouping feature. We will disable it and release again.

Bug 16. WEB

        When select WDS, WDS+AP, AP Repeater...., "Auto channel scan" should gray. [Did it by F/W]

Bug 17. WEB

        192.168.255.X /24 should not be invalid ip.[Did it by F/W] 

Bug 18. WEB Help menu

        Help document need to be corrected due to adding Multi-SSID and Spanning Tree.......[Did it by F/W]

Bug 19. WEB Multi-SSID

        Driver limitation. If master-SSID enable "SuperG" and secondry-SSIDs not support data encryption. WEB interface will defend this last version.

Bug 20. WEB

        VID 4096 can't be set successfully.

Bug 25. WEB

        In AP Client Mode:

        Please gray the Auto Channel Scan, Channel and SSID Broadcast function.

Bug 30. Multi-SSID

        Procedure:

            1.STA1 and STA2 connect to AP. STA1(arp -d) ping STA2(arp -d):OK

            2.Disable Internal station connection and AP reboot. STA1(arp -d) ping STA2(arp -d):Fail

            3.Then enable Guest SSID 3 and AP reboot. STA1(arp -d) ping STA2(arp -d):OK

Bug 31. Multi-SSID

        Procedure:

            1.Set "Reject" for STA1 on ACL and AP reboot. STA1 can't connect to AP.

            2.Then enable Guest SSID 3 and AP reboot. STA1 can connect to AP.
Enhancements:

None

=============================================================

Firmware: v210eu(r0291)

Hardware: A3

Date: December 20, 2004
Problems Resolved:

Enhancements:

1. MSSID/VLAN

2.  rSTP

3. AP + WDS mode

Firmware: v210eu(r0266)

Hardware: A3

Date: November 11, 2004
First Release
Problems Resolved:

None

Enhancements:

None







