ALPHA  DWL2200 AP D-VIEW Release Note v2.31-r12
Firmware: v2.31rc343 
D-View:  v2.31r12
Date: Sep.11th, 2008
Problems Resolved:
1.chang version to “v2.31r12”.
Firmware: v2.30rc343 
D-View:  v2.30r11
Date: Sep.10th, 2008
Problems Resolved:
1.Support Dview6.0 .
Firmware: v2.30rc343 
D-View:  v2.30r10
Date: Sep.3rd, 2008
Problems Resolved:
1. bug32: "Wins" and "DNS" are not necessary.
2. bug35: It should only have the button of "saved" in download configuration .
Firmware: v2.30rc343 
D-View:  v2.30r09
Date: Sep.1th, 2008
Problems Resolved:
1. bug33:fix WDS+MSSID issue. The Security of multi cann't be selected.
2. bug34: Tools/Admin: Limit Administrator IP ,It should not add ip address "0.0.0.0" automatically when input one ip in Limit Administrator IP.
3. bug36: Tools/Configuration File :Download Configuration FileSave file can't choice format。
4. bug37: Please change the date
Firmware: v2.30 
D-View:  v2.30r08
Date: Sep.30, 2007
Problems Resolved:
5. WDS over multi-SSID, PSK in multi-SSID shows “None”.

6. Add a warning message when Super mode changed.
7. Fixed a bug: WDS over Multi-SSID, ASCII Key can’t set success in multi-SSID.

8. WDS over Multi-SSID Set key value should not pop warning message “Key value changed effect other SSID settings”.
Enhancements:
Firmware: v2.30 
D-View:  v2.30r07
Date: Sep.27, 2007
Problems Resolved:
9. Fix the WDS with AP and Multi-SSID.
10. Gray out the Auto Channel Scan when Super G with Dynamic turbo.

Enhancements:
ALPHA  DWL2200 AP D-VIEW Release Note v2.30-r06

Firmware: v2.30 
D-View:  v2.30r06
Date: Sep.25, 2007
Problems Resolved:
Enhancements:
1. In Wireless, input some characters in SSID, apply it, it didn't take effect.
2. In Admin, please change SHH to SSH.
3. Please change Login as in web.
4. in DHCP server settings, if user doesn't input IP address, it should be pop a warning message as WEB.
5. In warnning message, please change Date Setting to Data Rate Settings.
6. WPA-Personal(3 modes), WPA-Enterprise(3 modes) to WPA-PSK(3 modes), WPA-EAP(3 modes);
7. 802.11g only and Advance data rate settings.
ALPHA  DWL2200 AP D-VIEW Release Note v2.30-r05

Firmware: v2.30 
D-View:  v2.30r05
Date: Sep.14, 2007
Problems Resolved:
Enhancements:
1. Data Rate Control and gray basic rates;
2. MSSID + WDS;

3. Administration Vlan;

4. Remove APC and APR Mode;

ALPHA  DWL2200 AP D-VIEW Release Note v2.30-r04
Firmware: v2.30 rc146
D-View:  v2.30r04
Date: May.31, 2007
Problems Resolved:
15. When AP and control PC in different net segment, some function can't work normal
16. AP client mode, when set WPA-PSK as Authentication is some problem.
Enhancements:

Firmware: v2.30 rc133
D-View:  v2.30r03
Date: May. 25, 2007
Problems Resolved:
1.In home\information page, If system name set 42 characters will can't save successful 

3.In Tools\admin page haven't limit ip item, but web have. See pic

4. Download cfg file or upload cfg file have some problem 
12. Some pages's apply button is disabled
13. Home\informance page's style is different with other page
14. In client mode, WPA/WPA2-PSK's ciper type have no auto option.
Enhancements:
Firmware: v2.30 rc133
D-View:  v2.30r02
Date: May. 22, 2007
Problems Resolved:
1.In home\information page, If system name set 42 characters will can't save successful 

3.In Tools\admin page haven't limit ip item, but web have. See pic

5.D-view only have three mssid, but web have seven

6.Advanced/Multi-ssid:when click save only once, it can't take effect.

7.When set ap client, d-view Authentication is different with web

8.When select a client mode, AP can't connect root AP. 
10.When set Authentication is WPA-EAP, the item RADIUS Secret can set 32 characters in D-view. But web can set 64 characters

11.When Console Protocol chang to telnet from ssh, after apply and restat will show none
Enhancements:
Firmware: v2.30 rc133
D-View:  v2.30r01
Date: May. 14, 2007
Problems Resolved:
Enhancements:
1, Add AP Client Mode;                                                                                            2, Data Rate Control and Gray Basic Rate always

Firmware: v220 rc011
D-View:  v2.20r04
Date: Jun. 23, 2006
Problems Resolved:
1. Fix the bug : Set primary SSID's Authentication to “Open system/Shared key”, in the page of Multi-SSID, set security of is WPA-PSK(3 mode), then exchange the primary SSID and Multi-SSID will show error.
Enhancements:
None

Firmware: v220 rc009
D-View:  v2.20r03
Date: Jun. 20, 2006
Problems Resolved:
1. Fix bug : Click the button of  “Save” first time, it don’t take effect, click it second time, it will take effect;
2. Fix bug: Enable Multi-SSID, set Multi-SSID to WEP, Apply it, in the page of Wireless, Enable AP Mode or Super G Mode, not should the message "Key value is used by SSID! To change Key value affects other SSID settings." 
Enhancements:
None

Firmware: v220 rc009
D-View:  v2.20r02
Date: Jun. 17, 2006
Problems Resolved:
3. Fix bug : Remove trap server IP in Tools \Admin. 
4. Fix bug: Change Console Protocol from SHH to Telnet, Apply it, the item of Console protocol will show None;  

5. Fix bug : When Authentication is selected EAP , input 32 characters at best in Radius secret.
6. Fix bug: Enable Multi-SSID, set Multi-SSID to WPA-PSK, Apply it, in the page of Wireless, Enable AP Mode or Super G Mode, not should the message "To change authentication type of Primary SSID will change WPA-Enterprise of Secondary SSID to non security." 
Enhancements:
None

Firmware: v220 rc003
D-View:  v2.20r01
Date: Jun. 12, 2006
Problems Resolved:
7. Modify the Admin module. 
8. The SSID in Multi-SSID is changed from 4 items to 8 items.

9. Fixed bug :When Super G Mode is  “Super G with Dynamic Turbo ”, The Enable Property of Channel is true, 
Enhancements:
None

Firmware: v200 r0419
D-View:  v1.01r05
Date: Oct. 09, 2005
Problems Resolved:
10. Delete warning when apply success.

11. Make Combobox can not to edit.(AP authentication)
Enhancements:
1. Add AP domains.

None

Firmware: v200 r0419
D-View:  v1.01r04
Date: Oct. 09, 2005
Problems Resolved:
12. If main SSID’s auth set to “WEP”, Make the guest SSID’s auth which is EAP to no security.
Enhancements:
2. Add AP domains.

None.

Firmware: v200 r0419
D-View:  v1.01r03
Date: Oct. 19, 2005
Problems Resolved:
13. Fixed bug: change Get IP from static to dynamic. Apply settings. Not make device to restart.
Enhancements:
None
Firmware: v200 r0419
D-View:  v1.01r02
Date: Oct. 14, 2005
Problems Resolved:
14. If multi-SSID is disabled, no warning message for multi-SSID in wireless.

15. Add affiliation about cluster.

16. Modify strings, PSK-( Personal, EAP(Enterprise. Cluster(AP Domains.
Enhancements:
None
Firmware: v200 r0419
D-View:  v1.01r01
Date: Oct. 09, 2005
Problems Resolved:
17. For firmware v2.00 first release.
Enhancements:
3. Add AP domains.

4. Grouping (Load Balance + Link Integrate)
5. MSSID (4 SSIDs)(Virtual Mac address)
6. MSSID (4 SSIDs)(Virtual Mac address)
7. WMM
	修訂日期
	版本
	變 更 內 容

	2004/3/16
	V1.00(r100)
	The first release. 

	2004/5/12
	V1.00(r131)
	Release second generation F/W.(base on Atheros 3.3.0.111)

	2004/6/11
	V1.00(r161)
	Modify driver to base on Atheros v3.3.0.136 driver

	2004/7/7
	v1.00B1(r180)
	1. patch: Add patch file "Same_MAC_Address_Fix_330136_062104" to fix router problem in XR function

2. Change some web page style. (WPA, Table frame,..)

3. Remove SNTP

4. Renew layout of encryption.

5. Fixed the page client info hided in APR or APC.

6. modify: modify string from 'encrption' to 'encryption' in wizard page.

	2004/7/13
	V1.00(r186)
	Fix the bugs list. Attached file. (DWL-2200 Bug Report(0713)RD reply.doc)

	2004/7/14
	V1.00(r188)
	Fix web pag two bugs. No. 12,13.

	2004/7/14
	V1.00(r189)
	Enable client info.

	2004/7/28
	V1.00(r197)
	Fix:

1.  Modify group key update interval error (Web)

2.  Let root mac address be gray

1. Modify getting channel method. (Web)

2. Modify web channel setting. (Web)

3. Fixed help string. (Web)
4. Limited the length of user name and password in 12 char. (Web)
5. Fixed verify action. (uncheck the mac address in APR or APC) (Web)

6. Fixed limited action. (when super mode enabled, the data rate must be gray) (Web)
7. Fixed security. (Web)

8. Disable XR function, and take away this function in Web page.

Patch Atheros driver v3.3.0.156.

	2004/7/30
	V1.00(r201)
	Modify AP repeater using MAC.

	2004/8/3
	V1.00(r202)
	Solve unstable problem , when XR disable.

	2004/8/4
	V1.00(r203)
	Modify Tornado.v003 ( Tornado.v004 

	2004/8/11
	V1.00(r207)
	Use Tornado.v003 to complier this version, It is TFFS problem.

	2004/8/11
	V1.00(r208)
	Fix: Cannot connect to AirPort Card in AP repeater mode.

	
	
	

	
	
	

	
	
	

	2004/9/7
	Dv:1.00(r04)

Fw:1.01r222
	1. After apply windows and reboot ap can close the setting windows .

2. fixed bug “DHCP Server” : a. set static pool setting for 3 lists  b.delete 1th and 2th list  c. 3th list still keep in no. 3 list .  d. please make the 3th to 1th list
3. Home/Wirless/channel can control supermode.
4. fixed : can’t update firmware.
5. change 10Mmins to 10 Mins in Tools/Misc.
6. apply the staticpool can get ip address.
7. change the warning message of Advanced/DHCP Server/Dynamic pool settings 
8. change the warning message of Advanced/DHCP Server/Static pool settings
9. when enter a out of line number can show warning message immediately,when the value is null , it will juge when apply the setting.
10. change the queue of Advanced/Performance/data rate.
11. change the warning message of “Home /Wireless/LAN”
12. when the ssid is null ,pop warning message.
13. Advance\Filters change Mac to MAC.
14. Make the Advanced\Performance message display can be accepted.

	2004-9-8
	Dv:1.00(r05)

Fw:1.01r222
	1. change ifindex to index&& Dns to DNS.

2. Modify Advanced\DHCP Server’error message .

	2004-9-9
	Dv:1.00(r05)

Fw:1.01r229
	1. fixed the bug “Advanced/performance’s error message”(bug 12 by lily)

2. changed advance/mode to advanced/mode.

3. change dwl2200 to dwl-2200. Ok to OK.

4. delete the “.”of “Stats.”
5. Modify address to Address in Device info.

6. limit text length in Tool/Admin.

7. make the null value did’nt display in Advanced/Mode.

8. if a MAC as the same as the other one ,show a warning message.

	2004-9-10
	Dv:1.00(r10)

Fw:1.01r229
	1.  Limit input in Home/Information. 

	2004-10-9
	Dv:1.00(r12)

Fw:1.01r229
	1. Add the Client infomation 

2. if not select AP repeater ,the root MAC Show NULL.

3. fixed the bug ,when set Static MAC the Waiting Form Show Reboot ,but in 

fact it will not reboot.

4.fixed bug in the Client Info ,the Index is error.
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