ALPHA DWL2700 AP D-VIEW Release Note v2.10 –r01
Firmware: v210au r0165
D-View:  v2.10r01
Date: Nov 10, 2006
Problems Resolved:
1. Modify the version based v1.00r12;
Enhancements:
None
Firmware: v210au r0165
D-View:  v1.00r12
Date: Oct 24, 2006
Problems Resolved:
2. Add the function of RSSI;
Enhancements:
None
Firmware: v210au r0165
D-View:  v1.00r11
Date: Oct 8, 2006
Problems Resolved:
3. set Authentication to WPA-PSK(3 modes), WPA-EAP(3 modes), the range of Group Key Update Interval is modified to 300~18000. 

Enhancements:
None
Firmware: v210au r0154
D-View:  v1.00r10
Date: Aug 30, 2006
Problems Resolved:
4. Set Authentication to WPA-EAP(3 modes)In module, it should input 64 characters in Radius Secret at best.
5. The length of user name is modified from 12 to 64.

6. set Authentication to WPA-PSK(3 modes), WPA-EAP(3 modes), the range of Group Key Update Interval is modified to 30~18000. 

7. Add the functions of WMM and Antenna Diversity.

8. Remove “Group Key Update Interval” In WDS and WDS with AP operation modes.

9. Cipher type modified to: AUTO/AES in WDS with AP; AES in WDS mode when WPA-PSK is selected.
Enhancements:
None
Firmware: v200eu r0064
D-View:  v1.00r09
Date: Jan 10, 2006
Problems Resolved:
1. Fixed a bug: in Multi-SSID, delete the words of "super mode"
Enhancements:
None
Firmware: v200eu r0064
D-View:  v1.00r07
Date: Sep 30, 2005
Problems Resolved:
2. Fixed a bug: in DHCP, exchange the position of wins and DNS.

Enhancements:
None
Firmware: v200eu r0064
D-View:  v1.00r05
Date: Sep 30, 2005
Problems Resolved:
3. Add warning Message “The device is already running firmware rev 2.xx and cannot be downgraded to firmware rev 1.xx”.

Enhancements:
None
Firmware: v200eu r0063
D-View:  v1.00r04
Date: Sep 27, 2005
Problems Resolved:
4. Fixed a bug of key index: set multi-SSID no encrypt. Change Key index should not be affected.

5. Modify the Strings. “fuction” to “function”, “settins” to “settings”.
Enhancements:
None
Firmware: v200 r055
D-View:  v1.00r03
Date: Aug 30, 2005
Problems Resolved:
1. Show warning message when some characters not be supported
Enhancements:
None
Firmware: v200 r055
D-View:  v1.00r02
Date: Aug 29, 2005
Problems Resolved:
1. Limit Key Len when change valid key.

2. Fixed bug: can not set remote MAC in 2—8 items.

3. Delete Auto channel scan in performance page. And add “Mb” in data rate list.

4. Change the range of group ID from (1-4095) to (1-4094).

5. When set to WPA, just set auth to none. Keep multi-SSID status.
6. Change the caption of valid list in multi-SSID page.
Enhancements:
None
Firmware: v200 r055
D-View:  v1.00r01
Date: Aug 24, 2005
Problems Resolved:
7. First release.
Enhancements:
None






