ALPHA  DWL3200 AP D-VIEW  Release Note v2.51-r09

Firmware: v250 rc341
D-View :  v2.50r09
Date: October 13, 2008
Problems Resolved:
1. A fter click “Apply” ,  click “Cancel” again, it will appear to error.

2. Icon problem

3. Cannot“discover” 

ALPHA  DWL3200 AP D-VIEW  Release Note v2.51-r08
Firmware: v250 rc341
D-View :  v2.50r08
Date: October 10, 2008
4. Problems Resolved:
5. The page program in lan and performace page。
Enhancements:
Firmware: v250 rc341
D-View :  v2.50r07
Date: October 9, 2008
Problems Resolved:
Enhancements:
6. support D-view6.0

Firmware: v250 rc341
D-View :  v2.50r07
Date:August 22, 2008
Problems Resolved:
1.this Pre-test fixed the bug:1.After set fac, vlan id is not gray.

2.After set fac,enable the data rate status, exist the item "Basic".
Enhancements:
Firmware: v250 rc333
D-View :  v2.50r06
Date:August 21, 2008
Problems Resolved:
1. Vlan tag mode of primary is illegal in multi-ssid.
2. When set "vlan tag mode" to dynamic,the ssid will change.
3. on  multi-ssid settings page,VLAN ID should be grey.
4. change the SNTP/NTP server time zone, after apply, Don’t refresh the modified value.
Enhancements:
Firmware: v250 rc333
D-View :  v2.50r05
Date:August 15, 2008
Problems Resolved:
5. There is not exist the expand name when upload the configure file.
Enhancements:
Firmware: v250 rc319
D-View :  v2.50r04
Date:July 16, 2008
Problems Resolved:
6. It should only have the button of "saved" in download configuration file.
7. Set authentication to wpa-eap in primary.Do it in multi-ssid and select "vlan tag mode" to dynamic.the ssid is changing. 
8. Vlan tag mode of primary is illegal in multi-ssid.
Enhancements:
Firmware: v250 rc319
D-View :  v2.50r03
Date:July 11, 2008
Problems Resolved:
1. Open the function of the security when ap mode is wds with ap
Enhancements:
Firmware: v245 rc266
D-View :  v2.45r04
Date:January 4, 2008
Problems Resolved:
Fixed all the bug belong to the dwl3200 in bug tracking
Enhancements:
Firmware: v245 rc260
D-View :  v2.45r02
Date: December 21, 2007
Problems Resolved:
1、 Password doesn't pass the value
2、 IP range
3、 Submask and gateway in DHCP Server may be null.
4、 Keep consistent,please.
Enhancements:
Firmware: v245 rc260
D-View :  v2.45r01
Date: December 18, 2007
Problems Resolved:
5、 add Secondary RADIUS Mode in wireless;

6、 add Secondary Accounting Mode in wireless; 
Enhancements:
1、Primary SSID with VLAN tag

2、Administration VLAN
3、MSSID over WDS 
4、Support to administrate AP with WLAN (Default enable) 

5、Support 2 management IP range on WEB UI 

6、WMM over WDS

7、Priority by SSID 

8、IGMP Snooping

   9、Dynamic VLAN

Firmware: v240 rc125
D-View :  v2.40r03
Date: April.28, 2007
Problems Resolved:

Bug 13: performance:11b only has some error.


Bug 14: WPA-EAP authentication has some message error.
bug 15: multuissid page show blank if enabled.
bug 16: Advance Date rate settings of 6M and 9M seemed to reverse.
bug 17: Secondary Accounting server is failed to set.
Enhancements:
None
Firmware: v240 rc119
D-View :  v2.40r02
Date: April.26, 2007
Problems Resolved:

Bug 1: Hel\About:Please change "2006" to "2007".


Bug 2: Advanced\Performance:wireless B/G 11b Mode of 11b only has some error


Bug 3: Advanced\performance:Advance Data rate should be gray when super G is enable.


Bug 4: Advanced\Performance:Date rate item has some message error when Advanced data rate is enable.
bug 5:Home\Lan:DHCP has some error.

bug 6:Please change all the "enabled" character to "enable".

bug 7:Tools\Firmware update and ssl:Please change the time to a longer value when update f/w

bug 8: Security:plesase keep WPA-EAP as the same as web.
bug 9: Status\Device info:mac address doesn't show the full info of AP.
bug 10:rejected
bug 11:Advance data rate settings should be gray in WDS(with AP) mode.

bug 12:Advanced\DHCP Server:Domain name does not support 64 characters.

Enhancements:
None
Firmware: v240 rc117
D-View :  v2.40r01
Date: April 18 2007
Problems Resolved:
None
Enhancements:
1. On WEB UI, add Data Rate Control (refer to WiFi manager).(MIB)

2. add submenu:status->stats->ethernet and status->stats->WLAN 802.11G.

AP status on UI (also on MIB)(MIB).
   CPU and Memory utilization.(menu:status->device info)
   Statistics for Ethernet TX and RX.(menu:status->stats->ethernet)
3. Trap server, settings(catagorize the types of traps)(MIB).(menu:tools->admin)
4. Enable/Disabe ping  (MIB).(menu:tools->admin)
5. Rogue ap protection( enable /disable) ===================================================================================

Firmware: v230 rc066
D-View :  v2.30r05
Date: Nov.14, 2006

Problems Resolved:
1． Remove the function of Ethernet Link Status in page of Grouping;
Enhancements:
None
Firmware: v230 rc059
D-View :  v2.30r04
Date: Oct.30, 2006

Problems Resolved:
2． Set AP mode is WDS or WDS with AP, apply it. In the page of Grouping, the item of the Load Balance should be gray.
Enhancements:
None
Firmware: v230 rc050
D-View :  v2.30r03
Date: Oct.10, 2006

Problems Resolved:
3． Set the item of Radio to Off, apply it. In the page of Rogue AP, it will pop a warning message, and the button of Detect should be gray.
4． In the page of Multi-SSID, set one MSSID's Authentication to WPA-PSK(3 Modes), save it.(The primary SSID's Authentication is OFF), Change the Group Key Update Interval, save it again, it will pop a warning message.
5． In the page of Multi-SSID, set some MSSIDs, their Authentication include WEP, the key index should be 2 or 3..In the page of Wireless, set AP Mode to WDS or WDS with AP, change the Authentication to WPA-PSK, it will pop a warning message, please remove it;

6． The pop-up warming message when selecting Primary SSID’s security to WPA-Enterprise or WPA-Personal, then click Apply.  Change it to: “WPA-Enterprise or WPA-Personal will use second and third key slots. Other Multi-SSID which uses second and third key for WEP will be set to no security.”
7． Add the function of update SSL certification;
8． Remove the page of stat.
Enhancements:
None
Firmware: v230 rc045
D-View :  v2.30r02
Date: Sep.27, 2006

Problems Resolved:
9． Fixed the bugs of DWL3200v2.30r01;
Enhancements:
None
Firmware: v230 rc044
D-View :  v2.30r01
Date: Sep.22, 2006

Problems Resolved:
10． Enable/Disable SSID broadcasting for each SSID;
11． Add Load balance/Link integrity;

12． WMM for all SSID

13． In log setting, add the SMTP setting functionality
14． Support 64Bytes username length for radius authentication.
15． Don’t support special character in login username
16． Pop error message when key in special character in WEB login user name.
17． Configuration file extension from CFG to DCF
18． Add two “Limit Administrator IP”
Enhancements:
None
Firmware: v220 r0507
D-View :  v1.06r02

Date: Jul.18, 2006

Problems Resolved:
19． When radio wave is off, rouge ap should pop a message to tell user rouge function is not available and detect button turn gray.

Enhancements:
None
Firmware: v220 r0507
D-View :  v1.06r01

Date: Jul.10, 2006

Problems Resolved:
1. Remove the turbo mode from Super G mode.

Enhancements:
None
Firmware: v211 r468
D-View :  v1.05r03

Date: Feb.23, 2006

Problems Resolved:
2. Fixed the bug :the max limit length of system name;

3. Fixed the bug : if B/G mode set to 11b only,  super mode should be gray;
4. It should be pop a warning message to remind user which use WPA-EAP in MSSID will change to no-security as in WEB;
5. set primary-SSID to WPA-EAP, then add some MSSID which use WPA (6 Mode),then change primary-SSID's security to WEP,  the key shouldn't index include 2,3.
Enhancements:
None
Firmware: v211 r466
D-View :  v1.05r02

Date: Feb.21, 2006

Problems Resolved:
6. Fixed the bug in module v1.05r01.

Enhancements:
None
Firmware: v211 r450
D-View :  v1.05r01
Date: Feb.16, 2006
Problems Resolved:
7. v1.05 first release..

Enhancements:
1． Add SNTP function.
2． Add accounting function.
3． Add b/g Mode and antenna diversity.
4． Add WDS site survey.
5． Add WDS info.
Firmware: v211 r450
D-View :  v1.04r01
Date: Dec 19, 2005
Problems Resolved:
1. Just modify version number from v1.03 r11 to v1.04r01.

Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r11
Date: Oct 01, 2005
Problems Resolved:
1. Fixed bug: the channel can not refresh.

2. When no security in multi-SSID, no warning message needs to pop.

3. Make all pass word show “**”.

4. Fixed bug: change authentication from EAP to WEP, multi-SSID which set authentication to WEP has been set to no security.
Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r10
Date: Sep 01, 2005
Problems Resolved:
1. When the Auth of primary SSID is both, always show WEP group.
Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r09
Date: Sep 01, 2005
Problems Resolved:
5. Remove the warning message when the Auth of multi-SSID set to WEP.
Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r08
Date: Sep 01, 2005
Problems Resolved:
1. Modify the EAP of multi-SSID.
Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r07
Date: Aug 26, 2005
Problems Resolved:
1. Modify the strings of user’s feedback.
Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r05
Date: Aug 22, 2005
Problems Resolved:
1. Fixed bug, the primary SSID’s Authentication always show both in multi-SSID.
2. fixed bug of warning message when set authentication in primary SSID.
Enhancements:
None
Firmware: v210 r398
D-View :  v1.03r04
Date: Aug 22, 2005
Problems Resolved:
1. Modify the condition of a warning message in multi-SSID.
2. if the Authentication select both, make the encryption gray and select enable
3. Change the caption from “Open System \ Shared Key” to “Auto” in Client info.
4. Get rogue AP when form create.
Enhancements:
None
Firmware: v210 r397
D-View :  v1.03r02
Date: Aug 18, 2005
Problems Resolved:
1. Delete the info of status bar in DHCP static pool.

2. Fixed Client info ‘s SSID shows error..
Enhancements:
None
Firmware: v210 r397
D-View :  v1.03r02
Date: Aug 18, 2005
Problems Resolved:
1. Fixed bug of MISC function.
2. Change “Long” to “Long only”, change Short to Short and Long in Performance\Preamble.
3. In the windown of the Adding MAC Address, Change MAC address to MAC Address, change Mac Addr to MAC Address.
4. If set WPA, the 2nd and 3rd Key should be used. So set WEP just allow user use 1st and 4th key.

5. Fixed bug of MAC index increase automatically when refresh.
6. When AP Mode select WDS with AP or WDS, if user input same MAC address for Remote AP, one is written by capital letter, and another is written by small letter, Add a warning message to remind user.
7. fixed multi-ssid’s bug.
8. fixed message error bug in DHCP.
Enhancements:
1. add warning message between wireless and multi-SSID.

2. Add SSID in client info.

3. Add key type.

None
Firmware: v210 r395
D-View :  v1.03r01
Date: Aug 13, 2005
Problems Resolved:
1. Modify wireless, performance page.

2. Modify Multi-SSID.
Enhancements:
1. Add rogue AP.

2. Add WMM.

3. Add System Log.
None
Problems Resolved:
1. in client info.  Authentication : 0-- Open System,1—Shared,2—Both,3—EAP,4—PSK,5—WPA2-EAP,6—WPA2-PSK,7—WAP-Auto-EAP,8—WAP-Auto-PSK, Band: 0—11a,1—B,2 and 3—11g.
Enhancements:
None
Firmware: v201 r329
D-View :  v1.02r02
Date: Apr 08, 2005

Problems Resolved:
1. When the Auth is PSK, we changed the AP mode from access point to WDS. AP mode can’t set the real value. This bug fixed it in v1.02 r02
Enhancements:
None
Firmware: v201 r326
D-View :  v1.02r01
Date: Mar 18, 2005

Problems Resolved:
1. Support SG. 
Enhancements:
None
Firmware: 200eu r0313
D-View :  v1.01r09
Date: Feb 03, 2005

Problems Resolved:
1. Fixed bug of channel item index is 0 anytime.

Enhancements:
None
Firmware: 200eu r0313
D-View :  v1.01r08
Date: Feb 03, 2005

Problems Resolved:
1. Make the pass phrase display “***” not the real value.

Enhancements:
None
Firmware: 200eu r0313
D-View :  v1.01r08
Date: Feb 03, 2005

Problems Resolved:

1.  In performance, the caption of Radio wave changes to Radio.

2. Make the Pool down window like the web.

3. Change the caption of VLan to VLAN in Multi SSID.

4. Make the position of WEP is appropriate.
Enhancements:
None
Firmware:200eu r0313
D-View :  v1.01r06
Date: Jan 31, 2005

Problems Resolved:

1. IF Turbo mode is 0, in device info form just show disable or enable. Not without turbo.

Enhancements:
None
Firmware: 200eu r0309
D-View :  v1.01r05
Date: Jan 28, 2005

Problems Resolved:

1. If the encryption is disabled, do not judge key index.  
Enhancements:
None
Firmware: 200eu r0309
D-View :  v1.01r04
Date: Jan 28, 2005

Problems Resolved:

1. Change the warning message of static pool setting when the IP is 0.0.0.0

2. When the encryption is disabled, it should not affect guest SSID set.  
Enhancements:
Support WPA2
Firmware: 100eu r0303
D-View :  v1.01r02
Date: Jan 19, 2005

Problems Resolved:

Support both new and old firmware 
Enhancements:
None
Firmware: 100eu r0303
D-View :  v1.01r01
Date: Jan 16, 2005

First release.
Problems Resolved:

Modify the wireless , Mode and Encryption . Like it in web.  
Enhancements:
1. Add Multi SSID.

2. Add Site survey. 
	修訂日期
	版本
	變 更 內 容

	2004/12/8
	V1.00(r01)
	The first release. 

	2004-12-15
	V1.00(r08)
	Make the MAC address can be “0.0.0.0” 

Delete  Domain Name Server IP Address and Domain Server Name in encryption.

And make the security server setting in encryption, not unaided form.

Make the password display “*”。Not idiographic value.

Change the message 11a to 11g.

Limit user’s input in encryption of security server setting.

AP mode control the “encryption” . (changed the quomodo to deal with it.)
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