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DWL-3200AP D-View Module Release Notes  
Firmware: v2.55
Hardware: B1, B2
D-View Module:v2.55r19
Date: 2010/07/27
Problems Resolved: 
1. Fixed bug: Administrator Settings page: un-limit the IP range when adding IP address range. For example: “From: 192.168.0.1 To: 196.1.2.3” now is valid, while invalid in the previous versions because the two IP addresses are not in the same subnet..

2. There is no message clue on the user when we input the invalid number and click the "Apply"
3. In the DV Module we should see the message that let user reboot AP when we are updating config file

4. Change the button of "Max" to gray(there are many buttons in different window)

5. Changed the order when message-box pops as invalid parameters are passed in Dynamic Pool in DHCP page.

6. After reset data rate settings, data rate control should be disabled
7. Remote AP MAC Address : “000000000000” will disappear..

8. When set to Factory default, the Enable Priority item of Multi-SSID is checked. It is wrong.

9. Remove the redundant item of Internal Station Connection

10. Enable priority cannot apply successfully

11. Click two add button, the page will be error in Multi-SSID

12. When Accounting mode of Primary SSID is Disable, other SSID’s accounting mode should be un-choice.

13. The copyright time is wrong

14. The System page shows up some unnecessary items.

15. Add to status-bar information when Apply button clicked in Dynamic DHCP.

16. Add to FTP settings in SSL updating and make it available to update SSL. 

17. The function of tab key is disabled in the pages of  advanced rogue AP / administrator setting /device info

18. Administrator: limit the IP range when ‘From IP’ and ‘To IP’ are not in the same subnet.

19. Shielded input special characters in Chinese in the domain name

20. The Multi-SSID page is error after apply successfully

21. Performance: When super mode is enable with dynamic turbo, channal can not change for 6 promptly

22. Super Mode is error for JP

23. Passphrase can not come back former setting after refresh in Wireless
24. It will be error when double click apply after setting WDS or WDS with AP
25. The icon is wrong upon D-View6.0

26. The warning is not right after clicking the icon when SNMP is disabled

27. Frequencies can not change promptly when channel is 12 or 13

28. Advanced/Performance: Page display error

29. Home\Wireless: Remote AP MAC Address refresh error

30. Advanced\ Performance: The key of channel empty

31. The light is bright when Lan LED disable

32. Home\Wireless: AP Mode for WDS or WDS with AP：refresh button failed.

33. The function of tab key is disabled

34. SMTP: If set Domain name of Mail address is capital letter, it will pop a waning message. But it works normally in WEB.

35. SSL: When update SSL, it will pop a warning message.
Enhancements: 
1. Add Internal station connection by SSID 
---------------------- END ----------------------







[image: image1.jpg]D-Link Corporation confidential


