DWL-3200 AP Firmware Release Note  
Firmware: v2.10r0413

Hardware: 
Date: September 21, 2005
Problems Resolved:
Fixed: When enable MSSID, the MAC Filtering <ACL> failed.
Enhancements:
Firmware: v2.10r0412

Hardware: 
Date: September 16, 2005
Problems Resolved:
1. Fixed: Because group key will be set to zero when WDS starting 4 way handshake, station can't get IP address from DHCP server.
2. Fixed: AP sometimes reboot continually because of external Watch Dog Timer timing.
Enhancements:
Firmware: v2.10r0410

Hardware: 
Date: September 12, 2005
Problems Resolved:
Modify some string errors of CLI commands.

       Encyrption --->Encryption

       Clinet ------->Client

Enhancements:
Firmware: v2.10r0407

Hardware: 
Date: August 31, 2005
Problems Resolved:
[Web page]:

a. Modify Multi-SSID behavior: User can modify Radius setting by using the security page of Primary SSID.

Enhancements:
Firmware: v2.10r0405

Hardware: 
Date: August 25, 2005
Problems Resolved:
[Web page]:

b. Modify Cipher.

c. Grouping apply bug.

d. Modify "Disabled" to "Disable".

e. Modify WPA authentication cipher only can set to TKIP.
Enhancements:
Firmware: v2.10r0403

Hardware: 
Date: August 24, 2005
Problems Resolved:
1. Fixed: DHCP dynamic and DHCPs static domain name bug.

2. Fixed: In the item of Console Protocol, select from SSH to Telnet, the Telnet Support will be gray. I fixed it.

3. Fixed: Disable MSSID, primary ssid still pop warning message problem.

4. Modify warning message after update firmware.

5. Modify WEB_Back_Time 27 to 30.

6. Fixed: The problem that set WAP in Wireless page can't pop warning message when key slot 2 or 3 has be set.

7. Modify security field to show "Open", "Shared", "Both" in MSSID table. 

8. Modify help file.
Enhancements:
Firmware: v2.10r0401

Hardware: 
Date: August 23, 2005
Problems Resolved:
1. Modify WEB_Back_Time 25 to 27 s
2. Fix Radius Secret can't display double quote problem.
3. [DIAP]:

a. Fix preamble setting error

    b. Fix passphrase set to 63 characters, ssid and passphrase show error message.

    c. Fix repeat set primary passphrase(ex:0123),then get wrong passpharse(ex:012) 

    d. Fix multi-ssid cipher setting error.
Enhancements:
Firmware: v2.10r0398

Hardware: 
Date: August 18, 2005
Problems Resolved:
1. [Web]: If Authentication selects "Open System/Shared Key", Encryption "Disabled" would be gray and "Enabled" would be selected.
2. [D-view]: 

a. new nodes (adSecKeyType, adMSSIDKeyType) are added to select WEP key type

b. new node "keytypeselection" indicates that key type selection is supported.

3. [AP Manager]:

a. Fix that radius secret to ASCII transition.

b. Fix bug 101, fix that AP manager set multi SSID's authen. type as wpa-psk.wpa2-psk.wpa-auto-psk and apply ,and ap will crash .

c. Fix that AP is in WDS mode with original authen. type as wpa-eap,wpa2-eap,wpa-auto, it change authen. type to open.
Enhancements:
Firmware: v2.10r0397

Hardware: 
Date: August 16, 2005
Problems Resolved:
1. [SNMP D-View interface] : New node "mssidindication" is added.
2. [DHCP Server]: DHCP Server doesn't provide service until DHCP client get IP configuration.
3. Fix the bug that log records over 6 pages will reboot(Pointer type).
4. Fix ClientInfo page broken problem(string:"Secondary-SSID" -> "Multi-SSID").
5. Vlan ID range is 1 to 4094.
6. When setting the "Static Pool Setting", it can pop warning message now.
Enhancements:
Firmware: v2.10r0396

Hardware: 
Date: August 15, 2005
Problems Resolved:
Enhancements:
Modify AP Manager and D-View to support functions:

1. MSSID Isolated Securities
2. 8 MSSIDs + Virtual Mac + VLAN tag

3. WMM function

4. Syslog

5. SSH

6. Rogue AP detection

7. WDS support WPA2-PSK and rSTP

Firmware: v2.10r0395

Hardware: 
Date: August 12, 2005
Problems Resolved:
1. [Web]

a. Fix security string problem in MSSID, ClientInfo, DevInfo page.


b. Fix poping debug message problem in Wireless page.


c. Fix security can't display "WPA-Personal" in DevInfo page.


d. Modify help file.
    e. Radio has been turned off. The Rogue AP Detection will be invalid!
    f. Fix the bug that log records over 6 pages will reboot.

    g. Fix string problem in MSSID page.
2. Fixed: AP didn't update the information of MSSID for dot1x session when STA roam to Guest 
3. Fixed: Remove debug message of MSSID. 

4. [SNMP]

    a. increasing the stack size of reboot task.

    b. freeing memory used by syslog function after using it.

    c. modified files: DLSAgent.c, APConfig.c
5. [DIAP]

    a. freeing memory used by syslog function after using it.

    b. modified files: DIAP.c

6. [Rogue AP detection]:

    Fixed: Rogue AP Detection didn't work when Radio off.

7. [Syslog]

     a. Modifyed MSSID string. WPA-PSK -> WPA-Personal

                             WPA-EAP -> WPA-Enterprise

Enhancements:
Firmware: v2.10r0393

Hardware: 
Date: August 9, 2005
Problems Resolved:
1. [Function] Bug Fixed: AP will crash when Log Message is longer than buffer size.

2. [Function] Bug Fixed: WPA-PSK fail on DHCPC mode.

3. [Memory] Modify Syslog buffer size to 300*200 to save some memory for download F/W and configuration file.

4. [WEB] Bug Fixed: Auto Channel Select can’t be configured by WEB.

Enhancements:
Firmware: v2.10r0392

Hardware: 
Date: August 5, 2005
Problems Resolved:
1. [Function ] Bug Fixed: AP will crash when user enable Primary SSID with encryption and 7 Guest SSIDs without encryption.
2. [WEB] Bug Fixed: MSSID page can’t show correct security message.

Enhancements:
Firmware: v2.10r0391

Hardware: 
Date: August 2, 2005
First Release

Problems Resolved:
Enhancements:
Add the following functions:

8. MSSID Isolated Securities
9. 8 MSSIDs + Virtual Mac + VLAN tag

10. WMM function

11. Syslog

12. SSL

13. SSH

14. Rogue AP detection

15. WDS support WPA2-PSK and rSTP

Firmware: v2.02r0373

Hardware: 
Date: June 21, 2005

First Release

Problems Resolved:
1. Fixed: AP will use wrong priority to forward traffic from STA1 without WMM to STA2 with WMM.
2. Fixed: AP will deauth STA connected to MSSID 7 (No security) when MSSID is enabled and Primary SSID is configured as WPA-TLS.
Enhancements:
 None

Firmware: v2.01r0358

Hardware: 
Date: May 20, 2005

First Release

Problems Resolved:
1. Just change version to v2.01 from v2.02

Enhancements:
 None

Firmware: v2.02r0357

Hardware: 
Date: May 20, 2005

First Release

Problems Resolved:
2. Modified CLI-command table, remove some commands.

3. Added a function to check country code when AP boot up.
4. Fix: Web page can upload CFG file when user key-in some path in address line.

Enhancements:
 None

Firmware: v2.01r0335

Hardware: 
Date: April 29, 2005

Problems Resolved:
1. Modified Channel and Max Tx Power according the table from PM-Leon

	
	channel
	板端output power
	EIRP(antenna 5db)

	EU：CE
	1~13
	average 14db
	average 19db

	NA： FCC
	1~11
	average 21db(ch 2~ch 10)
average 14db(ch 1,ch 11)
	average 26db(ch 2~ch 10)
average 19db(ch 1,ch 11)

	SG：CE
	1~13
	average 14db
	average 19db

	AU: FCC
	1~13
	average 21db(ch 2~ch 12)
average 14db(ch 1,ch 13)
	average 26db(ch 2~ch 12)
average 19db(ch 1,ch 13)

	IS ：CE
	5~13
	average 14db
	average 19db

	JP：xxx
	
	
	


2.Modified the table of CLI-command.

Enhancements:
None

Firmware: v2.01r0331

Hardware: 
Date: April 20, 2005

Problems Resolved:
2. Modified Channel and Max Tx Power according the table from PM-Leon

	
	channel
	板端output power
	EIRP(antenna 5db)

	EU：CE
	1~13
	average 14db
	average 19db

	NA： FCC
	1~11
	average 11b 22db ; 11g 21db
	average 11b 27db ; 11g 26db

	SG：CE
	1~13
	average 14db
	average 19db

	AU: FCC
	1~13
	average 11b 22db ; 11g 21db
	average 11b 27db ; 11g 26db

	IS ：CE
	5~13
	average 14db
	average 19db

	JP：xxx
	
	
	


Enhancements:
None

Firmware: v2.01r0329

Hardware: 
Date: April 7, 2005

Problems Resolved:
1. [Web pages]
   a.  Fix channel at wizard to show default value at Wizard page.

   b.  Fix SSID can set null problem at wireless page.

   c.  Fix the problem select "Enable VLan State" pop error message at MSSID page.

   d.  Fix auth 『shared key』selected, Encryption 『Disabled』 must be gray in wireless page.

   e.  Fix PassPhrase can't display 『"』 problem.

2. Primary SSID with WPA-PSK and M-SSID enable. STA connect AP, after several seconds, STA can't ping AP.

Enhancements:
None

Firmware: v2.01r0328

Hardware: 
Date: March 28, 2005

Problems Resolved:
1. Added static turbo channel table for SG.
[SNMP]

1. D-View interface doesn't make RSTP enable when AP mode is set to WDS without AP.

[AP manager]

1. AP manager interface doesn't make RSTP enable when AP mode is set to WDS without AP.

Enhancements:
None

Firmware: v2.01r0326

Hardware: 
Date: March 16, 2005

Problems Resolved:

1. Fix telnet from Ethernet than "set factory default" ==> Ethernet hang up problem
2. Support Tx high power for SG
Enhancements:
None

Firmware: v2.00r0321

Hardware: 
Date: February 4, 2005

Problems Resolved:

1.  [AP Manager]: RSTP would auto enable/disable to match the ap mode.
Enhancements:
None

Firmware: v2.00r0320

Hardware: 
Date: February 4, 2005

Problems Resolved:

2. Fix bug about open system, share key, both need change cipher be "WEP" 

3. [SNMP]: Correct the display of authentication of primary SSID in M-SSID table
Enhancements:
None

Firmware: v2.00r0319

Hardware: 
Date: February 4, 2005

Problems Resolved:

4. WEB will ask user to login again when modify user name and password

2.  [SNMP]: Correct the display of authentication in Device Info table.
Enhancements:
None

Firmware: v2.00r0316

Hardware: 
Date: February 3, 2005

Problems Resolved:

5. WEB can’t show correct channel for IS.

6. Modified some string for customer.

Enhancements:
None

Firmware: v2.00r0313

Hardware: 
Date: January 28, 2005

Problems Resolved:

1. Station cannot get IP from another AP through WDS mode.
Enhancements:
None

Firmware: v2.00r0311

Hardware: 
Date: January 28, 2005

Problems Resolved:

1. SNMP: Correct the range check of authentication.
2. TFTPc [new function]: SNMP status get/set function is allowed in AP manager interface.
Enhancements:
None

Firmware: v2.00r0309
Hardware: 
Date: January 26, 2005

First Release

Problems Resolved:

None

Enhancements:
1. Use Atheros driver v4.0.0.140

2. Multiple-SSID/VLAN 

3. rSTP (Spanning Tree) in WDS mode

4. Some new web page.

	修訂日期 (Date)
	版本(Ver.)
	變 更 內 容(Description)

	2004/11/29
	v1.00r0277
	The first release. This firmware is single firmware.

	2004/11/30
	v1.00r0278
	Just change the version and hidden page version naming.

Web page version: v1.00

Get runtime/hidden page version:

DWL-3200AP v1.00r0278xx; xx : eu,jp,is or sg

	2004/12/03
	v1.00r0280
	Fixed the pictures of WEB problem.

	2004/12/07
	V1.00r0282
	Web page problem

 a.Configuration spell error

   b.SSID can't show "blank" in the status page!

   c.SSID can set first claracter be "blank" in Setup Wizard, 

      but can't be set in wireless page there is a warning message

   d.When change password from Admin page, set to error old password still can be apply, please remider user the password fail can't be apply.

   e.Gateway can set invalid IP, ex. 10.0.0.0

   f.When click Mode page , the process of load Mode page will show "Site Survey".

   g.The Web page error.(Can't load Image)    

	2004/12/14
	V1.00(r0289)
	1. Modify Web page’s string.

2. Change SSID, in PSK mode cannot connect.

3. APM cannot adjust the FW’s country.

	2004/12/16
	V1.00(r0290)
	Fix RFC 1213 to correcte system uptime.

	2005/01/14
	V1.00(r0303)
	1. Use Atheros driver 4.0.0.140

2. Multiple-SSID/VLAN
3. rSTP (Spanning Tree) in WDS mode
4. Some new WEB pages

	2005/01/20
	V2.00(r0305)
	1. Correct version to v2.0

2. Fixed some WEB bugs.

3. Turn on WPA2 for WEB.

	2005/01/26
	V2.00(r0309)
	1. Modified help menu.

2. Fixed WEB bug about Multi-SSID.

3. Bug fixed: STA which connect to M-SSID secondary can't get IP from DHCP server     when disable WLAN partition STAtoSTA
4. Modified some WEB page for customer’s requests.

5. Bug fixed: STA can't connect secondary SSID when primary SSID was configured to WPA or WPA2.
6. Bug fixed: WEB download configuration file, but AP will write current setting again. The WEB configuration file can't take effect because it was replaced.
7. Bug fixed: AP enables RSTP when it was configured to WDS with AP mode.

	
	
	








