ALPHA DWL3260 AP D-VIEW Release Note v1.20-r12
D-View :  v1.2r12
Firmware: v120 

Hardware:A1
Date: November 12, 2008
Problems Resolved:
1.Modify the icon

3.Modify the ap name.
D-View :  v1.2r11
Firmware: v120 

Hardware:A1
Date: November 4, 2008
Problems Resolved:
1.Fixed the bug: After apply, there is setting error in wireless page.

2. Fixed the bug: in date and time page, there is setting error in wireless page after apply.

3.when the ip list is empty,enable the limite ip status and apply, should be pop the message.
D-View :  v1.2r10
Firmware: v120 

Hardware:A1
Date: October 31, 2008
Problems Resolved:
1.Fixed the bug:There is the message of the pointer error when update FW, Configuration "Save and Active" and ect.

2. Fixed the bug: when discover device on DV6.0 platform , popup error message "Can't load DWL3260APModule"
D-View :  v1.2r09
Firmware: v120 

Hardware:A1
Date: October 10, 2008
Problems Resolved:
1.Modify  the setting package in order to cover the default dwl3260 setting package
Enhancements:
None
D-View :  v1.2r07
Firmware: v120 

Hardware:A1
Date: August 19, 2008
Problems Resolved:
1. Can’t save the status of Priority.
2. There is not the expand name when download the configure file
3. IGMP Snooping cann't be saved.

4. Data rate is set error.
5. VLAN ID should be gray when vlan tag mode selects dynamic.
6. Support the D-View6.0

Enhancements:
None
D-View :  v1.2r06
Firmware: v120 

Hardware:A1
Date: August 7, 2008
Problems Resolved:
7. Set Vlan Tag Mode failed in Multi-SSID.
8. The WMM should be gray when enable priority
9. Set AP Mode to access point,encryption is WPA-EAP in primary,Enable Multi-SSID,encryption is also WPA-EAP,Change AP Mode to WDS With AP,multi 1's encryption should be "OFF"。

10. The channel is always gray in performance
Enhancements:
None
D-View :  v1.2r01
Firmware: v120 

Hardware:A1
Date: July 4, 2008
Problems Resolved:
1. Open the function of the security when ap mode is wds with ap.
Enhancements:
1. Date Rate Control 
2. Administration VLAN
3. Primary SSID with VLAN tag
4. Ping Enable/Disable (default Enable)
5. administrate AP with WLAN (Default enable)
6. Priority by SSID
7. IGMP Snopping v1/v2
8. 802.1x Dynamic VLAN
None
D-View :  v1.10r10
Firmware: v110 

Hardware:A1
Date: Oct.31, 2007
Problems Resolved:
9. Fixed the bug:no user name and password will update sll successfully!

10. In Wireless, set some settings, click apply, it will pop a warning message, pls remove it.(this bug has exist)
Enhancements:
None
D-View :  v1.10r09
Firmware: v110 

Hardware:A1
Date: Oct.30, 2007
Problems Resolved:
1. Fixed the bug :Set AP Mode to WDS with AP, Authentication to Open or Share, apply it. In the page of MSSID, add MSSID, it will pop a warning message, please remove it.
Enhancements:
None
D-View :  v1.10r08
Firmware: v110 

Hardware:A1
Date: Oct.26, 2007
Problems Resolved:
1. Fixed the bugs in v1.10r07;
Enhancements:
None
D-View :  v1.10r07
Firmware: v110 

Hardware:A1
Date: Oct.19, 2007
Problems Resolved:
2. Change "Advanced Data Rate Settings": The Basic Rates should be gray out and show "Basi"c ; The other Rates need to have “Disable” 、"Enable"  and remove "Basic"option.
3. Remove the Universal Repeater mode
4. Under the page of “SNTP Information/SNTP Settings”, add a checkbox to permit users to select between Auto and Manual. If user selects Manual, we will approbate users to set the clock time manually (Pls fix the system time issue) 

5. AP Group Settings>Link Integrate should be "Link Integrity"

6. DHCP section: "Wins" should be "WINS", "SubMask" should be "Submask"

7. Status>Stats>"WLAN 802.11G" should be "WLAN" because we can set the AP in 11b only mode.
Enhancements:
None
D-View :  v1.10r06
Firmware: v110 

Hardware:A1
Date: Jul.25, 2007
Problems Resolved:
1. remove “both” when AP mode set repeater.

2. delete wrong pop message in wireless.

3.change ssid to Wireless Network Name(SSID).

None
Enhancements:
D-View :  v1.10r05
Firmware: v110 

Hardware:A1
Date: Jul.25, 2007
Problems Resolved:
1. if set apmode to "wds with AP", click apply, sometimes,it will pop two messge.please del them.
2. If set ap mode to "repeater",click scan,select one AP which SSID is null,click apply,it should be pop a warning message as web.
3. in help\about page, change "2006" to "2007".

4. set ap mode to repeate, select one root ap in site surver table, click apply, in web and cosole,the SSID isn't successful.
5. if MSSID has uses the encryption of WPA(3 modes), set ap mode to "wds with ap", and encryption is WPA(3 modes) ,change group key update interval,please delete the warning message.
6. if MSSID has uses the key 2 or 3., set ap mode to "WDS with AP ", and encryption is WPA(3 modes) ,it will pop a warning message,,please delete the warning message.
7. if Super mode has set "Dynamic turbo" or "without turbo",then set AP MODE to "WDS with AP" or" WDS" or "repeater",after apply, supermode will show disable.
8. if Primary and MSSID has uses the encryption of WPA-EAP(3 modes), set ap mode to "WDS with AP ",click apply, it will pop a warning message ,please delete the warning message.
Enhancements:
ALPHA DWL3260 AP D-VIEW Release Note v1.10-r04
D-View :  v1.10r04
Firmware: v110 

Hardware:A1
Date: Jul.24, 2007
Problems Resolved:
9. If ap mode has set WDS with AP, Enable MSSID, it will pop a warning mesage,please delete it.

2.  Fix multi over wds function .
Enhancements:
ALPHA DWL3260 AP D-VIEW Release Note v1.10-r03
D-View :  v1.10r03
Firmware: v110 

Hardware:A1
Date: Jul.19, 2007
Problems Resolved:
10. if set apmode to "repeater",after apply, the item of "channel" will allow user to change.
11. Change MAC address to real address.
Enhancements:
1. Add multi over wds consistent.
ALPHA DWL3260 AP D-VIEW Release Note v1.10-r02
D-View :  v1.10r02
Firmware: v110 

Hardware:A1
Date: Jul.18, 2007
Problems Resolved:
1.
delete the item of "super mode" in page of "Wireless" .

2.
if set "Ethernet to WLAN access" to disable, it should be pop a warning message.

3.
delete the word " administrator setting" ,and change "Led" TO " LED".

4.
in DHCP Server, if user doesn't input IP for" Gateway, DNS,Wins",it should be pop a warning message.
5.
If ap mode set "universal repeater",then "channel, SSID broadcast" should be gray.
6.
upload configure file,when it is successful,please change to another title for this message.
7. 
refresh page "performance "of module, channel can't refresh ,except open this page again.
8. 
if set supermode to "without turbo" or "dynamic turbo",then "data rate" can't change to "Auto".

9.
in page of wireless, please let words show expressly.
10.
if MSSID has enable,then enable super mode ,it shoule be pop a warning message as web.
11.
if AP mode set to "Unversial repeater" , encryption type is different from WEB.
12.
Set "Unverisal repeater" mode in APMode,,it will pop a warning message.
Enhancements:
ALPHA DWL3260 AP D-VIEW Release Note v1.10-r01
D-View :  v1.10r01
Firmware: v110 

Hardware:A1
Date: Jul.13, 2007
Problems Resolved:
Enhancements:
1.
support Universal Repeater.

2.
Add Data Rate control.

3.
AP status. (CPU and Memory utilization ,Statistics for Ethernet TX and RX).

4.
Add Secondary RADIUS server setting in wireless.

5.
Add Enable/Disable ping.

6.
Support mSSID/VLAN over WDS.
ALPHA DWL3260 AP D-VIEW Release Note v1.00-r08
D-View :  v1.00r08
Firmware: v100 r079

Hardware:A1
Date: Dec.26, 2006
Problems Resolved:
1. The function of Update firmware is abnormal
None
Enhancements:
D-View :  v1.00r07
Firmware: v100 r079
Hardware:A1
Date: Dec.25, 2006
Problems Resolved:
1.Add the function of WLAN MAC Address in the page of Status \ Device Info
Enhancements:
None
D-View :  v1.00r06
Firmware: v100 r074

Hardware:A1
Date: Dec.5, 2006
Problems Resolved:
1．Fixed the bug: After update ssl ,close the form, program  
Enhancements:
None

D-View :  v1.00r05
Firmware: v100 r074
Hardware:A1
Date: Dec.4, 2006
Problems Resolved:
1．Fixed the bug: After update ssl ,close the form, program  
Enhancements:
None

D-View :  v1.00r04
Firmware: v100 r073

Hardware:A1
Date: Dec.1, 2006
Problems Resolved:
1．Add the function of LED Status; 
Enhancements:
None

D-View :  v1.00r03
Firmware: v100 r072
Hardware:A1
Date: Nov.30, 2006
Problems Resolved:
1．Fixed the bug: when update fireware, the device doesn’t restart; 
Enhancements:
None
D-View :  v1.00r02

Firmware: v100 r071

Hardware:A1
Date: Nov.28, 2006
Problems Resolved:
1． In WDS(with AP)mode,set something and save and active, restart Module will take time more than 25 seconds
Enhancements:
D-View :  v1.00r01
Firmware: v100 r070
Hardware:A1
Date: Nov.17, 2006
Problems Resolved:
1. First release.

Enhancements:
1． New project.






