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DWL-3260 AP Firmware Release Note  
Firmware: v1.20 rc340

Hardware: A1,A2
Date: Dec, 11 2008 

Problems Resolved:
1. The information in the multissid will show 11a when set the vlan tag mode to dynamic.
4. User will fail to login to the management web UI via IE 7.0 if silverlight was installed.
5. AP couldn’t connect to fast radius.

6. Can’t kick off station through APMII v2.0.

7. Enhance the MSSID over WDS function, allow user change the security settings of MSSID when the ap mode is WDS with AP.

8. Intel WiFi Link 4965AGN can’t connect to AP if authentication is WPA/WPA2 PSK, and vlan state is enabled.

9. It should send an IAPP-ADD-Notify packet when STA roaming to AP2 from AP1, not only an IAPP-Move-Notify packet.

Enhancements:

1. Support primary SSID with VLAN tag function.
2. Support administration VLAN (Manage VLAN), administrate AP with WLAN and management IP range function.
3. Support WMM over WDS function.
4. Support Priority by SSID function.
5. Support IGMP Snooping (v1/v2) function.
6. Support 802.1X Dynamic VLAN function.
7. Support IAPP (fast roaming)
8. Support APMII v2.0
9. Support NAP.
10. Support Acct-Interim-Interval attribute for Accounting function,
11. Add wireless station linkup and link down trap 

12. CLI command to input SNMP Location.
13. Support 3 RSTP CLI commands, rstp getstp/rstp getstate/rstp setstate
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