DWL-3260 AP Firmware Release Note  
D-Link Firmware: v1.10 rc247 for all region
Hardware: Rev A1

Date: Mar 14, 2008 

Problems Resolved:
1. [FW] Fix the output power issue for EU.
2. [WEB]There should be a warning message, when primary ssid’s authentication changes to others from WPA-EAP, while at least one of MSSID’s authentications is WPA-EAP. 
3. [WEB]After reboot, System time doesn't work, when SNTP set to manual mode. 

4. [WEB]Change "Radio" to "Wireless" and remove this feature in wireless client mode, in Advance Wireless Settings. 

5.  [WEB]Change some string errors,” Link Integrate “ to "Link Integrity", “Wins”  to "WINS", "SubMask" to "Submask".
6. [WEB]Change "WLAN 802.11G" to "WLAN", in Status>Stats.
7. [MIB] set adGetClient index to 1 as default, and set adGetClient index to 1 and get rid of the entry(do not allow user to change it)

8. [SNMP] remove the item of “ Ethernet link status” in grouping page.
9. [Firmware]SSH still could login in with old username/password, when web login username and password modified.

10. [WEB]There are some errors in help files.

11. When user login with wrong user/password from web, they still can access some web pages
12. SNTP time server error

13. When enable Multi-SSID with WPA-PSK with wrong passphrase, AP will stop working after several days
14. Disable auto configuration saving to Flash
15. Delete some useless messages of deauthentications.

16. The WMM's status of Primary SSID can't display rightly in Multi-SSID webpage;
17. Multicast packet control, from LAN to WLAN.
Enhancements:
1. Supports Data Rate control
2. Supports APM II
3. Support WMM to 802.1p(basic) mapping, VLAN tagged packet forwarding

4. Support 802.11MIB
5. Support MIB-II (RFC-1213)

6. AP status on UI (also on MIB,CPU and Memory utilization ,Statistics for Ethernet TX and RX)
7. Support EAP secondary RADIUS server 
8. Trap server, settings(categorize the types of traps)
9. Supports MSSID over WDS

Firmware: v1.00 rc102

Hardware: 
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