DWL-3260 AP Firmware Release Note  
Firmware: v1.00 rc102
Hardware: A1
Date: March 21, 2007 

Problems Resolved:
1. [WEB]  When user reboot the device through Web UI, then cancel the login step from IE browser, user will login the web UI immediately provided click the web link on LoginCancelMsg.htm. Solved the web UI Security Problem.

2. [WEB]  If  the connection is logged out and user want to access RestartSystem.htm through the URL: http://192.168.0.50/Forms/ RESET_Switch or RESTORE_Switch,  the login window should be pop out, then Device will be reboot.

3. [WEB]  The function that the restore default setting from web UI  is failure.

Enhancements:
1. [F/W] Increase the SDRAM size from 16M to 32M bytes.

Firmware: v1.00rc082
Hardware: A1
Date: Jan 16, 2007
Problems Resolved:
1．Add help stings in WEB UI.

Enhancements:
None
Firmware: v1.00rc079
Hardware: A1
Date: Dec 25, 2006
Problems Resolved:
1．[F/W] support “Real MAC address” for Multi-SSID.

Enhancements:
None
Firmware: v1.00rc074
Hardware: A1
Date: Dec 1, 2006
Problems Resolved:
1．[WEB][SNMP][DIAP] add the “External Led indicators” item in tool/administrator settings.

Enhancements:
None
Firmware: v1.00rc073
Hardware: A1
Date: Nov 30, 2006
Problems Resolved:
1．[SNMP] Updating fireware from D-View , there is a fatal error.
Enhancements:
None
Firmware: v1.00rc072
Hardware: A1
Date: Nov 29, 2006
Problems Resolved:
None

Enhancements:
1. Modify default country code to GB.
2. Modify the LED status, as feature lists required.
Firmware: v1.00rc071
Hardware: A1
Date: Nov 22, 2006
Problems Resolved:
1. Remove the item "Antenna Diversity" from WEB UI
2. Remove the "Ethernet Link Status" from WEB GUI
Enhancements:
1. Change output power as following table from pm:
	Model Name/PN
	H/W Ver.
	country code
	channel
	PCBA output power
	EIRP(printed antenna =1db)

	EWL3260MEU...A1G
	
	EU
	ch 1~13
	  18 dbm
	  19 dbm

	
	
	NA/US
	ch 1~11 
	  18 dbm
	  19 dbm

	
	
	JP
	ch 1~13 
	  18 dbm
	  19 dbm

	
	
	AU
	ch 1~13 
	  18 dbm
	  19 dbm

	
	
	SG
	ch 1~13 
	  18 dbm
	  19 dbm


Firmware: v1.00rc070
Hardware: A1
Date: Nov 15, 2006
Problems Resolved:
None
Enhancements:
2. [WEB] style based on 3200 v2.30 rc069.
3. Change “SSID” to “Wireless Network Name (SSID)”.
4. Change output power as following table from pm:
	Model Name/PM
	H/W Ver.
	
	channel
	PCBA output power

	DWL-3260AP
	V.A1
	EU
	ch 1~13
	  19 dbm

	
	
	NA
	ch 1~11 
	  19 dbm

	
	
	JP
	ch 1~13 
	  19 dbm

	
	
	AU
	ch 1~13 
	  19 dbm








