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    Product Announcement

DWL-7700AP

Date: February 1,2005
	Product name:
	Wireless 2.4/ 5GHz dual band outdoor Access Point

	Product Group & Type:
	Wireless

	Revision:
	A1

	Available:
	Jan. M 2005

	Picture:
	[image: image1.png]




	Why Sell This Product:
	D-Link’s current outdoor wireless access points include the DWL-2700AP (802.11g). We have phased out the lower speed 802.11b DWL-1700AP and DWL-1750AP outdoor access points. Now we’re adding this new dual-band DWL-7700AP (802.11a/b/g) outdoor access point for you to tackle the burgeoning WLAN market and the increasing demand for hot spot equipment.

To keep you abreast to the industry’s current standard, our outdoor access points now have built-in the PoE function and high Gain antennas. Rugged all-weather outdoor housing is the basic feature. We also have a wide range of high Gain outdoor antennas for you to sell with this AP.

Selling Points

· High speed up to 108Mbps Turbo mode.

· 5dBi high Gain antennas included with this AP.

· Industry standard 802.3af PoE.

· SNMP v.3 management support (in addition to web-based and Telnet configuration).

· DFS/TPC support for European operation.

	Key Features:
	· Outdoor access point ideal for building-to-building connection & Internet hotspot creation

· Dual band compliant to 802.11a 5GHz and 802.11g

· 2.4GHz standards

· Up to 54Mbps data transfer rate, 108Mbps Turbo mode

· Real throughput 15 times faster than basic 802.11b wireless devices

· Rugged all-weather outdoor housing

· Built-in 802.3af Power Over Ethernet (PoE)

· 64/128/152-bit WEP data encryption

· WPA/WPA2 wireless security support

· Web-based & SNMP management

· Telnet support

· Mounting kit provided for both wall and poll mounting
· DFS/TPC support for European operation

* WPA2 support is available in firmware upgrade in the near future. 108Mbps Turbo operation in 5GHz frequency band is not allowed in EU countries.

	Technical Details:
	Standards

- IEEE 802.11a, b, g WLAN

- IEEE 802.3 Ethernet, 802.3u Fast Ethernet

- IEEE 802.3af Power Over Ethernet

Frequency Range

- 2.4 to 2.4835 GHz ISM band

- 5.15 to 5.250 GHz UNII band

- 5.725 to 5.850 GHz  UNII band

Interface

- Power jack

- Factory reset button

- 10/100BASE-TX Ethernet port

Media Access Protocol

CSMA/CA with ACK

Radio & Modulation Schemes

- 802.11a: BPSK, QPSK, 16QAM, 64QAM, OFDM

- 802.11g: BPSK, QPSK, 16QAM, 64QAM, OFDM

- 802.11b: DQPSK, DBPSK, CCK

Channel Numbers

11 Channels (FCC)

13 Channels (ETSI)

Data Rates

- 802.11a: 54,48, 36, 24, 18, 12 and 9Mbps

- 802.11g: 54, 48, 36, 24, 18, 12, 9 and 6Mbps

- 802.11b: 11, 5.5, 2, and 1Mbps

Transmit Output Power *

(Typical RF output power at each data rate)

- 802.11a:

+14 to 15dBm at 54, 48Mbps

+14 to 17dBm at 36, 24, 18, 12, 9, and 6Mbps

- 802.11g:

+18dBm at 54Mbps

+20dBm at 48Mbps

+23dBm at 38, 24, 18, 12, 9, and 6Mbps

+23dBm at 11, 5.5, 2 and 1Mbps

23dBm (200mwatts) (FCC)

20dBm (100mwatts) (ETSI EIRP max.)

- 802.11b:

+23dBm at 11, 5.5, 2 and 1Mbps

23dBm (200mwatts) ( FCC)

20dBm (100mwatts) (ETSI EIRP max.)

* Maximum power setting will vary according to individual country regulations.

Receive Sensitivity

- 802.11a:

(1000-byte PDU at 10% PER Packet Error Rate)

-87dBm at 6Mbps

-86dBm at 9Mbps

-85dBm at 12Mbps

-83dBm at 18Mbps

-80dBm at 24Mbps

-76dBm at 36Mbps

-71dBm at 48Mbps

-66dBm at 54Mbps

- 802.11g:

(1000-byte PDU at 10% PER Packet Error Rate)

-87dBm at 6Mbps

-86dBm at 9Mbps

-85dBm at 12Mbps

-83dBm at 18Mbps

-80dBm at 24Mbps

-76dBm at 36Mbps

-71dBm at 48Mbps

-66dBm at 54Mbps

- 802.11b:

(at 8% PER Packet Error Rate)

-83dBm at 11Mbps

-89dBm at 2Mbps

Antenna Type

Dual dipole antennas with 5dBi Gain

Security

- 64/128/152-bit WEP data encryption

- ACL MAC address access control

- SSID hidden

- WPA EAP, WPA PSK

- AES (Advanced Encryption Standard) *

* AES available in the near future

Configurable Modes

- AP

- Point to Point Bridge

- Point to Multi-Point Bridge

Device Management

- Web-based management

- Telnet

- SNMP v.3

Firmware Upgrade

- Telnet

- Web-based

Diagnostic LEDs

- Power

- 10/100Mbps

- 802.11a

- 802.11b/g

Operating Voltage

- 5VDC +/- 10% without PoE

- 48VDC +/- 10% with PoE

Power Supply

Through external power adapter

Power Consumption

- 7 watts (max.) without PoE (without heater)

- 8.5 watts (max.) with PoE (without heater)

- 27 watts (max.) without PoE (with heater

- 28.5 watts (max.) with PoE (with heater)

Current Consumption

- Max. 7 watts without PoE or heater

- Max. 8.5 watts with PoE, without heater

- Max. 27 watts without PoE, with heater

- Max. 28.5 watts with PoE and heater

Operating Temperature

-40 to 60 ℃
Storage Temperature

-40 to 65 ℃
Physical & Environmental
Operating Humidity

10% to 90% non-condensing

Storage Humidity

5% to 95% non-condensing

Dimensions

277.7 (L) x 155 (W) x 70 (H) mm

Regulation Certification

- FCC Part 15

- ETSI 300/328

Package Contains

- DWL-7700 Outdoor AP

- 1 CD

- 1 Quick Installation Guide (printed)

- 2 dipole antennas

- 1 Surge arrestor

- 1 PoE base unit

- 1 RF jumper cable (1 meter long)

- 1 Ethernet cable (30 cm long)

- 1 set of grounding wires

- 1 power cord

- 1 external power adapter

- 2 mounting kits

- 8 screws and rubber rings

	EMI/EMC Report
	(FCC No.                         ( CE No.                         ( VCCI No.            

( CTR-21 No.                ( C-Tick No.                    ( A-Tick No.           

( FDA No.                     ( R&TTE No.                  ( BSMI No.            
( Others             

	Safety
	( TUV No.                     ( UL No.                          ( CSA No.                   
( Others

	Packaging Style
	( Clamshell ( White Box ( Gift Box ( Bulk ( White Box with D-Link Logo

( Others ( Brown Box )        

	Packaging Contents:
	· One set of DWL-7700 Outdoor AP

· One pcs of Master CD

· One pcs of Quick Installation Guide

· Two Rubber Dipole Antenna

· One pcs Surge Arrestor

· One pcs PoE base unit

· One pcs 1M RF Jumper cable

· One pcs 30M Ethernet cable 

· One set Grounding wire

· One pcsPower Code

· One pcs Power Adapter

· Two Mounting Kit

Eight Screws and rubber ring

	UPC Code:
	BWL7700ANAA1

790069 272035 
CWL7700ANAA1

790069 272035  
TWL7700ATWA1

790069 275005 
EWL7700BEUA1

790069 275012 
EWL7700EEUA1

790069 275029 
EWL7700EFRA1

790069 275036 
IWL7700ALAA1

790069 275043 
IWL7700ELAA1

790069 275050 
IWL7700EFRA1

790069 275067 
IWL7700ESGA1

790069 275074 
IWL7700NAUA1

790069 275081 
NWL7700CCNA1

790069 275098 


	Units Per Carton:
	2

	Cartons Per Pallet:
	For USA   Air:36,  Sea: 60                 
	For WW     Air:36,   Sea: 60   

	Dimensions and Weight:
	Box: [image: image2.wmf]

239x168x36(Type A)
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, Others 391x180x388  mm,    6.54    kg
Carton:  395x370x420    mm,    14.21     kg

Pallet:   (by Air)  1220x1020x1390   mm,  271.78   kg (for USA)

 1220x1020x1390   mm,   271.78   kg (for WW)

(by Sea)  1220x1020x2230   mm,  442  kg (for USA)

   1220x1020x2230    mm,  442   kg (for WW)

INTRASTAT weight:   5.52     kg (Box)

Packing material weight (Box):

- Paper:     0.80   kg

- Plastic:    0.20    kg

- Mixed:     0.02    kg


[image: image8.png]Product Class 3 Waekss
Ttem Group 101 Asees ot
fub Group 3202 Oloor =
Intelligence 303 Hamaged =
Tech.(Features) 7414 Drelbond
e 5 15 =
Application 201 Enterprise =
Qty 1
Inerfce |
Interface e 2]
Net Interface 807 11a >
Port NO. 1
Interfce 2
Interface 03 Net il
Net Interface  [3810 11 ~
Port NO. 1
Inerfce 3
Interface Nt v
Net Interface | #2804 I0I00BASE-TROE
Port NO. 1
Interfce 4
Interface
Net Interface <
Port NO.
































Page 2 of3


[image: image9.jpg]_1169039897.unknown

_1169039898.unknown

_1169039895.unknown

_1169039896.unknown

_1169039894.unknown

_1169039893.unknown

