ALPHA  DWL7700 AP D-VIEW  Release Note v3.10-r11

Firmware: v310 r0118
D-View:  v3.10r11
Date: Aug 9, 2007

Problems Resolved:
Enhancements:

1. Prevent wrong FTP para input.
None
ALPHA  DWL7700 AP D-VIEW  Release Note v3.10-r10

Firmware: v310 r0118
D-View:  v3.10r10
Date: Aug 7, 2007

Problems Resolved:
Enhancements:

1. Fix upload FW and upload cfg file.
None
ALPHA  DWL7700 AP D-VIEW  Release Note v3.10-r09

Firmware: v310 r0113
D-View:  v3.10r09
Date: July 27, 2007

Problems Resolved:
Enhancements:


1.
Change UI.
None
ALPHA  DWL7700 AP D-VIEW  Release Note v3.10-r08

Firmware: v310 r0113
D-View:  v3.10r08
Date: July 27, 2007

Problems Resolved:
Enhancements:


1.
[SNMP]:add TFTP upload FW for D-VIEW.

None
ALPHA  DWL7700 AP D-VIEW  Release Note v3.10-r07
Firmware: v310 rc0107
D-View:  v3.10r07
Date: July 5, 2007

Problems Resolved:
Enhancements:

1.
[SNMP]:add accounting for D-VIEW support.

2.
[SNMP]:fix DHCP mib file not right
None
Firmware: v310 r0103
D-View:  v3.10r06
Date: July 5, 2007

Problems Resolved:
Enhancements:

1.
[SNMP]:add accounting for D-VIEW support.

2.
[SNMP]:fix DHCP mib file not right
None
Firmware: v310 r0074
D-View:  v3.10r05
Date:June 27, 2007 

Problems Resolved:
1.add status message.
Enhancements:
None
Firmware: v310 r0074
D-View:  v3.10r04
Date:June 27, 2007 

Problems Resolved:
1. Please change the characters in Dynamic Pool Settings.

2. Please change this characters to normal.
3. Please change the characters in Status.
4. In Static Pool Settings, please remove the button of Refresh.
5. The problem of count down.
Enhancements:
None
Firmware: v310 r0074
D-View:  v3.10r03
Date:June 22, 2007 

Problems Resolved:
Enhancements:


Add DHCP SERVER;

None
Firmware: v310 r0066
D-View :  v3.10r02
Date: Feb.29, 2007
Problems Resolved:
1. 1. Remove the WDS settings in EU version for 11A band.
2. Limit user change auto channel scan in EU version 
Enhancements:
None
Firmware: v310 r0063
D-View :  v3.10r001
Date: Jan.29, 2007
Problems Resolved:
3. Remove the function of LBS;
4. The range of “Group key update interval” is change from 300-9999999 to 300-18000; 
Enhancements:
None
Firmware: v302 r0050
D-View:  v3.02r03
Date: Nov. 15, 2006
Problems Resolved:
1. In 802.11a and 802.11g, set AP Mode to WDS or WDS with AP, the default value of RTS should be 2346
Enhancements:

None
Firmware: v302 r0050
D-View:  v3.02r02
Date: Nov. 13, 2006
Problems Resolved:
1. After restart the device, it will show timeout every time;
Enhancements:

None
Firmware: v302 r0048
D-View:  v3.02r01
Date: Nov. 02, 2006
Problems Resolved:
1. Add the function of LBS;
Enhancements:

None
Firmware: v300 r036
D-View:  v3.00r01
Date: Jul. 07, 2006
Problems Resolved:
1. Modify Version number from v1.30 r11 to v3.00r01
Enhancements:

None
Firmware: v300 r036
D-View:  v1.30r11
Date: Jul. 3, 2006
Problems Resolved:
1. Auto channel scan in 11g.
Enhancements:

None
Firmware: v300 r036
D-View:  v1.30r10
Date: Jul. 3, 2006
Problems Resolved:
1. An abnormity when Close window.
2.  SHH to SSH.

3. LAN setting pop a warning message when Get IP from select Static.

4. Performance get auto channel scan to control channel.

Enhancements:

None
Firmware: v300 r036
D-View:  v1.30r09
Date: Jun 30, 2006
Problems Resolved:
5. Add items in Filter.

6. SHH to SSH. Caption error.

7. Bug of Max length in performance.

8. Fixed bug of Warning message show error in multi-SSID 11g. 

9. Fixed bug of Key index show error when key list just First and fourth.

Enhancements:

Firmware: v300 r030
D-View:  v1.30r08
Date: Jun 12, 2006
Problems Resolved:
10. Remove Trap Server 
11. Radius .Sec Max length is 64.

Enhancements:

Firmware: v300 r024
D-View :  v1.30r07
Date: May 25, 2006
Problems Resolved:
12. If Remote Mac is NULL, set “000000000000” to AP.
13. Set a value to Progress Bar in Indication page.

Enhancements:

1. Add WDS Info function.

2. Add B/G mode.
3. Add Clear Log function.
Firmware: v300 r014
D-View :  v1.30r06
Date: Apr.20, 2006
Problems Resolved:
14. MIB changed Misc’s OID. Module followed
15. Change Ethethert to Ethernet. And make WDS site’s width to 0 in 802.11g page.
16. Refresh Remote Mac after apply.

Enhancements:
Firmware: v300 r014
D-View :  v1.30r05
Date: Apr.20, 2006
Problems Resolved:
17. Delete “Misc” page. Add those functions to admin page.
18. Change limit of RTS length when AP mode’s Selection changed.

19. Refresh client num.

20. Fixed bug: when Authentication is “802.1x”, Encrypt is Enabled and Key index of Multi-SSID used primary-SSID’s Key index, no Warning message shows. 

Enhancements:
1. Add SNMP Settings

Firmware: v300 r014
D-View :  v1.30r04
Date: Apr.14, 2006
Problems Resolved:
21. Fixed bug: Warning message of group key update interval and 11a group key update interval Show 11g’s.
22. In wireless can not set group update interval when Authentication select EAP.

23. when Authentication select WPA-EAP or PSK, Set encrypt to Enable automatically.

24. Fixed bug of warning when 802.1x use dynamic type. Engross the 1st Key.

25. Fixed bug: Key index list in wireless page.(11g)
26. Follow web, Cipher type List changed.

27. Limit key max length when Change valid key.
28. Fixed bug: Limit the range of Radius port is 1-65535.
Enhancements:
2. Add WDS site survey.

Firmware: v300 r014
D-View :  v1.30r03
Date: Apr.10, 2006
Problems Resolved:
29. Fixed bugs: Warning message bug of wireless VS Multi-SSID.

30. Change error description of Filter page.

31. Add WEP type in Cipher list.

32. Fixed bug of can not close SNTP page.

33. bug fixed : Change rule of Key index list in module.

Enhancements:
Firmware: v300 r014
Firmware: v300 r014
D-View :  v1.30r02
Date: Apr.4, 2006
Problems Resolved:
34. Fixed the bugs in module v1.30r01.

Enhancements:
Firmware: v300 r013
D-View :  v1.30r01
Date: Mar.28, 2006
Problems Resolved:
35. First release.

Enhancements:
1． New project.






