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INFORMATION ON THE CURRENT VERSION
These release notes describe the M1 release of AP Firmware which is compatible with the DWL-6600AP device. 
	INFORMATION
	DETAILS

	Firmware Version
	4.3.0.2_B053

	Release Date
	September 30, 2015

	Compatible Controllers
	DWL-8610AP

	Firmware Location & Access Credentials
	Filename: DWL-8610_FW_v_4.3.0.2_B053.tar

md5sum: 06d3f6801e011111725fb62514dc9b64
size: 24125440 bytes

	Default Configuration
	IP Address : 10.90.90.91 Subnet Mask : 255.255.255.0

Login Information for WEB

User Name : admin Password : admin

Login Information for CLI

User Name : admin Password : admin

	Previous Release Firmware Version
	DWL-8610_4.3.0.2_B048


FIRMWARE DETAILS 
The firmware details with the image names and their respective MD5 checksum are as follows:

	IMAGE  NAME
	MD5 CHECKSUM

	DWL-8610_FW_v_4.3.0.2_B053.tar
	06d3f6801e011111725fb62514dc9b64


ISSUES RESOLVED
	SPR #
	PRIORITY
	D-TRACK #
	DESCRIPTION

	53433
	P1
	
	Continuous reboot of AP when we select some channels for 5GHz a/n/ac and 2.4GHz mode for few countries.

	53734
	P1
	
	[6600] Qos diffserv rules are not applying properly in the AP.

	52426
	P1
	
	Device is not blocking the access with SSL 3.0 & 2.0 in Google chrome,firefox and IE browser

	52432
	P1
	
	Mark IP Precedence option functionality in Policy Map Configuration page is not working for IPV6

	53654
	P1
	
	radius request are not sent to wrradius server when ap is state is changing from managed to  standalone mode

	53659
	P1
	
	email alert is not working for specific domains

	51145
	P1
	
	Unable to send test mail

	52314
	P1
	
	Email Alert: from address is not correct in the mail.

	52791
	P2
	
	Lost ap gui access when configured subnet mask with all zeros

	53377
	P2
	
	DUT is not redirecting to login page after changing the password.

	53567
	P2
	
	Device should not accept to delete the snmp v3 groups if it contains snmpv3 users

	53381
	P3
	
	Help Content of Radio page has extra content

	52399
	P3
	
	No help content for some fields in radio page

	52430
	P3
	
	No help content for WEP key & some fields in VAP GUI Page

	53480
	P3
	
	Alert Popup's on entering invalid characters(special symbols) in Fields in Basic settings page are not Displaying

	49282
	P3
	
	Device is not updating the system time with +offset value.




Installation Instructions
1. Upgrade from the CLI: firmware-upgrade tftp://<tftp-server-ip-addr>/<imageName>.tar

2. Upgrade from the GUI:

a. Navigate to Maintenance > Upgrade on the web Interface

i. To upgrade using TFTP, specify the path from the TFTP root of the firmware image and type the IP address of the TFTP server.

ii. To upgrade using HTTP, clear Use TFTP to upload the file. Specify the path of the firmware or Click Browse to locate the file.

b. Click Update to apply the new firmware image.

c. Click OK on the confirmation pop up window.

d. The AP is upgraded and reboots running the new code.
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