DWL-G730AP Firmware Release Note  
=============================================================
Firmware: v1.02 (Build:0013)

Hardware: A2

Date: Dec 21, 2004
Problems Resolved: 
1. Fixed BUG, AP-Mode WPA, WPA-PSK and Router-Mode WPA-PSK not work.

2. Fixed BUG, Wireless domain can't change.

3. Fixed BUG, Switch check last mode issue, twice reboot.

Enhancements:

1. AP Client SDK Version - v2.30

=============================================================
Firmware: v1.02 (Build:0012)

Hardware: A2

Date: Dec 08, 2004
Problems Resolved: 
None

Enhancements:
1. Changed Preamble default to LONG for support wifi.

2. Version Update.

=============================================================
Firmware: v1.02 (Build:0011)

Hardware: A2

Date: Dec 02, 2004
Problems Resolved: 
1. Modify to use SMAC to change Domain.

2. Correct UI to show 1~13 channels.

Enhancements:
1. Support WiFi.

=============================================================
v1.01 Build:0010 (2004/11/02)

1. fixed BUG No. 1778, Wireless can not test UPNP function, so UPNP can not use in RT mode.

2. fixed BUG WPA-PSK,key length over 63 characters, It still can apply it.

v1.01 Build:0009 (2004/10/15)

1. fixed BUG No. 1864, in Router mode, the IP Filter page, the form ip address can use " " bug.

2. fixed BUG in Router mode, the Wizard WEP setting page, disable wep then pop-up 

   warring message bug.

v1.01 Build:0008 (2004/09/24)

1. fixed Bug No. 1825, in Router mode, it needed to set up Primary DNS address for

   Dynamic PPPoE

2. fixed Bug No. 1826, in Router mode, the link of STATUS page was broken on the HELP page

3. fixed Bug No. 1827, in Router mode, At Virtual Server page, the edit button 

   could not work on Netscape7.1 browser.

4. fixed Bug No. 1828, in AP Client mode, when pull out the lan cable, the LAN LED

   still lighted on.

5. in Router mode, fixed after setting a new firewall rule, the new rule will disappear 

   in a few seconds.

6. the stack version is 1258

v1.00 Build:0007 (2004/09/10)

1. in AP Client mode, when the Wireless mode was set to Ad-hoc, the WPA-PSK would

   be hidden.

2. in AP Client mode, fixed the data in Recv was always "0"

3. in Router mode, fixed when changed the DMZ IP address, the LAN IP address

   would also be changed as same as the DMZ IP address.   

4. support ETSI domain.

5. the stack version is 1256

v1.00 Build:0006 (2004/08/09)

1. in Router mode, fixed the DHCP range 100 ~ 192 to 100 ~ 199

2. in Router mode, fixed the Next button and Previous button did not work on the Status -> Log page

3. fixed Bug No. 1721, in AP client mode, the wep key only worked in the Shared Key mode

4. fixed Bug No. 1741, in AP client mode, the WPA-PSK function did not work.

5. fixed Bug No. 1744, in Router mode, Virtual Server and Filter did not work.

6. the stack version is 1251

v1.00 Build:0005 (2004/07/30)

1. in AP client mode, added the site survey on the Wizard settings

2. in AP client mode, modified the descriptions on the Home -> Wizard page and

   Help -> Setup Wizard page.

3. modified the Help descriptions of WPA and WPA-PSK

4. the stack version is 1251

v1.00 Build:0004 (2004/07/29)

1. changed the SSID to "default"

2. changed the Antenna Transmit Power to 100% 17dBm

3. add the Running mode infomation on the chklst.txt

4. fixed Bug No. 1720, 1721, the WEP encryption only worked in the Shared Key mode

5. fixed Bug No. 1722, Fragmentation did not restrict in 2346 in Router mode

6. fixed Bug No. 1723, Authentication showed on Home->Wireless and Advance->Performance

   in Router mode

7. fixed Bug No. 1724, when setting the Static DHCP function, DHCP server would be disabled.

8. fixed Bug No. 1725, the passphrase of WPA-PSK did not limit in 63 characters.

9. fixed Bug No. 1726, there were no Mode setting , WPA & WPA-PSK , and SSID broadcast explain in

   the help html.

10. fixed Bug No. 1732, the WPA function could not be tested in Router mode 

11. the stack version is 1251

v1.00b Build:0003 (2004/07/22)

1. in AP client mode, remove the WPA function

2. in Router mode, fixed the wep key did not be limited.

3. in Router mode, fixed when SSID was over 23 characters, 

   the router would be crashed

4. the stack version is 1251

v1.00b Build:0002 (2004/07/20)

1. the default ip is 192.168.0.30

2. the stack version is 1251






