DWL-G730_MVL_B6  Firmware Release Note  
Firmware: 2.00b 0011
Hardware: B1G
Date: Thu, 3 Aug 2006
1. CPU BSP: AP5x_SDK, 3.6.6, Jul, 31, 2006, build 0015

2. DRIVER: 1.0.0.0130, Jul, 27, 2006, build 0130

3. STACK: 1.0.0.1702, Aug, 01, 2006, Build 1702

4. AR5 F/W = AP5x_SDK,3.6.6,build 0015,Jul, 31, 2006

5. Checksum = 0x0cc6e000
Problems Resolved:
RT Mode

1. The Maximum Idle Time is workable when enable WAN~Auto-reconnect. If Maximum Idle Time is 1, G730 can't re-connect after 1 minute.
2. If set PPTP to Auto-reconnect, G730 can't Auto-reconnect after restart.
3. If set PPPoE to Auto-reconnect, G730 can't Auto-reconnect after restart.
Enhancements: 

IP: 192.168.0.30，User: admin
Firmware: 2.00b0010
Hardware: B1G
Date: Tue, 1 Aug 2006
1. CPU BSP: AP5x_SDK, 3.6.6, Jul, 31, 2006, build 0015
2. DRIVER: 1.0.0.0130, Jul, 27, 2006, build 0130

3. STACK: 1.0.0.1702, Aug, 01, 2006, Build 1702
4. AR5 F/W = AP5x_SDK,3.6.6,build 0015,Jul, 31, 2006
5. Checksum = 0x0c8fa000
Problems Resolved:

AP Mode
1. Wizard/Wep: Modify page support security setting.

2. DWL-G730 connects with DWL-2000AP+ B2(v2.11), it Tx and Rx throughput will 9~15Mbps.
RT Mode

1. The Maximum Idle Time is workable when enable WAN~Auto-reconnect. If Maximum Idle Time is 1, G730 can't re-connect after 1 minute.
2. If set PPTP to Auto-reconnect, G730 can't Auto-reconnect after restart.
3. If set PPPoE to Auto-reconnect, G730 can't Auto-reconnect after restart.
Enhancements: 

IP: 192.168.0.30，User: admin
Firmware: 2.00b0009

Hardware: B1G
Date: Fri, 28 July 2006
1. CPU BSP: wb31p_sdk, 3.6, Jun, 27, 2006, build 1017
2. DRIVER: 1.0.0.0130, Jul, 27, 2006, build 0130
3. STACK: 1.0.0.1692, Jun, 27, 2006, Build 1692
4. AR5 F/W = wb31p_sdk,3.6,build 1017,Jun, 27, 2006
5. Checksum = 0x04ec47c0
Problems Resolved:

1. Brower issue: When DWL-G730 change its Router, AP and AP client modes, the description will disappear in IE browser. Must clear cookie to solve problem.
AP Mode
1. Overwrite password setting when loading setting from local hard drive.
2. Wizard/Wep: Modify page support security setting.
3. Add SSID empty function check.
4. Enable MAC Filters list then select disabled MAC Filters. If MAC Filter List is empty, G730 will show error message "Please enter another name.".
5. While run wizard setting,  DWL-G730 can't go to the next step if select WPA-PSK or WPA2-PSK. If select No encryption or WEP, it's OK.
6. DWL-G730 connects with DWL-2000AP+ B2(v2.11), it Tx and Rx throughput will 9~15Mbps.
7. Intel Centrino 2100 3B (v1.2.0.56) connects to DWL-G730 with WEP encryption. DWL-G730 Tx throughput isn't stable and average throughput only  2~3Mbps.
APC Mode
1. Overwrite password setting when loading setting from local hard drive.
RT Mode

1. Overwrite password setting when loading setting from local hard drive.
2. Wizard/Wep: Modify page support security setting.

3. Add SSID empty function check.
4. Two range check warning messages don't match if type the wrong range in MTU field. ( One is 200-1492 and another is 200~1500.)
5. If Static PPPoE change to Dynamic PPPoE, the IP address doesn't change to dynamic IP. G730 still keep the static IP address.
6. The Maximum Idle Time is workable when enable WAN~Auto-reconnect. If Maximum Idle Time is 1, G730 can't re-connect after 1 minute.
7. If set PPTP to Auto-reconnect, G730 can't Auto-reconnect after restart.
8. If set PPPoE to Auto-reconnect, G730 can't Auto-reconnect after restart.
Enhancements: 

IP: 192.168.0.30，User: admin
Firmware: 2.00b0008
Hardware: B1G
Date: Tue, 27 Jun 2006
Problems Resolved:

1. CPU BSP: AP5x_SDK, 3.6.6, Jun, 22, 2006, build 0013
2. DRIVER: 1.0.0.0125, Jun, 22, 2006, build 0125
3. STACK: 1.0.0.1692, Jun, 27, 2006, Build 1692
4. AR5 F/W = AP5x_SDK,3.6.6,build 0013,Jun, 22, 2006
5. Checksum = 0x0a6ae000
AP Mode
1. MAC filter is fail.
2. Can’t set DHCP disabled.
APC Mode
1. G730 with AP client mode cannot connect with router which channel is 12 or 13.
Enhancements: 

IP: 192.168.0.30，User: admin
Firmware: 2.00b0007

Hardware: B1G
Date: Tue, 6 Jun 2006
Problems Resolved:

1. CPU BSP: AP5x_SDK, 3.6.6, May, 23, 2006, build 0009

2. DRIVER: 1.0.0.0115, May, 25, 2006, build 0115

3. STACK: 1.0.0.1674, Jun, 05, 2006, Build 1674

4. AR5 F/W = AP5x_SDK,3.6.6,build 0009,May, 23, 2006

5. Checksum = 0x0a612000

AP Mode
1. UI Advanced/Filter, Status/Wireless: The wireless client will repeat in the “connected PCs” list.

2. MAC filter is fail.
3. UI Help: Modify hyperlink to http://support.dlink.com.tw
4. G730 will be crash, when encryption was selected WPAPSK or WPA2PSK.
APC Mode
1. G730 with AP client mode cannot connect with router which channel is 12 or 13.
Router Mode
1. UI Help: Fixed banner’s hyperlink: http://www.dlink.com.tw
2. Fixed hyperlink to http://support.dlink.com.tw in FAQs page.
3. G730 will be crash, when encryption was selected WPAPSK or WPA2PSK.
4. It is wrong data of wireless and LAN on stats page.
5. DCHP server cannot set static IP (2~99,200~254). Router will show error statement after applying.
Enhancements: 

IP: 192.168.0.30，User: admin
Firmware: 2.00b0006

Hardware: B1G
Date: Fri, 19 May 2006
Problems Resolved:

1. CPU BSP: AP5x_SDK, 3.6.6, May, 16, 2006, build 0008
2. DRIVER: 1.0.0.0112, May, 17, 2006, build 0112
3. STACK: 1.0.0.1668, May, 18, 2006, Build 1668
4. AR5 F/W = AP5x_SDK,3.6.6,build 0008,May, 16, 2006
5. Checksum = 0x09fbe000
AP Mode
Fixed:

1. UI Tools/Admin: Click “Apply” fail.
2. UI Status/Stats: 

(1) Can’t show amounts of Ethernet packets.

  (2) It’s wrong data of wireless Recv good packets.

3. UI Status/Wireless: Can’t show connected wireless clients.

4. UI Home/LAN: 

(1) Click “Cancel” fail.

  (2) IP address keep in check.

5. Help page has issues.

6. UI Advanced/Filters:

 (1) “Connected PCs” function is fail.

  (2) MAC filter is fail.

  (3) MAC address keep in check.

Modify:

1. Israel’s domain change to 0x07, Spain’s domain change to 0x37.

2. Firmware, Help: Modify hyperlink to http://support.dlink.com.tw
APC Mode

Modify:

1. Israel’s domain change to 0x07, Spain’s domain change to 0x37.

2. Firmware, Help: Modify hyperlink to http://support.dlink.com.tw
3. UI Status/ Device Info: Channel will follow router’s change channel.
Router Mode

Fixed:

1. IP address、MAC address and port number need to keep in check.

2. UI Status/Wireless: Can’t show connected wireless clients.

3. UI Home/Wireless: Click “Apply” fail in Firefox.

4. Help page has issues.

5. UI Home/DHCP: Error message when click “Clone”.

6. UI Advanced/Performance: Click “Apply” fail in Firefox.

7. Daylight Saving function is fail.

Modify:

1. Israel’s domain change to 0x07, Spain’s domain change to 0x37.

2. Modify NTP default.

3. Add Twinge_Attack function.

4. Banner’s hyperlink: http://www.dlink.com.tw
5. Firmware, Help: Modify hyperlink to http://support.dlink.com.tw
Enhancements: 

IP: 192.168.0.30，User: admin
Firmware: 2.00b0005

Hardware: B1G
Date: Fri, 21 Apr 2006
Problems Resolved:

1. CPU BSP: wb31p_sdk, 3.4, Apr, 17, 2006, build 1006

2. DRIVER: 1.0.0.0108, Apr, 13, 2006, build 0108

3. STACK: 1.0.0.1651, April, 18, 2006, Build 1651

4. AR5 F/W = wb31p_sdk,3.4,build 1006,Apr, 17, 2006

5. Checksum = 0x050a0a59
6. AP Client Mode: In Wizard WEP 128bit ASCII should be 13 characters, 128bit HEX should be 26 characters
7. Modify SSID default: dlink
Enhancements: 

Firmware: 2.00b0004

Hardware: B1G
Date: Wed, 19 Apr 2006
Problems Resolved:

1. CPU BSP: wb31p_sdk, 3.4, Apr, 17, 2006, build 1006
2. DRIVER: 1.0.0.0108, Apr, 13, 2006, build 0108
3. STACK: 1.0.0.1651, April, 18, 2006, Build 1651
4. AR5 F/W = wb31p_sdk,3.4,build 1006,Apr, 17, 2006
5. Checksum = 0x0507a6e7
6. AP Client Mode: In Wizard & Wireless page the WEP.WPA-PSK.WPA2-PSK can’t work all fail

7. AP Client Mode: LAN IP Dynamic IP Address can’t get IP from Router

8. AP Client Mode: DNS Server can’t work

9. AP Client Mode: It’s just can load .Rom file

10. AP Client Mode: The restarting page is break
11. AP Client Mode: SiteSurvey page can not renew except rebooting AP Client.

12. AP Client Mode: After Firmware upgrading, the page shows wrong.
Enhancements: 

1. Please help to test AP Client mode’s throughput.
Firmware: 2.00b0003
Hardware: B1G
Date: Wed, 12 Apr 2006
Problems Resolved:

1. CPU BSP: wb31p_sdk, 3.4, Feb, 27, 2006, build 1001
2. DRIVER: 1.0.0.0106, Apr, 06, 2006, build 0106
3. STACK: 1.0.0.1646, April, 11, 2006, Build 1646
4. AR5 F/W = wb31p_sdk,3.4,build 1001,Feb, 27, 2006
5. Checksum = 0x04f7c147
6. Fixed UI(APclient) Wizard: Key 4 cut in Firefox.

7. Fixed UI(APclient) Help: Display error.

8. Fixed UI(APclient) Wireless, Wizard: SSID display error in SiteSurvey.

9. Fixed UI(APclient) Wizard/SiteSurvey : The pop-up page won’t close when click button “connect”.
10. Modify UI(APclient) page.

Enhancements: 

None
Firmware: 2.00b0002

Hardware: B1G
Date: Wed, 29 Mar 2006
Problems Resolved:

1. CPU BSP: AP5x_SDK, 3.6.6, Feb, 10, 2006, build 0005

2. DRIVER: 1.0.0.0103, Mar, 29, 2006, build 0103

3. STACK: 1.0.0.1630, Mar, 27, 2006, Build 1630

4. AR5 F/W = AP5x_SDK,3.6.6,build 0005,Feb, 10, 2006

5. Checksum = 0x0b636000

6. Remove WPA mode at AP mode & Router mode/Wireless.

7. Remove SSID Broadcast at AP Client mode/Wireless.

8. Remove Wireless Radio, AutoLink at Router mode/Wireless.

9. Remove Restore AutoLink at Router mode/Tools/System.
Enhancements: 

New DWL_G730_MVL_B6 version in IPO
Firmware: 2.00b0001

Hardware: B1G
Date: Thus, 23 Mar 2006
Problems Resolved:

1. CPU BSP: AP5x_SDK, 3.6.6, Feb, 10, 2006, build 0005

2. DRIVER: 1.0.0.0101, Mar, 23, 2006, build 0101

3. STACK: 1.0.0.1627, Mar, 22, 2006, Build 1627

4. AR5 F/W = AP5x_SDK,3.6.6,build 0005,Feb, 10, 2006

5. Checksum = 0x0b6b8000
Enhancements: 

New DWL_G730_MVL_B6 version in IPO






